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Preface

Foreword

Wireshark is the worldOs foremost network protocol analyzer, but the rich feature set can be
daunting for the unfamiliar. This document is part of an effort by the Wireshark team to improve
WiresharkOs usability. We hope that you find it useful and look forward to your comments.

Who should read this document?

The intended audience of this book is anyone using Wireshark.

This book explains all of the basic and some advanced features of Wireshark. As Wireshark has
become a very complex program, not every feature may be explained in this book.

This book is not intended to explain network sniffing in general and it will not provide details
about specific network protocols. A lot of useful information regarding these topics can be found at
the Wireshark Wiki at  https://wiki.wireshark.org/

By reading this book, you will learn how to install Wireshark, how to use the basic elements of the
graphical user interface (such as the menu) and whatOs behind some of the advanced features that
are not always obvious at first sight. It will hopefully guide you around some common problems
that frequently appear for new (and sometimes even advanced) Wireshark users.
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About this document

This book was originally developed by  Richard Sharpe with funds provided by the Wireshark Fund.
It was updated by Ed Warnicke and more recently redesigned and updated by UIf Lamping .

It was originally written in DocBook/XML and converted to AsciiDoc by Gerald Combs.

Where to get the latest copy of this document?

The latest copy of this documentation can always be found at https://www.wireshark.org/docs/
wsug_html_chunked/ .

Providing feedback about this document

Should you have any feedback about this document, please send it to the authors through
wireshark-dev[AT]wireshark.org

Typographic Conventions

The following table shows the typographic conventions that are used in this guide.

Table 1. Typographic Conventions

Style Description Example
Italic File names, folder names, and extensions  C:\Development\wireshark .
Monospace  Commands, flags, and environment CMakeOsG option.
variables
Bold Commands that should be run by the Run cmake -G Ninja ..
Monospace <o
['Button!] Dialog and window buttons Press [!Launch!] to go to the Moon.
Key Keyboard shortcut Press Ctrl !+ Downto move to the next
packet.
Menu Menu item Select Go YNext Packet to move to the

next packet.
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Admonitions

Important and notable items are marked as follows:

This is a warning

WARNING _ _ _ .
You should pay attention to a warning, otherwise data loss might occur.
This is a caution
CAUTION _ _
Act carefully (i.e., exercise care).
This is important information
IMPORTANT
RTFM - Read The Fine Manual
This is a tip
TIP

Tips are helpful for your everyday work using Wireshark.

This is a note
NOTE . - . . . .
A note will point you to common mistakes and things that might not be obvious.

Shell Prompt and Source Code Examples

Bourne shell, normal user

$ # This is a comment
$ git config --global log.abbrevcommit true

Bourne shell, root user

# # This is a comment
# ninja install

Command Prompt (cmd.exe)

>rem This is a comment
>cd C:\Development

PowerShell

PS$># This is a comment
PS$> choco list -I



C Source Code
#include "config.h"

[* This method dissects foos */

static int

dissect_foo_message(tvbuff_t *tvb, packet_info *pinfo _U_, proto_tree *tree _U_, void
*data_U )

{

E /* TODO: implement your dissecting code */

E return tvb_captured_length(tvb);

}



Introduction

What is Wireshark?

Wireshark is a network packet analyzer. A network packet analyzer presents captured packet data
in as much detail as possible.

You could think of a network packet analyzer as a measuring device for examining whatOs
happening inside a network cable, just like an electrician uses a voltmeter for examining whatOs
happening inside an electric cable (but at a higher level, of course).

In the past, such tools were either very expensive, proprietary, or both. However, with the advent
of Wireshark, that has changed. Wireshark is available for free, is open source, and is one of the
best packet analyzers available today.

Some intended purposes
Here are some reasons people use Wireshark:

¥ Network administrators use itto  troubleshoot network problems
¥ Network security engineers use itto  examine security problems
¥ QA engineers use it to verify network applications

¥ Developers use it to debug protocol implementations

¥ People use it to learn network protocol internals

Wireshark can also be helpful in many other situations.

Features
The following are some of the many features Wireshark provides:

¥ Available for UNIX and Windows .
¥ Capture live packet data from a network interface.

¥ Open files containing packet data captured with tcpdump/WinDump, Wireshark, and many
other packet capture programs.

¥ Import packets from text files containing hex dumps of packet data.
¥ Display packets with  very detailed protocol information

¥ Save packet data captured.

¥ Export some or all packets in a number of capture file formats.

¥ Filter packets on many criteria.



¥ Search for packets on many criteria.
¥ Colorize packet display based on filters.
¥ Create various statistics .

¥ Eand a lot more!
However, to really appreciate its power you have to start using it.

Wireshark captures packets and lets you examine their contents. shows Wireshark having captured
some packets and waiting for you to examine them.
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Figure 1. Wireshark captures packets and lets you examine their contents.

Live capture from many different network media

Wireshark can capture traffic from many different network media types, including Ethernet,
Wireless LAN, Bluetooth, USB, and more. The specific media types supported may be limited by
several factors, including your hardware and operating system. An overview of the supported
media types can be found at https://wiki.wireshark.org/CaptureSetup/NetworkMedia

Import files from many other capture programs

Wireshark can open packet captures from a large number of capture programs. For a list of input
formats see Input File Formats
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Export files for many other capture programs

Wireshark can save captured packets in many formats, including those used by other capture
programs. For a list of output formats see  Output File Formats .

Many protocol dissectors

There are protocol dissectors (or decoders, as they are known in other products) for a great many
protocols: see [AppProtocols] .

Open Source Software

Wireshark is an open source software project, and is released under the GNU General Public
License (GPL). You can freely use Wireshark on any number of computers you like, without
worrying about license keys or fees or such. In addition, all source code is freely available under

the GPL. Because of that, it is very easy for people to add new protocols to Wireshark, either as
plugins, or built into the source, and they often do!

What Wireshark is not
Here are some things Wireshark does not provide:

¥ Wireshark isnOt an intrusion detection system. It will not warn you when someone does strange
things on your network that he/she isnOt allowed to do. However, if strange things happen,
Wireshark might help you figure out what is really going on.

¥ Wireshark will not manipulate things on the network, it will only OmeasureO things from it.
Wireshark doesnOt send packets on the network or do other active things (except domain name
resolution, but that can be disabled).

Where To Get Wireshark

You can get the latest copy of the program from the Wireshark website at
https://www.wireshark.org/download.html . The download page should automatically highlight the
appropriate download for your platform and direct you to the nearest mirror. Official Windows

and macOS installers are signed by Wireshark Foundation using trusted certificates on those
platforms. macOS installers are additionally notarized.

A new Wireshark version typically becomes available every six weeks.

If you want to be notified about new Wireshark releases you should subscribe to the wireshark-
announce mailing list. You will find more details in Mailing Lists .

Each release includes a list of file hashes which are sent to the wireshark-announce mailing list and
placed in a file named SIGNATURES- x.y.z.txt. Announcement messages are archived at
https://lists.wireshark.org/archives/wireshark-announce/ and SIGNATURES files can be found at
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https://www.wireshark.org/download/src/all-versions/ . Both are GPG-signed and include
verification instructions for Windows, Linux, and macOS. As noted above, you can also verify
downloads on Windows and macOS using the code signature validation features on those systems.

System Requirements

The amount of resources Wireshark needs depends on your environment and on the size of the
capture file you are analyzing. The values below should be fine for small to medium-sized capture
files no more than a few hundred MB. Larger capture files will require more memory and disk
space.

Busy networks mean large captures

A busy network can produce huge capture files. Capturing on even a 100 megabit

NOTE network can produce hundreds of megabytes of capture data in a short time. A
computer with a fast processor, and lots of memory and disk space is always a good
idea.

If Wireshark runs out of memory it will crash. See https://wiki.wireshark.org/KnownBugs/

OutOfMemory for details and workarounds.

Although Wireshark uses a separate process to capture packets, the packet analysis is single-
threaded and wonOt benefit much from multi-core systems.

Microsoft Windows

Wireshark should support any version of Windows that is still within its extended support lifetime
At the time of writing this includes Windows 11, 10, Server 2022, Server 2019, and Server 2016. It
also requires the following:

¥ The Universal C Runtime. This is included with Windows 10 and Windows Server 2019 and is
installed automatically on earlier versions if Microsoft Windows Update is enabled. Otherwise
you must install KB2999226 or KB3118401.

¥ Any modern 64-bit Intel or Arm processor.
¥ 500 MB available RAM. Larger capture files require more RAM.
¥ 500 MB available disk space. Capture files require additional disk space.

¥ Any modern display. 1280 " 1024 or higher resolution is recommended. Wireshark will make
use of HiDPI or Retina resolutions if available. Power users will find multiple monitors useful.

¥ A supported network card for capturing

# Ethernet. Any card supported by Windows should work. See the wiki pages on Ethernet
capture and offloading for issues that may affect your environment.

# 802.11. See the Wireshark wiki page . Capturing raw 802.11 information may be difficult
without special equipment.
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# Other media. See https://wiki.wireshark.org/CaptureSetup/NetworkMedia

Older versions of Windows which are outside MicrosoftOs extended lifecycle support window are no
longer supported. It is often difficult or impossible to support these systems due to circumstances
beyond our control, such as third party libraries on which we depend or due to necessary features
that are only present in newer versions of Windows such as hardened security or memory
management.

¥ Wireshark 4.6 was the last release branch to officially support Windows 10, version 1809 and
Windows Server 2019.

¥ Wireshark 4.4 was the last release branch to officially support Windows 10, version 1607 and
Windows Server 2016.

¥ Wireshark 4.0 was the last release branch to officially support Windows 8.1 and Windows
Server 2012.

¥ Wireshark 3.6 was the last release branch to officially support 32-bit Windows.

¥ Wireshark 3.2 was the last release branch to officially support Windows 7 and Windows Server
2008 R2.

¥ Wireshark 2.2 was the last release branch to support Windows Vista and Windows Server 2008
sans R2

¥ Wireshark 1.12 was the last release branch to support Windows Server 2003.

¥ Wireshark 1.10 was the last release branch to officially support Windows XP.

See the Wireshark release lifecycle  section for more details.

macOS

Wireshark supports macOS 11 and later. Similar to Windows, supported macOS versions depend on
third party libraries and on AppleOs requirements.

¥ Wireshark 4.4 was the last release branch to support macOS 11.

¥ Wireshark 4.2 was the last release branch to support macOS 10.14.

¥ Wireshark 3.6 was the last release branch to support macOS 10.13.

¥ Wireshark 3.4 was the last release branch to support macOS 10.12.

¥ Wireshark 2.6 was the last release branch to support Mac OS X 10.6 and 10.7 and OS X 10.8 to
10.11.

¥ Wireshark 2.0 was the last release branch to support OS X on 32-bit Intel.

¥ Wireshark 1.8 was the last release branch to support Mac OS X on PowerPC.
See the Wireshark release lifecycle  section for more detalils.

The system requirements should be comparable to the specifications listed above for Windows.
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UNIX, Linux, and BSD

Wireshark runs on most UNIX and UNIX-like platforms including Linux and most BSD variants. The
system requirements should be comparable to the specifications listed above for Windows.

Binary packages are available for most Unices and Linux distributions including the following
platforms:

¥ Alpine Linux

¥ Arch Linux

¥ Canonical Ubuntu

¥ Debian GNU/Linux

¥ FreeBSD

¥ Gentoo Linux

¥ HP-UX

¥ NetBSD

¥ OpenPKG

¥ Oracle Solaris

¥ Red Hat Enterprise Linux / CentOS / Fedora

If a binary package is not available for your platform you can download the source and try to build
it. Please report your experiences to  wireshark-dev[AT|wireshark.org

Release Life Cycle

The Wireshark download page lists three types of releases: Stable, Old Stable, and Development.
¥ The Stable release is the latest official version of Wireshark. In most cases this is the version you
should use.

¥ The Old Stable release is an older official version of Wireshark which is still supported. You may
be required to use one of these, for example if your organization has strict software approval
policies.

¥ The Development version is used for testing new features. Use this if you need one of those
features.

The Stable and Old Stable release lifetimes conform to the following guidelines:

¥ At least two (and preferably exactly two) branches will be supported at any given time.

¥ Each release shall be supported for a minimum of 18 months. Support might be extended to 24
or 30 months, e.g.Efor releases preceding a major change.

¥ Support for release X.Y ends when it reaches the end of its minimum lifetime or when version
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X.Y+4 is released, whichever comes later .

Depending on the pacing of major releases and their lifetimes we might have an OOId Old StableO
branch in addition to the Stable and Old Stable ones.

SeeEnd of Support planning  for support life cycle information specific to each release.

A more detailed description can be found in the Release Policy.

Staying Current

Wireshark releases are announced on the  wireshark-announce mailing list. Automated checks for
new releases can be done using one of our  Windows or macOS Appcast files

Release Numbers

To understand the numbering of the releases, see the explanation of release numbers .

Release Planning

For the planning of the upcoming releases and their proposed contents see the roadmap .

Past Releases

Release Notes for each release are available on the main site .
Version Info (build components) for past Windows releases.

The git change log provides good information about changes in each release:

¥ release-4.6
¥ release-4.4
¥ release-4.2
¥ release-4.0
¥ release-3.6
¥ release-3.4
¥ master-3.2
¥ master-3.0
¥ master-2.6
¥ master-2.4
¥ master-2.2
¥ master-2.0

¥ master-1.12
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https://www.wireshark.org/lists/wireshark-announce
https://www.wireshark.org/update/0/Wireshark/0.0.0/Windows/x86-64/en-US/stable.xml
/Development/ReleaseNumbers
/Development/Roadmap
https://www.wireshark.org/docs/relnotes/
/Development/Version-Info
https://gitlab.com/wireshark/wireshark/commits/release-4.6
https://gitlab.com/wireshark/wireshark/commits/release-4.4
https://gitlab.com/wireshark/wireshark/commits/release-4.2
https://gitlab.com/wireshark/wireshark/commits/release-4.0
https://gitlab.com/wireshark/wireshark/commits/release-3.6
https://gitlab.com/wireshark/wireshark/commits/release-3.4
https://gitlab.com/wireshark/wireshark/commits/master-3.2
https://gitlab.com/wireshark/wireshark/commits/master-3.0
https://gitlab.com/wireshark/wireshark/commits/master-2.6
https://gitlab.com/wireshark/wireshark/commits/master-2.4
https://gitlab.com/wireshark/wireshark/commits/master-2.2
https://gitlab.com/wireshark/wireshark/commits/master-2.0
https://gitlab.com/wireshark/wireshark/commits/master-1.12

Changes for older releases are listed in wiki pages:

¥ Development/Trunk-1.10
¥ Development/Trunk-1.8
¥ Development/Trunk-1.6
¥ Development/Trunk-1.4
¥ Development/Trunk-1.2

¥ Development/Trunk-1.0

¥ Development/BetaReleases

End of Support planning

Each major release is supported for a minimum of 18 months. Specific notes for each release can be

found below.

Stable
Release Date

Version

4.6 October 8,
2025

4.4 August 28,
2024

4.2 November 15,
2023

4.0 October 4,
2022

3.6 November 22,
2021

3.4 October 29,
2020

3.2 December 18,
2019

3.0 February 28,
2019
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End of
Support

Release + 18
or more
months

Release + 18
or more
months

October 8,
2025

August 28,
2024

May 22, 2024

September 7,
2022

November 22,
2021

October 29,
2020

Notes

Last release to officially support Windows 10. Last
release to support Red Hat EL 8. Last release to support
Qt 5. Last release to use odd-development/even-stable
release numbering. Support ends when 5.1.0 is released.

Support ends when 5.0.0 is released. Last release to
support Windows 10 version 1607 and Windows Server
2016. Last release to support macOS 11.

Support ends when 4.6.0 is released. Last release to
support macOS 10.14 and 10.15.

Last release to support Windows 8.1 and Windows
Server 2012.

Long term support (LTS). Last release to support 32-bit
Windows. Last release to support macOS 10.13. Last
release to support Red Hat EL 7. Last release to support
SUSE Linux ES 12. Last release to support Ubuntu Bionic
(18.04LTS)

Last release to support macOS 10.12.

Last release to support Windows 7 and Windows Server
2008 R2.


/Development/Trunk-1.10
/Development/Trunk-1.8
/Development/Trunk-1.6
/Development/Trunk-1.4
/Development/Trunk-1.2
/Development/Trunk-1.0
/Development/BetaReleases

Version Stable
Release Date
2.6 April 18, 2018
2.4 July 19, 2017
2.2 September 7,
2016
2.0 November 18,
2015
1.12 July 31, 2014
1.10 June 5, 2013
1.8 June 21, 2012
1.6 June 7, 2011
1.4 August 30,
2010
1.2 June 15, 2009
1.0 March 31,
2008
Discussion

End of
Support

October 18,
2020

July 19, 2019

September 7,
2018

November 18,
2017

July 31, 2016

June 5, 2015
June 21, 2014
June 7, 2013

August 30,
2012

June 30, 2011

September 30,
2010

Notes

Long term support (LTS). Last release to support GTK+
and Qt4. Last release to support Red Hat EL6. Last
release to support Mac OS X 10.6 and 10.7 and OS X 10.8,
10.9, 10.10, and 10.11.

GTK+ Ul disabled by default.

Last release to support Windows Vista and (the non-R2)
Windows Server 2008.

Last release to support OS X on 32-bit x86.

Last release using the GTK+ GUI by default. Last release
to support Windows Server 2003.

Last release to support Windows XP and U3 packages.
Last release to support Mac OS X on PPC.

Last release that compiles on Red Hat EL 5.

Last release to support Windows 2000.

Last release to support GTK+ 1.0.

Support for 32-bit Windows ended on May 22, 2024. Wireshark 3.6 is the last release that supports

It.

Support for Windows 8.1 ended on January 10, 2023 . Wireshark 4.0 is the last release that supports

It.

Support for Windows 7 ended on January 14, 2020

Support for Windows Vista ended on April 11, 2017

it

Support for Windows XP ended

. Wireshark 3.2 is the last release that supports it.

. Wireshark 2.2 is the last release that supports

on April 8, 2014. Wireshark 1.10 is the last release that supports it.

A Brief History Of Wireshark

In late 1997 Gerald Combs needed a tool for tracking down network problems and wanted to learn
more about networking so he started writing Ethereal (the original name of the Wireshark project)
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as a way to solve both problems.

Ethereal was initially released after several pauses in development in July 1998 as version 0.2.0.
Within days patches, bug reports, and words of encouragement started arriving and Ethereal was
on its way to success.

Not long after that Gilbert Ramirez saw its potential and contributed a low-level dissector to it.

In October, 1998 Guy Harris was looking for something better than tcpview so he started applying
patches and contributing dissectors to Ethereal.

In late 1998 Richard Sharpe, who was giving TCP/IP courses, saw its potential on such courses and
started looking at it to see if it supported the protocols he needed. While it didnOt support the
protocols he needed, new protocols could be easily added. So he started contributing dissectors and
contributing patches.

The list of people who have contributed to the project has become very long since then, and almost
all of them started with a protocol that they needed that Wireshark did not already handle. So they
copied an existing dissector and contributed the code back to the team.

In 2006 the project moved house and re-emerged under a new name: Wireshark.

In 2008, after ten years of development, Wireshark finally arrived at version 1.0. This release was
the first deemed complete, with the minimum features implemented. Its release coincided with the
first Wireshark Developer and User Conference, called Sharkfest.

In 2015 Wireshark 2.0 was released, which featured a new user interface.

In 2023 Wireshark moved to the  Wireshark Foundation , a nonprofit corporation that operates
under section 501(c)(3) of the U.S. tax code. The foundation provides the projectOs infrastructure,
hosts SharkFest, our developer and user conference, and promotes low level network education.

Development And Maintenance Of Wireshark

Wireshark was initially developed by Gerald Combs. Ongoing development and maintenance of
Wireshark is handled by the Wireshark team, a loose group of individuals who fix bugs and
provide new functionality.

There have also been a large number of people who have contributed protocol dissectors to
Wireshark, and it is expected that this will continue. You can find a list of the people who have
contributed code to Wireshark by checking the about dialog box of Wireshark, or at the authors
page on the Wireshark web site.

Wireshark is an open source software project, and is released under the GNU General Public
License (GPL) version 2. All source code is freely available under the GPL. You are welcome to
modify Wireshark to suit your own needs, and it would be appreciated if you contribute your
improvements back to the Wireshark team.
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You gain three benefits by contributing your improvements back to the community:
1. Other people who find your contributions useful will appreciate them, and you will know that
you have helped people in the same way that the developers of Wireshark have helped you.

2. The developers of Wireshark can further improve your changes or implement additional
features on top of your code, which may also benefit you.

3. The maintainers and developers of Wireshark will maintain your code, fixing it when API
changes or other changes are made, and generally keeping it in tune with what is happening
with Wireshark. So when Wireshark is updated (which is often), you can get a new Wireshark
version from the website and your changes will already be included without any additional
effort from you.

The Wireshark source code and binary kits for some platforms are all available on the download
page of the Wireshark website:  https://www.wireshark.org/download.html

Reporting Problems And Getting Help

If you have problems or need help with Wireshark there are several places that may be of interest
(besides this guide, of course).

Website
You will find lots of useful information on the Wireshark homepage at https://lwww.wireshark.org/
Wiki

The Wireshark Wiki at  https://wiki.wireshark.org/  provides a wide range of information related to
Wireshark and packet capture in general. You will find a lot of information not part of this userOs
guide. For example, it contains an explanation how to capture on a switched network, an ongoing
effort to build a protocol reference, protocol-specific information, and much more.

And best of all, if you would like to contribute your knowledge on a specific topic (maybe a network
protocol you know well), you can edit the wiki pages with your web browser.

Q&A Site

The Wireshark Q&A site at htips://ask.wireshark.org/  offers a resource where questions and
answers come together. You can search for questions asked before and see what answers were
given by people who knew about the issue. Answers are ranked, so you can easily pick out the best
ones. If your question hasnOt been discussed before you can post one yourself.

FAQ

The Frequently Asked Questions lists often asked questions and their corresponding answers.
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Read the FAQ

Before sending any mail to the mailing lists below, be sure to read the FAQ. It will
often answer any questions you might have. This will save yourself and others a lot
of time. Keep in mind that a lot of people are subscribed to the mailing lists.

NOTE

You will find the FAQ inside Wireshark by clicking the menu item Help/Contents and selecting the
FAQ page in the dialog shown.

An online version is available at the Wireshark website at https://www.wireshark.org/faq.html . You
might prefer this online version, as itOs typically more up to date and the HTML format is easier to
use.
Mailing Lists
There are several mailing lists of specific Wireshark topics available:
wireshark-announce
Information about new program releases, which usually appear about every six weeks.
wireshark-users
Topics of interest to users of Wireshark. People typically post questions about using Wireshark
and others (hopefully) provide answers.
wireshark-dev
Topics of interest to developers of Wireshark. If you want to develop a protocol dissector or
update the user interface, join this list.
You can subscribe to each of these lists from the Wireshark web site: https://www.wireshark.org/

lists/. From there, you can choose which mailing list you want to subscribe to by clicking on the
Subscribe/Unsubscribe/Options button under the title of the relevant list. The links to the archives
are included on that page as well.

The lists are archived

You can search in the list archives to see if someone asked the same question some
time before and maybe already got an answer. That way you donOt have to wait until
someone answers your question.

TIP

Reporting Problems

Before reporting any problems, please make sure you have installed the latest

NOTE i .
version of Wireshark.

When reporting problems with Wireshark please supply the following information:
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1. The version number of Wireshark and the dependent libraries linked with it, such as Qt or GLib.
You can obtain this from WiresharkOs about box or the command wireshark -v .

2. Information about the platform you run Wireshark on (Windows, Linux, etc. and 32-bit, 64-bit,
etc.).

3. A detailed description of your problem.

4. If you get an error/warning message, copy the text of that message (and also a few lines before
and after it, if there are some) so others may find the place where things go wrong. Please donOt
give something like: Ol get a warning while doing xO as this wonOt give a good idea where to look.

Don®t send confidential information!

If you send capture files to the mailing lists be sure they donOt contain any
sensitive or confidential information like passwords or personally identifiable
WARNING information (PI1).

In many cases you can use a tool like TraceWrangler to sanitize a capture file
before sharing it.

DonOt send large files

Do not send large files (> 1 MB) to the mailing lists. Instead, provide a download
link. For bugs and feature requests, you can create an issue on GitLab Issues and
upload the file there.

NOTE

Al-assisted reports

If you use Al tools to help find or draft a bug report, please mention that and make sure you have
personally verified the steps and details before submitting. Purely Al-generated reports are not
supported and might be closed; a quick human check keeps triage efficient for everyone.

Reporting Crashes on UNIX/Linux platforms

When reporting crashes with Wireshark it is helpful if you supply the traceback information along
with the information mentioned in OReporting ProblemsO.

You can obtain this traceback information with the following commands on UNIX or Linux (note
the backticks):

$ gdb "whereis wireshark | cut -f2 -d: | cut -d' ' -f2° core >& backtrace.txt
backtrace
"D

If you do not have gdb available, you will have to check out your operating systemOs debugger.

Email backtrace.txt to wireshark-dev[AT]wireshark.org
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Reporting Crashes on Windows platforms

The Windows distributions donOt contain the symbol files (.pdb) because they are very large. You
can download them separately at  https://www.wireshark.org/download/win64/all-versions/
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Building and Installing Wireshark

Introduction

As with all things there must be a beginning and so it is with Wireshark. To use Wireshark you
must first install it. If you are running Windows or macOS you can download an official release at
https://www.wireshark.org/download.html , install it, and skip the rest of this chapter.

If you are running another operating system such as Linux or FreeBSD you might want to install
from source. Several Linux distributions offer Wireshark packages but they commonly provide out-
of-date versions. No other versions of UNIX ship Wireshark so far. For that reason, you will need to
know where to get the latest version of Wireshark and how to install it.

This chapter shows you how to obtain source and binary packages and how to build Wireshark
from source should you choose to do so.

The general steps are the following:

1. Download the relevant package for your needs, e.g., source or binary distribution.

2. For source distributions, compile the source into a binary. This may involve building and/or
installing other necessary packages.

3. Install the binaries into their final destinations.

Obtaining the source and binary distributions

You can obtain both source and binary distributions from the Wireshark main page or the

download page at https://www.wireshark.org/download.html . Select the package most appropriate

for your system.

Installing Wireshark under Windows

The official Windows packages can be downloaded from the Wireshark main page or the download

page. Installer names contain the version and platform. For example, Wireshark-4.7.4-x64.exe
installs Wireshark 4.7.4 for Windows on 64-bit Intel processors. The Wireshark installer includes

Npcap which is required for packet capture. Windows packages automatically update. See Updating

Wireshark for details.

Simply download the Wireshark installer from https://lwww.wireshark.org/download.html

and

execute it. Official packages are signed by  Wireshark Foundation . You can choose to install several

optional components and select the location of the installed package. The default settings are

recommended for most users.
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Installation Components
On the Choose Components page of the installer you can select from the following:

¥ Wireshark - The network protocol analyzer that we all know and mostly love.
¥ TShark - A command-line network protocol analyzer. If you havenOt tried it you should.
¥ External Capture (extcap) - External Capture Interfaces

# Androiddump - Provide capture interfaces from Android devices.

# Etwdump - Provide an interface to read Event Tracing for Windows (ETW) event trace
(ETL).

# Randpktdump - Provide an interface to the random packet generator. (see also randpkt)

# Sshdump, Ciscodump, and Wifidump - Provide remote capture through SSH. (tcpdump,
Cisco EPC, wifi)

# UDPdump - Provide capture interface to receive UDP packets streamed from network
devices.

Additional Tasks

¥ Wireshark Start Menu Item - Add a shortcut to the start menu.
¥ Wireshark Desktop Icon - Add a Wireshark icon to the desktop.

¥ Associate trace file extensions with Wireshark - Associate standard network trace files to
Wireshark.

Install Location

By default Wireshark installs into %ProgramFiles%\Wireshark on 32-bit Windows and
%ProgramFiles64%\Wiresharkon 64-bit Windows. This expands to  C:\Program Files\Wireshark on
most systems.

Installing Npcap
The Wireshark installer contains the latest Npcap installer.

If you donOt have Npcap installed you wonOt be able to capture live network traffic but you will still

be able to open saved capture files. By default the latest version of Npcap will be installed. If you
donOt wish to do this or if you wish to reinstall Npcap you can check the Install Npcap box as
needed.

For more information about Npcap see  https://npcap.com/ and https://wiki.wireshark.org/Npcap
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Windows installer command line options

For special cases, there are some command line parameters available:

¥ /S runs the installer or uninstaller silently with default values. The silent installer will not
install Npcap.
¥ /desktopicon installation of the desktop icon, =yes - force installation, =no - donOt install,

otherwise use default settings. This option can be useful for a silent installer.

¥ /D sets the default installation directory ($INSTDIR), overriding InstallDir and InstallDirRegKey.
It must be the last parameter used in the command line and must not contain any quotes even if
the path contains spaces.

¥ /INCRdisables the CRC check. We recommend against using this flag.

¥ |IEXTRACOMPONENMEa separated list of optional components to install. The following extcap
binaries are supported.

# androiddump- Provide interfaces to capture from Android devices
# ciscodump- Provide interfaces to capture from a remote Cisco router through SSH
# randpktdump- Provide an interface to generate random captures using randpkt

# sshdump- Provide interfaces to capture from a remote host through SSH using a remote
capture binary

# udpdump Provide a UDP receiver that gets packets from network devices

Example:

> Wireshark-4.2.5-x64.exe INCRC /S /desktopicon=yes /D=C:\Program Files\Foo

> Wireshark-4.2.5-x64.exe /S [EXTRACOMPONENTS=sshdump,udpdump

Running the installer without any parameters shows the normal interactive installer.

Manual Npcap Installation

As mentioned above, the Wireshark installer also installs Npcap. If you prefer to install Npcap
manually or want to use a different version than the one included in the Wireshark installer, you
can download Npcap from the main Npcap site at https://npcap.com/ .

Update Npcap

Wireshark updates may also include a new version of Npcap. Manual Npcap updates instructions
can be found on the Npcap web site at  https://npcap.com/ . You may have to reboot your machine
after installing a new Npcap version.
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Uninstall Wireshark

You can uninstall Wireshark using the Programs and Features control panel. Select the OWiresharkO
entry to start the uninstallation procedure.

The Wireshark uninstaller provides several options for removal. The default is to remove the core
components but keep your personal settings and Npcap. Npcap is kept in case other programs need
it.

Uninstall Npcap

You can uninstall Npcap independently of Wireshark using the Npcap entry in the Programs and
Features control panel. Remember that if you uninstall Npcap you wonOt be able to capture
anything with Wireshark.

Building from source under Windows

We strongly recommend using the binary installer for Windows unless you want to start
developing Wireshark on the Windows platform.

For further information how to obtain sources and build Wireshark for Windows from the sources
see the DeveloperOs Guide at:

¥ https://www.wireshark.org/docs/wsdg_html_chunked/ChSrcObtain
¥ https://www.wireshark.org/docs/wsdg_html_chunked/ChSetupWindows

You may also want to have a look at the Development Wiki ( https://wiki.wireshark.org/
Development ) for the latest available development documentation.

Installing Wireshark under macOS

The official macOS packages can be downloaded from the Wireshark main page or the download
page. They are signed by Wireshark Foundation . Packages are distributed as disk images (.dmg)
containing the application bundle. Package names contain the platform and version. To install
Wireshark simply open the disk image and drag Wireshark to your /Applications folder. macOS
packages automatically update. See Updating Wireshark for details.

In order to capture packets, you must install the OChmodBPFO launch daemon. You can do so by
opening the Install ChmodBPF.pkg file in the Wireshark .dmg or from Wireshark itself by opening

Wireshark  YAbout Wireshark , selecting the OFoldersO tab, and double-clicking OmacOS ExtrasO.

The installer package includes Wireshark along with ChmodBPF and system path packages. See the
included Read me first.html file for more details.
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Installing the binaries under UNIX

In general installing the binary under your version of UNIX will be specific to the installation
methods used with your version of UNIX. For example, under AlX, you would use smit to install the
Wireshark binary package, while under Tru64 UNIX (formerly Digital UNIX) you would use setld.

Installing from RPMs under Red Hat and alike

Building RPMs from WiresharkOs source code results in several packages (most distributions follow
the same system):

¥ The wireshark package contains the core Wireshark libraries and command-line tools.

¥ The wireshark or wireshark-qt package contains the Qt-based GUI.

Many distributions use  yumor a similar package management tool to make installation of software
(including its dependencies) easier. If your distribution uses yum use the following command to
install Wireshark together with the Qt GUI:

yum install wireshark wireshark-qt

If youOve built your own RPMs from the Wireshark sources you can install them by running, for
example:

rpm -ivh wireshark-2.0.0-1.x86_64.rpm wireshark-qt-2.0.0-1.x86_64.rpm

If the above command fails because of missing dependencies, install the dependencies first, and
then retry the step above.

Installing from debs under Debian, Ubuntu and other Debian derivatives

If you can just install from the repository then use
apt install wireshark

Apt should take care of all of the dependency issues for you.

Capturing requires privileges

By installing Wireshark packages non-root, users wonOt gain rights automatically to
NOTE capture packets. To allow non-root users to capture packets follow the procedure

described in https://gitlab.com/wireshark/wireshark/-/blob/master/packaging/

debian/README.Debian (/usr/share/doc/wireshark-common/README.Debian.gz )
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Installing from portage under Gentoo Linux

Use the following command to install Wireshark under Gentoo Linux with all of the extra features:

USE="c-ares ipv6 snmp ssl kerberos threads selinux" emerge wireshark

Installing from packages under FreeBSD

Use the following command to install Wireshark under FreeBSD:
pkg_add -r wireshark

pkg_add should take care of all of the dependency issues for you.

Building from source under UNIX or Linux

We recommend using the binary installer for your platform unless you want to start developing
Wireshark.

Building Wireshark requires the proper build environment including a compiler and many
supporting libraries. For more information, see the DeveloperOs Guide at:

¥ https:/lwww.wireshark.org/docs/wsdg_html_chunked/ChSrcObtain

¥ https://www.wireshark.org/docs/wsdg_html_chunked/ChapterSetup#ChSetupUNIX

Updating Wireshark

By default, Wireshark on Windows and macOS will check for new versions and notify you when

they are available. If you have the  Check for updates preference disabled or if you run Wireshark in
an isolated environment you should subscribe to the wireshark-announce mailing list to be notified
of new versions. See Malling Lists for details on subscribing to this list.

New versions of Wireshark are usually released every four to six weeks. Updating Wireshark is
done the same way as installing it. Simply download and run the installer on Windows, or
download and drag the application on macOS. A reboot is usually not required and all your
personal settings will remain unchanged.

We offer two update channels, Stable and Development. The Stable channel is the default, and only
installs packages from stable (even-numbered) release branches. The Development channel installs
development and release candidate packages when they are available, and stable releases
otherwise. To configure your release channel, go to Preferences Y Advanced and search for
Oupdate.channelO. SeePreferences for details.
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User Interface

Introduction

By now you have installed Wireshark and are likely keen to get started capturing your first packets.
In the next chapters we will explore:

¥ How the Wireshark user interface works

¥ How to capture packets in Wireshark

¥ How to view packets in Wireshark

¥ How to filter packets in Wireshark

¥ E and many other things!

Start Wireshark

You can start Wireshark from your shell or window manager.

Power user tip

TIP When starting Wireshark itOs possible to specify optional settings using the command
line. See Start Wireshark from the command line for details.

The following chapters contain many screenshots of Wireshark. As Wireshark runs on many
different platforms with many different window managers, different styles are applied and there
are different versions of the underlying GUI toolkit used, your screen might look different from the
provided screenshots. But as there are no real differences in functionality these screenshots should
still be well understandable.

The Main window

LetOs look at WiresharkOs user interface. The Main window shows Wireshark as you would usually
see it after some packets are captured or loaded (how to do this will be described later).
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Figure 2. The Main window

WiresharkOs main window consists of parts that are commonly known from many other GUI
programs.

The menu (see The Menu ) is used to start actions.

The main toolbar (see The OMainO Toolbar) provides quick access to frequently used items from
the menu.

The filter toolbar (see The OFilterO Toolbar) allows users to set display filters to filter which
packets are displayed (see Filtering Packets While Viewing ).

The packet list pane (see The OPacket ListO Pang displays a summary of each packet captured. By
clicking on packets in this pane you control what is displayed in the other two panes.

The packet details pane (see The OPacket DetailsO Pang displays the packet selected in the packet
list pane in more detalil.

The packet bytes pane (see The OPacket BytesO Panydisplays the data from the packet selected in
the packet list pane, and highlights the field selected in the packet details pane.

The packet diagram pane (see The OPacket DiagramO Paneé displays the packet selected in the
packet list as a textbook-style diagram.

The statusbar (see The Statusbar ) shows some detailed information about the current program
state and the captured data.

TIP The layout of the main window can be customized by changing preference settings.
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SeePreferences for details.

Main Window Navigation

Packet list and detail navigation can be done entirely from the keyboard.
shows a list of keystrokes that will let you quickly move around a capture file. See

Keyboard Navigation
Go menu items

for additional navigation keystrokes.

Table 2. Keyboard Navigation

Accelerator

Tab or Shift '+ Tab

Ctrl '+! or F8
Ctrl '+" or F7
Ctrl '+ .
Ctrl '+,

Alt '+ ! or Option !+ !
(mac0s)

Alt '+" or Option !+ "
(macOS)

Shift 1+!
Ctrl 1+

Ctrl +"

Backspace

Return or Enter

View Y Internals

Y Keyboard Shortcuts

Description

Move between screen elements, e.g., from the toolbars to the packet list to
the packet detail.

Move to the next packet or detail item. Holding the key down will move
more quickly.

Move to the previous packet or detail item. Holding the key down will
move more quickly.

Move to the next packet, even if the packet list isnOt focused.
Move to the previous packet, even if the packet list isnOt focused.
Move to the next packet of the conversation (TCP, UDP or IP).
Move to the previous packet of the conversation (TCP, UDP or IP).

Move to the next packet in the selection history.

Move to the previous packet in the selection history.

In the packet detail, closes the selected tree item. If itOs already closed,
jumps to the parent node.

In the packet detail, opens the selected tree item.

In the packet detail, opens the selected tree item and all of its subtrees.
In the packet detail, opens all tree items.

In the packet detail, closes all tree items.

In the packet detail, jumps to the parent node.

In the packet detail, toggles the selected tree item.

will show a list of all shortcuts in the main window.

Additionally, typing anywhere in the main window will start filling in a display filter.
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The Menu

Wireshark®s main menu is located either at the top of the main window (Windows, Linux) or at the
top of your main screen (macQOS). An example is shown in The Menu .

Some menu items will be disabled (greyed out) if the corresponding feature isnOt
NOTE available. For example, you cannot save a capture file if you havenOt captured or
loaded any packets.

File Edit View Go  Capture  Analyze Statistics  Telephony  Wireless  Toels  Help

Figure 3. The Menu

The main menu contains the following items:

File
This menu contains items to open and merge capture files, save, print, or export capture files in
whole or in part, and to quit the Wireshark application. See The OFile® Menu

Edit

This menu contains items to find a packet, set a time reference, or mark one or more packets,
handle configuration profiles, and set your preferences; (cut, copy, and paste are not presently
implemented). See The OEditO Menu

View
This menu controls the display of the captured data, including colorization of packets, zooming
the font, showing a packet in a separate window, expanding and collapsing trees in packet
details, E. See The OViewO Menu

Go

This menu contains items to go to a specific packet. See  The OGoO Menu

Capture

This menu allows you to start and stop captures and to edit capture filters. See The OCaptureO
Menu .

Analyze

This menu contains items to manipulate display filters, enable or disable the dissection of
protocols, configure user specified decodes and follow a TCP stream. See The OAnalyzeO Menu.

Statistics

This menu contains items to display various statistic windows, including a summary of the
packets that have been captured, display protocol hierarchy statistics and much more. See The
OStatisticsO Menu
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Telephony

This menu contains items to display various telephony related statistic windows, including a
media analysis, flow diagrams, display protocol hierarchy statistics and much more. See The
OTelephonyO Menu.

Wireless

This menu contains items to display Bluetooth and IEEE 802.11 wireless statistics.

Tools

This menu contains various tools available in Wireshark, such as creating Firewall ACL Rules.
SeeThe OToolsO Menu

Help

This menu contains items to help the user, e.g., access to some basic help, manual pages of the
various command line tools, online access to some of the webpages, and the usual about dialog.
SeeThe OHelpO Menu

Each of these menu items is described in more detail in the sections that follow.

Shortcuts make life easier

TIP Most common menu items have keyboard shortcuts. For example, you can press the
Control and the K keys together to open the OCapture OptionsO dialog.

The OFileO Menu

The Wireshark file menu contains the fields shown in File menu items .
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Figure 4. The OFileO Menu

Table 3. File menu items

Menu Item

OpenE

Open Recent

MergeE

Accelerator

Ctrl

Import from Hex DumpE
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I+ 0

Description

This shows the file open dialog box that allows
you to load a capture file for viewing. It is
discussed in more detail in  The OOpen Capture
FileO Dialog Box.

This lets you open recently opened capture files.
Clicking on one of the submenu items will open
the corresponding capture file directly.

This menu item lets you merge a capture file
into the currently loaded one. It is discussed in
more detail in  Merging Capture Files

This menu item brings up the import file dialog
box that allows you to import a text file
containing a hex dump into a new temporary
capture. It is discussed in more detail in
Hex Dump .
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Menu Item

Close

Save

Save AsE

File Set YList Files

File Set YNext File

File Set YPrevious File

Export Specified PacketsE

Accelerator

Ctrl '+W

Ctrl +S

Shift !+ Ctrl '+ S

Description

This menu item closes the current capture. If

you havenOt saved the capture, you will be asked
to do so first (this can be disabled by a
preference setting).

This menu item saves the current capture. If you
have not set a default capture file name
(perhaps with the -w <capfile> option),
Wireshark pops up the Save Capture File As
dialog box (which is discussed further in The
OSave Capture File AsO Dialog Box).

If you have already saved the current capture,
this menu item will be greyed out.

You cannot save a live capture while the capture
is in progress. You must stop the capture in
order to save.

This menu item allows you to save the current
capture file to whatever file you would like. It

pops up the Save Capture File As dialog box

(which is discussed furtherin ~ The OSave Capture
File AsO Dialog Box).

This menu item allows you to show a list of files
in a file set. It pops up the Wireshark List File Set
dialog box (which is discussed further in File
Sets).

If the currently loaded file is part of a file set,
jump to the next file in the set. If it isnOt part of a
file set or just the last file in that set, this item is
greyed out.

If the currently loaded file is part of a file set,
jump to the previous file in the set. If it isnOt part
of a file set or just the first file in that set, this
item is greyed out.

This menu item allows you to export all (or
some) of the packets in the capture file to file. It
pops up the Wireshark Export dialog box (which
is discussed further in  Exporting Data ).
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Menu Item Accelerator

Export Packet Ctrl '+ H
DissectionsE

Export Objects
PrintE Ctrl '+ P
Quit Ctrl '+Q

The OEditO Menu

The Wireshark Edit menu contains the fields shown in
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Description

These menu items allow you to export the
currently selected bytes in the packet bytes pane
to a text file in a number of formats including
plain, CSV, and XML. It is discussed further in
The OExport Selected Packet BytesO Dialog Box.

These menu items allow you to export captured
DICOM, FTP-DATA, HTTP, IMF, SMB, or TFTP
objects into local files. It pops up a
corresponding object list (which is discussed
further in  The OExport ObjectsO Dialog Box)

This menu item allows you to print all (or some)
of the packets in the capture file. It pops up the
Wireshark Print dialog box (which is discussed

further in  Printing Packets ).

This menu item allows you to quit from
Wireshark. Wireshark will ask to save your
capture file if you havenOt previously saved it
(this can be disabled by a preference setting).

Edit menu items .
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Figure 5. The OEditO Menu
Table 4. Edit menu items
Menu Item Accelerator Description

Copy

Find PacketE

Find Next

Find Previous

Mark/Unmark Selected

Mark All Displayed Packets

Unmark All Displayed
Packets

Next Mark

Ctrl

Ctrl

Ctrl

Ctrl

Ctrl
Ctrl

Ctrl

I+ F

I+ N

I+ B

I+ M

I+ Shift '+ M

I+ Alt '+ M

I+ Shift 1+ N

These menu items will copy the packet list,
packet detail, or properties of the currently
selected packet to the clipboard.

This menu item brings up a toolbar that allows
you to find a packet by many criteria. There is
further information on finding packets in
Finding Packets .

This menu item tries to find the next packet
matching the settings from OFind PacketEO.

This menu item tries to find the previous packet
matching the settings from OFind PacketEO.

This menu item marks the currently selected
packet. See Marking Packets for details.

This menu item marks all displayed packets.

This menu item unmarks all displayed packets.

Find the next marked packet.
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Menu Item

Previous Mark

Ignore/Unignore Selected

Ignore All Displayed

Unignore All Displayed

Set/Unset Time Reference

Unset All Time References

Next Time Reference

Previous Time Reference

Time ShiftE

Packet CommentE

Delete All Packet
Comments

Inject TLS Secrets
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Accelerator

Cirl

Ctrl

Cirl

Ctrl
Ctrl

Citrl

Ctrl

Citrl

Ctrl

Citrl

I+ Shift 1+ B

I+ D

I+ Shift '+ D

I+ Alt '+ D

I+ T

I+ Alt '+ T

I+ Alt '+ N

I+ Alt '+ B

I+ Shift + T

I+ Alt I+ C

Description
Find the previous marked packet.

This menu item marks the currently selected
packet as ignored. See Ignoring Packets for
detalils.

This menu item marks all displayed packets as
ignored.

This menu item unmarks all ignored packets.

This menu item sets a time reference on the

currently selected packet. See Packet Time
Referencing for more information about the

time referenced packets.

This menu item removes all time references on
the packets.

This menu item tries to find the next time
referenced packet.

This menu item tries to find the previous time
referenced packet.

Opens the OTime ShiftO dialog, which allows you
to adjust the timestamps of some or all packets.

Opens the OPacket CommentO dialog, which lets
you add a comment to a single packet. Note that
the ability to save packet comments depends on
your file format. E.g., pcapng supports
comments, pcap does not.

This will delete all comments from all packets.
Note that the ability to save capture comments
depends on your file format. E.g., pcapng
supports comments, pcap does not.

Embeds the used TLS decryption secrets into the
capture file, which lets TLS be decrypted

without having the separate keylog file. Note

that the ability to save decryption secrets
depends on your file format. E.g., pcapng
supports Decryption Secrets Blocks, pcap does
not.



Menu Item

Inject ESP Secrets

Discard All Secrets

Configuration ProfilesE

PreferencesE

Accelerator

Ctrl '+ Shift '+ A

Description

Embeds the used ESP decryption secrets into the
capture file, which lets ESP be decrypted

without having the esp_sa file configured. Note
that the ability to save decryption secrets
depends on your file format. E.g., pcapng
supports Decryption Secrets Blocks, pcap does
not.

This will discard all embedded decryption
secrets from the capture file. Note that the
ability to save decryption secrets depends on
your file format. E.g., pcapng supports
Decryption Secrets Blocks, pcap does not.

This menu item brings up a dialog box for
handling configuration profiles. More detail is
provided in  Configuration Profiles

Ctrl '+ Shift !+ P or This menu item brings up a dialog box that

Cmdr, (macOS)

The OViewO Menu

allows you to set preferences for many
parameters that control Wireshark. You can also
save your preferences so Wireshark will use
them the next time you start it. More detail is
provided in Preferences .

The Wireshark View menu contains the fields shown in View menu items .
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Figure 6. The OViewO Menu
Table 5. View menu items
Menu Item Accelerator Description

Main Toolbar

Filter Toolbar

Wireless Toolbar

Statusbar

Packet List

Packet Details

Packet Bytes

Packet Diagram
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This menu item hides or shows the main toolbar,
see The OMainO Toolbar.

This menu item hides or shows the filter toolbar,
see The OFilterO Toolbar.

This menu item hides or shows the wireless
toolbar. May not be present on some platforms.

This menu item hides or shows the statusbar,
see The Statusbar .

This menu item hides or shows the packet list
pane, see The OPacket ListO Pane

This menu item hides or shows the packet
details pane, see The OPacket DetailsO Pane

This menu item hides or shows the packet bytes
pane, see The OPacket BytesO Pane

This menu item hides or shows the packet
diagram pane. See The OPacket DiagramO Pane



Menu Item

Time Display Format Y
Date and Time of Day:
1970-01-01 01:02:03.123456

Time Display Format Y
Time of Day:
01:02:03.123456

Time Display Format Y
Seconds Since Epoch (1970-
01-01): 1234567890.123456

Time Display Format Y
Seconds Since First
Captured Packet:
123.123456

Time Display Format Y
Seconds Since Previous
Captured Packet: 1.123456

Time Display Format Y
Seconds Since Previous
Displayed Packet: 1.123456

Time Display Format Y
Automatic (File Format
Precision)

Time Display Format Y
Seconds: 0

Accelerator

Description

Selecting this tells Wireshark to display the time
stamps in date and time of day format, see  Time
Display Formats And Time References

The fields OTime of DayO, ODate and Time of
DayO, OSeconds Since First Captured PacketO,
OSeconds Since Previous Captured PacketO and
OSeconds Since Previous Displayed PacketO are
mutually exclusive.

Selecting this tells Wireshark to display time
stamps in time of day format, see  Time Display
Formats And Time References .

Selecting this tells Wireshark to display time
stamps in seconds since 1970-01-01 00:00:00, see
Time Display Formats And Time References

Selecting this tells Wireshark to display time
stamps in seconds since first captured packet
format, see Time Display Formats And Time
References.

Selecting this tells Wireshark to display time
stamps in seconds since previous captured
packet format, see Time Display Formats And
Time References .

Selecting this tells Wireshark to display time
stamps in seconds since previous displayed
packet format, see Time Display Formats And
Time References .

Selecting this tells Wireshark to display time
stamps with the precision given by the capture
file format used, see Time Display Formats And
Time References .

The fields OAutomaticO, OSecondsO and OE
secondsO are mutually exclusive.

Selecting this tells Wireshark to display time
stamps with a precision of one second, see Time
Display Formats And Time References
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Menu Item

Time Display Format YE
seconds: OE.

Time Display Format Y
Display Seconds with
hours and minutes

Name Resolution  YEdit

Resolved Name

Name Resolution YEnable
for MAC Layer

Name Resolution YEnable
for Network Layer

Name Resolution ~ YEnable
for Transport Layer

Zoom In

Zoom Out

Normal Size

Expand Subtrees

Collapse Subtrees

Expand All

Collapse All
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Accelerator

Description

Selecting this tells Wireshark to display time
stamps with a precision of one second,
decisecond, centisecond, millisecond,
microsecond or nanosecond, see Time Display
Formats And Time References .

Selecting this tells Wireshark to display time
stamps in seconds, with hours and minutes.

This item allows you to manually enter names to
resolve IP addresses in the current packet, see
Name Resolution .

This item allows you to control whether or not
Wireshark translates MAC addresses into names,
see Name Resolution .

This item allows you to control whether or not
Wireshark translates network addresses into
names, see Name Resolution .

This item allows you to control whether or not
Wireshark translates transport addresses into
names, see Name Resolution .

Ctrl '+ + or Ctrl !+ Zoom into the packet data (increase the font

Ctrl 1+ -
Ctrl '+ 0
Shift I+ !
Shift +"
Ctrl 1+!
Ctrl 1+"

size).

Zoom out of the packet data (decrease the font
size).

Set zoom level back to 100% (set font size back to
normal).

This menu item expands the currently selected
subtree in the packet details tree.

This menu item collapses the currently selected
subtree in the packet details tree.

Wireshark keeps a list of all the protocol
subtrees that are expanded, and uses it to
ensure that the correct subtrees are expanded
when you display a packet. This menu item
expands all subtrees in all packets in the
capture.

This menu item collapses the tree view of all
packets in the capture list.



Menu Item

Colorize Packet List

Colorize Conversation

Colorize Conversation
Color 1-10

Colorize Conversation
Reset coloring

Colorize Conversation
New Coloring RuleE

Coloring Rulesg

Resize All Columns

Internals

Show Packet in New
Window

Accelerator

Shift '+ Ctrl '+ R

Description

This item allows you to control whether or not
Wireshark should colorize the packet list.

Enabling colorization will slow down the display
of new packets while capturing or loading
capture files.

This menu item brings up a submenu that allows
you to color packets in the packet list pane based
on the addresses of the currently selected

packet. This makes it easy to distinguish packets
belonging to different conversations. See  Packet
colorization .

These menu items enable one of the ten
temporary color filters based on the currently
selected conversation.

This menu item clears all temporary coloring
rules.

This menu item opens a dialog window in which
a new permanent coloring rule can be created
based on the currently selected conversation.

This menu item brings up a dialog box that
allows you to color packets in the packet list
pane according to filter expressions you choose.
It can be very useful for spotting certain types of
packets, see Packet colorization

Resize all column widths so the content will fit
into it.

Resizing may take a significant amount of time,
especially if a large capture file is loaded.

Information about various internal data
structures. See Internals menu items  below for
more information.

Shows the selected packet in a separate window.
The separate window shows only the packet
details and bytes of that packet, and will
continue to do so even if another packet is
selected in the main window. See  Viewing a
packet in a separate window for details.
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Menu Item Accelerator Description

Redissect Packets This menu item redissects the current packets.
This can be useful if name resolution or
decryption information has changed.

Reload as File Shift '+ Ctrl '+ F  This menu item allows you to switch between

Format/Capture viewing the list of frames contained in the
current capture file (normal mode) and viewing
its internal structure, if supported for the
current file type.

Reload Ctrl +R This menu item allows you to reload the current
capture file.

Table 6. Internals menu items
Menu Item Description

Conversation Hash Tables Shows the tuples (address and port combinations) used to
identify each conversation.

Dissector Tables Shows tables of subdissector relationships.

Supported Protocols Displays supported protocols and protocol fields.

The OGoO Menu

The Wireshark Go menu contains the fields shown in Go menu items .
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Figure 7. The 0GoO Menu

Table 7. Go menu items

Menu Item

Go to PacketE

Go to Linked Packet

Next Packet

Previous Packet

First Packet

Last Packet

Accelerator

Ctrl

Ctrl !+
Ctrl +"
Ctrl '+ Home

Ctrl

I+ G

I+ End

Description

Bring up a window frame that allows you to
specify a packet number, and then goes to that
packet. See Go To A Specific Packet for details.

Go to the corresponding packet of the currently
selected protocol field (e.g., the reply
corresponding to a request packet, or vice

versa). If the selected field doesnOt correspond to
a packet, this item is greyed out.

Move to the next packet in the list. This can be
used to move to the next packet even if the
packet list doesnOt have keyboard focus.

Move to the previous packet in the list. This can
be used to move to the previous packet even if
the packet list doesnOt have keyboard focus.

Jump to the first packet of the capture file.

Jump to the last packet of the capture file.
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Menu Item Accelerator
Next Packet In Ctrl '+ .
Conversation

Previous Packet In Ctrl 1+,
Conversation

First Packet In
Conversation

Last Packet In

Conversation
Next Packet in History Alt 1+
Previous Packet in History Alt 1+"

Auto Scroll in Live Capture

Aggregation in Live
Capture

The OCaptureO Menu

Description

Move to the next packet in the current
conversation. This can be used to move to the
next packet even if the packet list doesnOt have
keyboard focus.

Move to the previous packet in the current
conversation. This can be used to move to the
previous packet even if the packet list doesnOt
have keyboard focus.

Move to the first packet in the current
conversation. This can be used to move to the
first packet even if the packet list doesnOt have
keyboard focus.

Move to the last packet in the current
conversation. This can be used to move to the
last packet even if the packet list doesnOt have
keyboard focus.

Jump to the next visited packet in the packet
history, much like the page history in a web
browser.

Jump to the recently visited packet in the packet
history, much like the page history in a web
browser.

This item allows you to specify that Wireshark
should scroll the packet list pane as new packets
come in, so you are always looking at the last
packet. If you do not specify this, Wireshark
simply adds new packets onto the end of the list,
but does not scroll the packet list pane.

Activates a summarized display that groups
frames by selected field values, showing only the
latest frame for each unique combination.

The Wireshark Capture menu contains the fields shown in Capture menu items .
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M cdd-http.peap

File Edit View Go | Capture Ana

4 nm @® @ Options...
W | Apply a display filter ... 4 A st
Mo, Time 50 M Stop
1 0.060888 2¢ Restart
Capture Fi

3 2.825738 26

4 8.825749 17 il

7 8.182939 286.121.1.131

9 8.128285 208.121.1.131
11 ©.154162 206.121.1.131

13 8.179966 286.121.1.131

- m} x
lyze  Statistics  Telephony  Wireless  Tools  Help
Ctrl+K = Qe e
Ctrl+E =3 ~| Expression... | +
Cerl+E Protocol  Length Info il
—
Ctrl+R TCP |

ilters...

terfaces ES|

TCP

1 segment] 80
of a reassembled PDU]
w Update] [TCP ACKed unseen s.4 [ACK] Seq=1 Ack=11281

63808 Len=0 |

Internet Protocol Version 4, Src: 286.121.1.131, Dst: 172.16.8.122

@2 @c 29 42 12 13 @@ 58
@5 a@ 21 41 8@ @@ Ga @5
@@ 7a 29 3a 8@ 58 a7 5c
ff ff 77 67 2@ ee 3@ 54
45 61l 33 78 7@ 74 44 B3
52 66 47 39 67 53 32 41

o7

172.16.8.122 TCP 1454 [TCP segment of a reassembled PDU] f—
172.16.9.122 TCP 1454 [TCP segment of a reassembled PDU]
172.16.9.122 TCP 1454 [TCP segment of a reassembled PDU]
172.16.6.122 TCP 1454 [TCP segment of a reassembled PDU]
v
Frame 1: 1454 bytes on wire (11632 bits), 1454 bytes captured (11632 bits)
Ethernet II, Src: Vmware_c@:8@:01 (8@:50:56:c8:88:81), Dst: Vmware_42:12:13 (@8:8c:29:42:12:13)
Transmission Control Protocel, Src Port: 18554 (18554), Dst Port: 8@ (8@), Seq: 1, Ack: 1, Len: 1480
56 c@ 2@ BL B3 @B 45 @8 -
d3 9@ c3 79 81 33 ac 18
B4 43 e2 e2 ee bf 58 18 . .
73 57 77 51 74 45 79 4e .. Wg. .87 sWwWQTEYN
51 af 2f 6b 75 31 41 52 Ea3xptDc Q0/kuliR
34 47 59 35 31 56 33 32 RfGYgS2A 4GY51V32 w
Packets: 3083 - Displayed: 3083 (100.0%) - Load time: 0:0.100 || Profile: Default

Figure 8. The OCaptureO Menu

Table 8. Capture me

Menu Item

OptionsE

Start

Stop

Restart

Capture FiltersE

Refresh Interfaces

nu items

Accelerator

Ctrl '+ K

Ctrl '+ E

Ctrl '+ E

Ctrl +R

F5

Description

Shows the Capture Options dialog box, which
allows you to configure interfaces and capture
options. See The OCapture OptionsO Dialog Box.

Immediately starts capturing packets with the
same settings as the last time.

Stops the currently running capture. See
the running capture

Stop

Stops the currently running capture and starts it
again with the same options.

Shows a dialog box that allows you to create and
edit capture filters. You can name filters and
save them for future use. See Defining And
Saving Filters .

Clear and recreate the interface list.
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The OAnalyzeO Menu

The Wireshark Analyze menu contains the fields shown in Analyze menu items
M http-ooo.peap — O *
File Edit View Go Capture Analyze Statistics Telephony Wireless Tools  Help
A = ® Display Filters... L5
|. |_.:\pp|._'. a display filter ... <Ctrl-/> Display Filter Macros... '] +
No. Time Source Display Filter Expression... rotocol  Length Info ~
1 @.6006608 16.8. , I'CP 78 32323 » B@ [ACK] Seq=1 Ack=1 Win=8192 Len=3§
2 0.600001 18.8. by esElimy ChteShift s E 42 32323 » 88 [ACK] Seq=39 Ack=1 Win=8192 Len=
3 ] Apply as Filter L4 a1 [ e
Prepare as Filter 4 -
Conversation Filter L4 . e
7 ©.800006 10.0. Enabled Protocols... Ctrl+ShiftsE  FTTP 41 Continuation e
8 @.eoee87 16.8. Tcp 78 32323 88 [ACK] Seq=62 Ack=1 Win=8192 Len=:
Decode As... Ctrl+Shift=U 222 Lack) Seq - - il v
< Reload Lua Plugins Ctrl+Shift+L >
Frame 1: 78 bytes on wire ts) -~
Internet Protocol Version SCTP D
% Transmission Control Prot Follow b jeq: 1, Ack: 1, Len: 38
Source Port: 32323
Destination Port: 8@ Show Packet Bytes... Ctrl+Shift+0
[Stream index: @] Expert Information
[TCP Segment Len: 38]
Sequence Number: 1 (relative sequence number)
Sequence Number (raw): 1ee
[Next Sequence Number: 39 (relative sequence number)]
Acknowledgment Number: 1 (relative ack number)
Acknowledgment number (raw): @
@181 .... = Header Length: 2@ bytes (5)
Flags: @x21e (ACK)
Window: 8192 hd
GEEE 45 @@ bR 4e BB Bl B0 BE 48 B 66 a7 Ba BE @@ 01 E-N---- @f-----
2810 @a 60 B0 B2 7o 43 @0 50 [IICNLCND 00 00 @0 @8 - - -~C-
! 5@ 1@ 20 9@ @3 ca @9 @@ 5@ 55 54 2@ 2T 31 2@ 48 P - PUT /1 H
54 54 58 2f 31 2e 31 @d @a 43 6T 6e 74 65 6e 74 TTP/L.1- -Content
2d 4c B5 Be 67 74 683 3a 28 34 8d @a @d @a -Length: 4----
0 i) Sequence Mumber (tcp.seq), 4 bytes Packets: 16 - Displayed: 16 (100.0%) Profile: Default

Figure 9. The OAnalyzeO Menu

Table 9. Analyze menu items
Menu Item Accelerator

Display FiltersE

Display Filter MacrosE

Display Filter ExpressionE
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Description

Displays a dialog box that allows you to create
and edit display filters. You can name filters, and
you can save them for future use. See Defining
And Saving Filters

Shows a dialog box that allows you to create and
edit display filter macros. You can name filter
macros, and you can save them for future use.
SeeDefining And Saving Filter Macros

Shows a dialog box that allows you to build a
display filter expression to apply. This shows
possible fields and their applicable relations and
values, and allows you to search by name and
description. See The ODisplay Filter ExpressionO
Dialog Box .



Menu Item

Apply as Column

Apply as Filter

Prepare as Filter

Conversation Filter

Enabled ProtocolsE

Decode AsE

SCTP

Follow

Show Packet Bytes

Accelerator

Shift 1+ Ctrl 1+ 1

Shift !+ Ctrl '+ E

Description

Adds the selected protocol item in the packet
details pane as a column to the packet list.

Change the current display filter and apply it
immediately. Depending on the chosen menu
item, the current display filter string will be
replaced or appended to by the selected protocol
field in the packet details pane.

Change the current display filter but wonOt apply
it. Depending on the chosen menu item, the
current display filter string will be replaced or
appended to by the selected protocol field in the
packet details pane.

Apply a conversation filter for various protocols.

Enable or disable various protocol dissectors.
See The OEnabled ProtocolsO dialog box .

Decode certain packets as a particular protocol.
SeeUser Specified Decodes .

Allows you to analyze and prepare a filter for
this SCTP association. See SCTP Windows.

Opens a sub-menu with options of various types
of protocol streams to follow. The entries for
protocols which arenOt found in the currently
selected packet will be disabled. See Following
Protocol Streams .

Open a window allowing for decoding and
reformatting packet bytes. You can do actions
like Base64 decode, decompress, interpret as a
different character encoding, interpret bytes as
an image format, and save, print, or copy to the

clipboard the results. See Show Packet Bytes for

more information.
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Menu Item Accelerator Description

Expert Info Open a window showing expert information
found in the capture. Some protocol dissectors
add packet detail items for notable or unusual
behavior, such as invalid checksums or
retransmissions. Those items are shown here.
SeeExpert Information  for more information.

The amount of information will vary depending
on the protocol.

The OStatisticsO Menu

The Wireshark Statistics menu contains the fields shown in Statistics menu items
M cdd-http.peap - m] X
File Edit View Go Capture Anahyze Statistics Telephony \ireless Tools  Help
4 = ® B ] &= Capture File Properties B OEE
|l‘ADD\, a display filter ... <Cirl-/> Resolved Addresses - | '} Expression...  +
Mo, Time Source I Protocol Hierarchy ngth  Info '1‘
1 0.000000 200.121.1.131 ] Conversations 1454 [TCP segment of a reassembled PDU] |
Endpoints
3 @0.025738 200.121.1.131 ] 1454 [TCP segment of a reassembled PDU]
4 9.025749 172.16.0.122 FrdE Ly 54 [TCP Window Update] [TCP ACKed unseen s.4 [ACK] Seq=1 Ack=11281 Win=63@8@ Len=0 |
170 Graph
Service Response Time  *
7 8.182939 208.121.1.131 ] 1454 [TCP segment of a reassembled PDU] =
DHCP (BOOTP) Statistics
9 @.128285 200.121.1.131 ] OMC-RPC Pragrams 1454 [TCP segment of a reassembled PDU]
i 2
11 8.154162 2@88.121.1.131 Bl 1454 [TCP segment of a reassembled PDU]
ANCP
153 8.179986 206.121.1.131 ] BAChet » | 1454 [TCP segment of a reassembled PDU]
Collectd hd
Frame 1: 1454 bytes on wire (1163 DNS (11632 bits)
Ethernet II, Src: Vmware c@:8@:81 [mware_42:12:13 (@8:8c:29:42:12:13)
.~ Flow Graph —
Internet Protocol Version 4, Src: 9.122
Transmission Control Protocel, Sr HART-IP rt: 82 (80), Seq: 1, Ack: 1, Len: 1488
HPFEEDS
HTTP 4
HTTPZ
Sametime

TCP Stream Graphs >
UDP Multicast Streams

IPv4 Statistics »
IPvE Statistics L4

8@ @c 29 42 12 13 @@ 5@ 56 c@ e el 85 ee 45 ee ~
Be1 @5 a@ 21 41 80 @@ 6a @6 d3I 98 <3 79 81 83 ac 18 AT

B2 @3 7a 29 3a BB 58 a7 Sc @4 48 el e? ee bf 52 18 Lz):.P.N LHLLLLPL

a3a  ff ff 77 67 8@ 8@ 38 54 73 57 77 51 74 45 79 4e ..WE. 08T sWwQtEYN

45 61 33 78 7@ 74 44 63 51 4f 2f 6b 75 31 41 52 Ea3xptDc QO/kulAR

2058 52 BB 47 59 67 53 32 41 34 47 59 35 31 56 33 32 RfGYgS24 4GY51V32 v
0 > Packets: 3083 - Displayed: 3083 (100.0%) * Load time: 0:0.100 || Profile: Default
Figure 10. The OStatisticsO Menu
Each menu item brings up a new window showing specific statistics.
Table 10. Statistics menu items

Menu Item Accelerator Description

Capture File Properties Show information about the capture file, see The

OCapture File PropertiesO Dialog .
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Menu Item
Resolved Addresses

Protocol Hierarchy

Conversations

Endpoints

Packet Lengths
I/0 Graphs

Plots

Service Response Time

Distribution

DHCP (BOOTP)
NetPerfMeter
ONC-RPC Programs
29West

ANCP

BACnet
Collectd

DNS

Flow Graph
HART-IP
HPFEEDS
HTTP

HTTP2

Sametime

Accelerator

Description
SeeResolved Addresses

Display a hierarchical tree of protocol statistics,
see The OProtocol HierarchyO Window .

Display a list of conversations (traffic between
two endpoints), see The OConversationsO
Window .

Display a list of endpoints (traffic to/from an
address), see The OEndpointsO Window .

SeePacket Lengths

Display user specified graphs (e.g., the number
of packets in the course of time), see The OI/O
GraphsO Window .

Plot display filter field values over time, see The
OPlotsO Window.

Display the time between a request and the
corresponding response, see Service Response
Time.

Display a Named Field distribution and entropy,
see Distribution Statistics

SeeDHCP (BOOTP) Statistics
SeeNetPerfMeter Statistics
See ONC-RPC Programs
See29West

See ANCP

SeeBACnet

SeeCollectd

SeeDNS

SeeFlow Graph
SeeHART-IP
SeeHPFEEDS

HTTP request/response statistics, see HTTP
Statistics

SeeHTTP2

SeeSametime
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Menu Item Accelerator Description

TCP Stream Graphs SeeTCP Stream Graphs
UDP Multicast Streams See UDP Multicast Streams

Reliable Server Pooling SeeReliable Server Pooling (RSerPool)

(RSerPool)

SOME/IP SOME/IP
DTN DTN

F5 SeeF5

ILNP Statistics ILNP Statistics

IPv4 Statistics SeelPv4 Statistics

IPv6 Statistics Seel|Pv6 Statistics

The OTelephonyO Menu

The Wireshark Telephony menu contains the fields shown in Telephony menu items

M DTMFsipinfo.pcap = O X
File Edit View Go Capture Analyze Statistics Telephony Wireless Tools  Help
d N7 ® R &= E f ValP Calls
I. |.-'-'pp|';.'e display filter ... <Ctrl-/> ANSI > =2 '] +
Mo, Time Source &L P Lengtl Info e
1 8.060000 178.45.73.241 IAX2 Stream Analysis 3 1893 Request: INVITE sip:echa..
2 B8.8e8251 178.45.73.241 ISUP Messages 3 1893 Request: INVITE sip:echo.
3 8.859811 213.192.59.75 3GPP Uu » 629 Status: 188 trying -- yo..
4 8.898748 213.192.59.75 2 939 Status: 288 OK (INVITE) ..
5 8.128838 178.45.73.241 MTP3 + 3 1893 Request: INVITE sip:echo..
6 8.132003 178.45.73.241 Osmux 4 411 Request: CANCEL sip:echo.
7 ©.133689 178.45.73.241 RTP » 411 Request: CANCEL sip:echo..
8 8.147498 213.192.59.75 RTSP 5 629 Status: 188 trying -- yo..
9 @.1478e8 178.45.73.241 642 Request: ACK sip:echo@2l.
16 @.149915 213.192.59.75 SCTP ¥ 3 089 Status: 288 OK (INVITE) ..
11 ©.1931485 178.45.73.241 SMPP QOperations 642 Request: ACK sip:echo@2l..
12 @.218854 213.192.59.75 UCP Messages 663 Status: 288 ok -- no mor.
) .
13 @.221718 213.192.59.75 629 Status: 188 trying -- yo..
14 @.223817 213.192.59.75 Flap 2 989 Status: 288 OK (INVITE) ..
15 8.225266 213.192.59.75 NGAP 663 Status: 288 ok -- no mor..
> Frame 1: 1893 bytes on wire (8744 bits), 1 E2AP 32 cc 09 [LREAEN T WLEE 85 64 11 8
> Ethernet II, Src: DLink b4:7d:33 (8@:17:9a H.225 i1 oes 21 45 @2 84 2f @0 @0 40 @0 40 1
% PPP-over-Ethernet Session 2d 49 f1 dS cB 3b 4b 13 c4 13 c4 84 1
» A — SIP Flows le 56 49 54 45 20 73 69 70 3a 65 63 6
» Internet Protecel Version 4, Src: 178.45.7 SIP Statistics [@ 74 65 6c 2e 6f 72 67 20 53 49 59 2
3d B8a 44 61 74 65 3a 28 57 65 64 2c 2
» User Datagram Protocol, Src Port: 5866, Ds WAP-WSP Packet Counter 11 78 72 28 32 3B 31 31 2@ 38 38 3a 3
* Session Initiation Protocol (INVITE) 34 3a 32 39 28 47 4d 54 @d 8a 43 53 65 71 3a 2
31 2@ 49 4e 56 49 54 45 Bd @a 56 69 61 33 28 S
49 58 2f 32 2e 38 2f 55 44 58 28 31 37 38 2e 3
35 2e 37 33 2e 32 34 31 3a 35 3@ 36 30 3b 62 7
6l Be 63 68 3d 7a 39 68 47 34 62 4b 31 36 61 3
32 33 38 62 2d 31 34 36 66 2d 65 3@ 31 31 2d 3
38 39 61 2d 3@ 38 31 39 63 62 35 33 64 62 37 3
3bh 72 78 6T 72 74 @d @a 55 73 65 72 2d 41 67 6
Ge 74 33 28 45 6b 69 67 61 2f 33 22 32 22 30 0
Ba 46 72 6T 6d 33 208 22 73 61 6d 28 Ge 65 74 6
"F Fa A 77T MA I~ T RO TA 2= /1 RA AAd RO Ra A
Q= DTMFsipinfo.pcap || Packets: 32 || Profile: Classic

Figure 11. The OTelephonyO Menu
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Each menu item shows specific telephony related statistics.

Table 11. Telephony menu items

Menu Item Accelerator

VolIP Callsg

ANSI

GSM

IAX2 Stream Analysis
ISUP Messages

LTE

MTP3

Osmux

RTP

RTSP

SCTP

SMPP Operations
UCP Messages
F1AP Messages
NGAP Messages
E2AP Messages
DIS Streams
H.225

SIP Flows

SIP Statistics

WAP-WSP Packet Counter

The OWirelessO Menu

The Wireless menu lets you analyze Bluetooth and IEEE 802.11 wireless LAN activity as shown in

The OWirelessO Menu.

Description

See VolP Calls Window

SeeANS|

See GSM Windows

SeelAX2 Stream Analysis Window
SeelSUP Messages Window
See3GPP Uu

See MTP3 Windows

See Osmux Windows

SeeRTP Streams Window and RTP Stream

Analysis Window

SeeRTSP Window

See SCTP Windows

See SMPP Operations Window
See UCP Messages Window
SeeF1AP Messages Window
SeeNGAP Messages Window
SeeE2AP Messages Window
DIS Streams

SeeH.225 Window

See SIP Flows Window

See SIP Statistics Window

See WAP-WSP Packet Counter Window
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M cdd-http.peap

File Edit View Go Capture Analyze Statistics Telephony | Wireless  Tools  Help
Am @ q &= = Bluetooth ATT Server Attributes
(W] 20ply a display fiter > Bluetooth Devices = | Expression...  +
Mo, Time Source Destination Pr Bluetooth HCl Summary 'i‘
1 8.600008 200.121.1.131 172.16.8.122 Tt eassembled PDU
VLAN Traffic ! s
3 8.825738 286.121.1.131 172.16.8.122 TCP 1454 [TCP segment of a reassembled PDU]
4 8.825749 172.16.8.122 208.121.1.131 TCP 54 [TCP Window Update] [TCP ACKed unseen s.4 [ACK] Seq=1 Ack=11201 Win=63008 Len=@ |
7 8.182939 286.121.1.131 172.16.8.122 TCP 1454 [TCP segment of a reassembled PDU] —
9 8.128235 286.121.1.131 172.16.8.122 TCP 1454 [TCP segment of a reassembled PDU]
11 ©.154162 206.121.1.131 172.16.96.122 TCP 1454 [TCP segment of a reassembled PDU]
13 8.179966 286.121.1.131 172.16.6.122 TCP 1454 [TCP segment of a reassembled PDU]
v
Frame 1: 1454 bytes on wire (11632 bits), 1454 bytes captured (11632 bits)
Ethernet II, Src: Vmware_c@:8@:01 (8@:50:56:c8:88:81), Dst: Vmware_42:12:13 (@8:8c:29:42:12:13)
Internet Protocol Version 4, Src: 286.121.1.131, Dst: 172.16.8.122
Transmission Control Protocel, Src Port: 18554 (18554), Dst Port: 8@ (8@), Seq: 1, Ack: 1, Len: 1480
@@ Bc 29 42 12 13 @2 58 56 cB 2@ Bl 83 @@ 45 26 -
@5 a@ @1 41 8@ @@ Ga @6 d3 9@ <3 79 81 33 ac 1@ ..
@@ 7a 29 3a 8@ 58 a7 Sc @4 43 e2 e2 ee bf 58 18 .z)
ff ff 77 67 8@ @@ 38 54 73 57 77 51 74 45 79 4e .. Wg. .87 sWwWQTEYN
45 61 33 78 7@ 74 44 63 51 4f 2f 6b 75 31 41 52 Ea3xptDc Q0/kuliR
52 66 47 39 67 53 32 41 34 47 59 35 31 56 33 32 RfGYgS2A 4GY51V32 w
0 4 Packets: 3083 - Displayed: 3083 (100.0%) - Load time: 0:0.100 || Profile: Default

Figure 12. The OWirelessO Menu

Each menu item shows specific Bluetooth and IEEE 802.11 statistics.

Table 12. Wireless menu items

Menu Item

Bluetooth ATT Server
Attributes

Bluetooth Devices

Bluetooth HCI Summary

WLAN Traffic

Accelerator

The OToolsO Menu

The Wireshark Tools menu contains the fields shown in
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Description

SeeBluetooth ATT Server Attributes

SeeBluetooth Devices
SeeBluetooth HCI Summary

See WLAN Traffic

Tools menu items .



M smtp.pcap — m} X
File Edit View Go Capture Analyze Statistics Telephony Wireless Tools  Help
Fo | @ B qQe==Ez§F i == &qc¢ Firewall ACL Rules
[l |Appl\,'ad\spla\,' filter ... <Ctrl-f> Credentials [=] -] +
Mo Time Source Destination Lua 4 S
8 1.873326 74.53.148.153 16.10.1.4 TCP 6@ 25 = 1470 [ACK] Seq=182 Ack=18 Win=5848 Len=8
9 1.874123 74.53.148.153 16.10.1.4 SMTP 191 S: 25@8-xc9@.websitewelcome.com Hello GP [122.162.143.1°
18 1.876669 16.10.1.4 74.53.148.153 SMTP 66 C: AUTH LOGIN
11 1.419821 74.53.140.153 16.10.1.4 SMTP 72 S: 334 VXNlcmShbWue -
12 1.419595 18.10.1.4 74.53.148.153 SMTP 84 C: User: Z3VycGFydGFwQHBhdHIpb3RzLmlu —
1.761484 74.53.148.153 16.16.1.4 SMTP 72 5: 334 UGFzc3dvemQe
1.762858 19.18.1.4 74.53.148.153 SMTP 72 C: Pass: cHVuamFiQDEyMw==
2.121738 74.53.149.153 le.10.1.4 SMTP 84 5: 235 Authentication succeeded
2.122354 18.18.1.4 74.53.148.153 SMTP 9@ C: MAIL FROM: <gurpartapfipatriots.in> o
< O o P, [ [, >
> Frame 14: 72 bytes on wire (576 bits), 72 bytes captured (576 bits)
> Ethernet II, Src: Cradlepo_3c:17:c2 (8B:eB:lc:3c:17:c2), Dst: Netgear_d9:81:6@ (89:1f:33:d9:81:60)
> Internet Protocol Version 4, Src: 10.10.1.4, Dst: 74.53.148.153
» Transmission Control Protocol, Src Port: 1478, Dst Port: 25, Seq: 52, Ack: 355, Len: 18
~ Simple Mail Transfer Protocol
Password: cHVuamFiQDEyHw== M Wireshark . Firewall ACL Rules  smtp.... — ] X
M Wireshark - Credentials - smtp.pcap - ] X
# Windows Firewall (netsh) rules for smtp pcap, packet 14.
- 1 T | = # Source port
Packet No. Protocol Username Additional Info 2dd portopening tep 1470 Wireshark DISABLE
14 SMTP Z3VycGFydGFwOHEBhdHIpb3RzLmiu Username in packet 12
T p # Destination port.
add portopening tcp 25 Wireshark DISABLE
# IPv4 source address and port.
add portopening tcp 1470 Wireshark DISABLE 10,10, 1.4
# IPv4 destination address and port.
add portopening tep 25 Wireshark DISABLE 74,53, 140, 153
E B s
o Create rules for | Windows Firewall (netsh) Inbound Deny
8c 99 85 be 8@ 19 7e c4 53 ed4 ae ec 63 12 50 18 - me §eeogePe _
Save Close Coj Hel
fe 9d 54 bl @@ @@ 63 48 56 75 61 6d 46 69 51 44 ©+Te+cH VuamFiQD _ 2! B
G040 45 79 4d 77 3d 3d ed @a EyMw=="-
O #  Password (smtp.auth.password), 16 bytes H Packets: 60 * Displayed: 60 {100.0%) || Profile: smtp_default
Figure 13. The OToolsO Menu
Table 13. Tools menu items
Menu Item Accelerator Description
Firewall ACL Rules This allows you to create command-line ACL

rules for many different firewall products,
including Cisco 10S, Linux Netfilter (iptables),
OpenBSD pf and Windows Firewall (via netsh).
Rules for MAC addresses, IPv4 addresses, TCP
and UDP ports, and IPv4+port combinations are
supported.

It is assumed that the rules will be applied to an
outside interface.

Menu item is greyed out unless one (and only
one) frame is selected in the packet list.
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Menu Item Accelerator

Credentials

MAC Address Blocks

TLS Keylog Launcher

Lua Debugger

Lua Console

The OHelpO Menu

Description

This allows you to extract credentials from the
current capture file. Some of the dissectors (ftp,
http, imap, pop, smtp) have been instrumented
to provide the module with usernames and
passwords and more will be instrumented in the
future. The window dialog provides you the
packet number where the credentials have been
found, the protocol that provided them, the
username and protocol specific information.

This allows viewing the IEEE MAC address
registry data that Wireshark uses to resolve MAC
address blocks to vendor names. The table can
be searched by address prefix or vendor name.

This can launch an application such as a web
browser or a terminal window with the
SSLKEYLOGFILE environment variable set to the
same value as the TLS secret log file. Note that
you will probably have to quit your existing web
browser session in order to have it run under a
fresh environment.

This option opens the built-in graphical
debugger for Lua scripts. See OLua DebuggerO in
the Wireshark DeveloperOs Guide.

This option allows you to work with the Lua
interpreter optionally built into Wireshark, to
inspect Lua internals and evaluate code. See
OLua Support in WiresharkO in the Wireshark
DeveloperOs Guide.

The Wireshark Help menu contains the fields shown in Help menu items .

52



M cdd-http.peap - m] X
File Edit View Go Capture Analyze Statistics Telephony Wireless  Tools | Help
4= @ Reas=EF LSEaaad Contents Fl
|ﬂ‘;\pp\'r a display filter . <Ctrl-/> Manual pages e = | ~] Expression... | +
Mo, Time Source Destination Protocel Length I Website 'i‘
1 8.600008 200.121.1.131 172.16.8.122 TCP 1454 | FAQ d PDU] |
s
3 9.625738 200.121.1.131 172.16.8.122 TCP 1454 [ M Ask(Q8A) d PDU]
4 9.825749 172.16.8.122 200.121.1.131 TCP s4 | Downloads ed unseen s.4 [ACK] Seq=1 Ack=112@1 Win=63800 Len=@ |
A wia
7 ©.162939 206.121.1.131 172.16.8.122 TCP 1454 | Sample Captures d PDU] =
9 8.128235 286.121.1.131 172.16.8.122 ER 1454 | Check for Updates... d PDU]
11 ©.154162 200.121.1.131 172.16.8.122 TCP 1454 | About Wireshark d PDU]
13 8.179966 286.121.1.131 172.16.6.122 TCP 1454 [TCP segment of a reassembled PDU]
v
Frame 1: 1454 bytes on wire (11632 bits), 1454 bytes captured (11632 bits)
Ethernet II, Src: Vmware_c@:8@:01 (8@:50:56:c8:88:81), Dst: Vmware_42:12:13 (@8:8c:29:42:12:13)
Internet Protocol Version 4, Src: 286.121.1.131, Dst: 172.16.8.122
Transmission Control Protocel, Src Port: 18554 (18554), Dst Port: 8@ (8@), Seq: 1, Ack: 1, Len: 1480
@@ Bc 29 42 12 13 @2 58 56 cB 2@ Bl 83 @@ 45 26 -
@5 a@ @1 41 8@ @@ Ga @6 d3 9@ <3 79 81 33 ac 1@
@@ 7a 29 3a 8@ 58 a7 Sc @4 43 e2 e2 ee bf 58 18 . .
ff ff 77 67 8@ @@ 38 54 73 57 77 51 74 45 79 4e .. Wg. .87 sWwWQTEYN
40 45 Bl 33 78 7@ 74 44 63 51 4f 2f eb 75 31 41 52 Ea3xptDc Q0/kuliR
2058 52 b6 47 59 67 53 32 41 34 47 59 35 31 56 33 32 RfGYgS2A 4GY51V32 w
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Figure 14. The OHelpO Menu

Table 14. Help menu items

Menu ltem Accelerator

UserOs Guide F1

Manual Pages YE

Website
FAQs

Downloads

Wiki

Sample Captures

Description

This menu item brings up the Wireshark UserOs
Guide youOQre reading right now.

This menu item starts a Web browser showing
one of the locally installed html manual pages.

This menu item starts a Web browser showing
the webpage from: https://www.wireshark.org/

This menu item starts a Web browser showing
various FAQs.

This menu item starts a Web browser showing
the downloads from: https://www.wireshark.org/
download.html

This menu item starts a Web browser showing
the front page from: https://wiki.wireshark.org/

This menu item starts a Web browser showing
the sample captures from:
https://wiki.wireshark.org/SampleCaptures
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Menu Item Accelerator

Release Notes

About Wireshark

Check for Updates YE

Description

This menu item starts a Web browser showing
the Release Notes of the current version.

This menu item brings up an information
window that provides various detailed
information items on Wireshark, such as how
itOs built, the plugins loaded, the used folders, E

This menu item starts the updater utility that
checks whether thereOs an new version of
Wireshark available. This item is only available
on Windows and macOS.

Opening a Web browser might be unsupported in your version of Wireshark. If this
is the case the corresponding menu items will be hidden.

NOTE

If calling a Web browser fails on your machine, nothing happens, or the browser
starts but no page is shown, have a look at the web browser setting in the

preferences dialog.

The OMainO Toolbar

The main toolbar provides quick access to frequently used items from the menu. This toolbar
cannot be customized by the user, but it can be hidden using the View menu if the space on the

screen is needed to show more packet data.

Items in the toolbar will be enabled or disabled (greyed out) similar to their corresponding menu
items. For example, the image below shows the main window toolbar after a file has been opened.
Various file-related buttons are enabled, but the stop capture button is disabled because a capture

is not in progress.

V Qe X €
Figure 15. The OMainO toolbar

Table 15. Main toolbar items

Toolbar Toolbar Item Menu ltem

Icon

4 ['Start!] Capture YStart
[!Stop!] Capture YStop
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Description

Starts capturing packets with the same
options as the last capture or the default
options if none were set ( Start Capturing ).

Stops the currently running capture ( Start

Capturing ).



Toolbar
Icon

>/ [% &

K2

ol

Toolbar Item

['Restart!]

[lOptionsE!]

[lOpenE!]

[lSave AsE!]

[!Close!]

['Reload!]

[IFind PacketE!]

['Go Back!]

['Go Forward!]

[!Go to PacketE!]

['Go To First
Packet!]

['Go To Last
Packet!]

['Auto Scroll in Live
Capture!]

Menu Item

Capture YRestart

Capture YOptionsE

File YOpenE

File YSave AsE

File YClose

View YReload

Edit YFind PacketE

Go YGo Back

Go YGo Forward

Go YGo to PacketE

Go YFirst Packet

Go Ylast Packet

Go YAuto Scroll in
Live Capture

Description

Restarts the current capture session.

Opens the OCapture OptionsO dialog box.
See Start Capturing for details.

Opens the file open dialog box, which
allows you to load a capture file for
viewing. It is discussed in more detail in
The OOpen Capture FileO Dialog Box.

Save the current capture file to whatever

file you would like. See The OSave Capture
File AsO Dialog Box for details. If you
currently have a temporary capture file

open, the OSaveO icon will be shown
instead.

Closes the current capture. If you have not
saved the capture, you will be asked to
save it first.

Reloads the current capture file.

Find a packet based on different criteria.
SeeFinding Packets for details.

Jump back in the packet history. Hold
down the Alt key ( Option on macOS) to go
back in the selection history.

Jump forward in the packet history. Hold
down the Alt key ( Option on macOS) to go
forward in the selection history.

Go to a specific packet.

Jump to the first packet of the capture file.

Jump to the last packet of the capture file.

Auto scroll packet list while doing a live
capture (or not).
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Toolbar Toolbar Item Menu Iltem
Icon

D ['Aggregation in Go YAggregation in
Live Capture!] Live Capture

% [!Colorize!] View YColorize

Packet List

@:‘l ['Zoom Inl] View YZoom In

Q ['Zoom Out!] View YZoom Out

@l ['Normal Size!] View YNormal Size

E ['Resize Columns!] View YResize

Columns

E ['Reset Layout!] View YReset Layout

The OFilterO Toolbar

Description

Activates the Aggregation View, which
displays frames aggregated by selected
field values, showing only the most
recently received ones for each
combination. This feature is disabled by
default and can be enabled by adding the
aggregation fields in Preferences "
Capture " Aggregation fields . The
aggregation fields used for grouping can be
configured in the same preferences section
(see Preferences).

Colorize the packet list (or not).

Zoom into the packet data (increase the
font size).

Zoom out of the packet data (decrease the
font size).

Set zoom level back to 100%.

Resize columns, so the content fits into
them.

Reset layout to default size.

The filter toolbar lets you quickly edit and apply display filters. More information on display filters

is available in Filtering Packets While Viewing

[l |frame contains "squirrels"

|= ~| =  Squirrels

Figure 16. The OFilterO toolbar

Table 16. Filter toolbar items

Toolbar Name Description
Icon
l Bookmarks Manage or select saved filters .
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Toolbar Name
Icon

fra Filter Input

Clear

a Apply

- Recent
+ Add Button

[!Squirre  Filter Button
Is!]

The OPacket ListO Pane

Description

The area to enter or edit a display filter string, see

Building Display Filter Expressions . A syntax check of

your filter string is done while you are typing. The
background will turn red if you enter an incomplete
or invalid string, and will become green when you
enter a valid string.

After youOve changed something in this field, donOt
forget to press the Apply button (or the Enter/Return
key), to apply this filter string to the display.

This field is also where the current applied filter is
displayed.

Reset the current display filter and clear the edit area.

Apply the current value in the edit area as the new
display filter.

Applying a display filter on large capture files might
take quite a long time.

Select from a list of recently applied filters.
Add a new filter button.

Filter buttons are handy shortcuts that apply a display
filter as soon as you press them. You can create filter
buttons by pressing the [!+!] button, right-clicking in
the filter button area, or opening the Filter Button

section of the Preferences Dialog . The example shows

a filter button with the label OSquirrelsO. If you have
lots of buttons you can arrange them into groups by
using O//O as a label separator. For example, if you
create buttons named ONot Squirrels // RabbitsO and
ONot Squirrels // CapybarasO they will show up in the

toolbar under a single button named ONot SquirrelsO.

The packet list pane displays all the packets in the current capture file.
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No. Time Source Destination Protocol Length Info
1 0.000000 192.168.0.21 192.168.0.1 Standard query 0x4@3d A moviecontrol.netflix.com
2 0.055880 192.168.0.1 192.168.0.21 Standard query response @x403d A moviecontrol.netflix.com CNAME nccp-moviecontrol-fror

.155962 192.168.0.21 50.17.249.22 TCP 66 37314-443 [ACK] Seq=1 Ack=1 Win=5888 Len=0 TSval=491454408 TSecr=2102931926 =
.163169 192.168.0.21 50.17.249.22 TLSv1 187 Client Hello =]
.250734 50.17.249.22 192.168.0.21 TCP 66 443-37314 [ACK] Seq=1 Ack=122 Win=5792 Len=0 TSval=2102931950 TSecr=491454416 |

RSN

+252716 50.17.249.22 192.168.0.21 TLSv1 1514 Server Hello H
0.253826 192.168.0.21 50.17.249.22 TCP 66 37314-443 [ACK] Seq=122 Ack=1449 Win=8768 Len=0 TSval=491454507 TSecr=2102931950 ™
10 0.254730 50.17.249.22 192.168.0.21 TCP 1514 [TCP segment of a reassembled PDU]
11 0.254778 50.17.249.22 192.168.0.21 TLSv1 349 Certificate
12 0.255853 192.168.0.21 50.17.249.22 TCP 66 37314-443 [ACK] Seq=122 Ack=2897 Win=11648 Len=0 TSval=491454509 TSecr=2102931950
13 0.256102 192.168.0.21 50.17.249.22 TCP 66 37314-443 [ACK] Seq=122 Ack=3180 Win=14528 Len=0 TSval=491454509 TSecr=2102931950 —|
14 0.319870 192.168.0.21 50.17.249.22 TLSv1 264 Client Key Exchange, Change Cipher Spec, Encrypted Handshake Message —
15 0,411795 w 22 192 WS.O.ZI TLSv1 125 Change Cipher Spec, Encrypted Handshake Message

Figure 17. The OPacket ListO pane

Each line in the packet list corresponds to one packet in the capture file. If you select a line in this
pane, more details will be displayed in the OPacket DetailsO and OPacket BytesO panes. You can move

to the next or previous packet using the I and " keys respectively when the packet list is in focus.
You can also use the Ctrl '+! or F8 and Ctrl !+" or F7 keys to move to the next or previous packet
even if the packet list is not in focus. Holding down I and " will move rapidly through the packet
list.

While dissecting a packet, Wireshark will place information from the protocol dissectors into the
columns. As higher-level protocols might overwrite information from lower levels, you will
typically see the information from the highest possible level only.

For example, letOs look at a packet containing TCP inside IP inside an Ethernet packet. The Ethernet
dissector will write its data (such as the Ethernet addresses), the IP dissector will overwrite this by
its own (such as the IP addresses), the TCP dissector will overwrite the IP information, and so on.

There are many different columns available. You can choose which columns are displayed in the
preferences. See Preferences.

The default columns will show:
¥ [INo.!]] The number of the packet in the capture file. This number wonOt change, even if a display

filter is used.

¥ ['Time!] The timestamp of the packet. The presentation format of this timestamp can be
changed, see Time Display Formats And Time References

¥ ['Delta!] The delta time from the previous displayed packet.

¥ ['Source!] The address where this packet is coming from.

¥ ['Destination!] The address where this packet is going to.

¥ ['Protocol!] The protocol name in a short (perhaps abbreviated) version.

¥ [lLength!] The length of each packet.

¥ [Info!] Additional information about the packet content.
The first column shows how each packet is related to the selected packet. For example, in the image
above the first packet is selected, which is a DNS request. Wireshark shows a rightward arrow for

the request itself, followed by a leftward arrow for the response in packet 2. Why is there a dashed
line? There are more DNS packets further down that use the same port numbers. Wireshark treats
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them as belonging to the same conversation and draws a line connecting them.

Related packet symbols

First packet in a conversation.
Part of the selected conversation.
Not part of the selected conversation.

|
I
!
|_ Last packet in a conversation.

Request.
- Response.
S The selected packet acknowledges this packet.
ﬁf The selected packet is a duplicate acknowledgement of this packet.
+ The selected packet is related to this packet in some other way, e.g., as
part of reassembly.

The packet list has an Intelligent Scrollbar which shows a miniature map of nearby packets. Each
raster line of the scrollbar corresponds to a single packet, so the number of packets shown in the
map depends on your physical display and the height of the packet list. A tall packet list on a high-
resolution (ORetinaO) display will show you quite a few packets. In the image above the scrollbar
shows the status of more than 500 packets along with the 15 shown in the packet list itself.

Right clicking will show a context menu, described in Pop-up menu of the OPacket ListO pane .

The OPacket DetailsO Pane

The packet details pane shows the current packet (selected in the OPacket ListO pane) in a more
detailed form.

Ethernet II, Src: Glocbalsc_@88:3b:Ba (f@:ad:4e:86:3b:Ba), Dst: Vizio 14:8a:el (80:19:9d:14:8a:el) ~
Internet Protocol Version 4, Src: 192.168.8.1, Dst: 192.168.8.21
User Datagram Protoccl, Src Port: 53 (53), Dst Port: 34836 (34836)
% Domain Name System (response)
Request Tn: 1
[Time: @.@55830008 seconds]
Transaction ID: @x483d
Flags: @x818@ Standard query response, No error
Questions: 1
Answer RRs: 2
Authority RRs: 8
Additienal RRs: &
Queries
ANSwWers
Authoritative nameservers
Additiconal records "

Figure 18. The OPacket DetailsO pane
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This pane shows the protocols and protocol fields of the packet selected in the OPacket ListO pane.
The protocol summary lines (subtree labels) and fields of the packet are shown in a tree which can
be expanded and collapsed.

There is a context menu (right mouse click) available. See details in Pop-up menu of the OPacket
DetailsO pane.

Some protocol fields have special meanings.

¥ Generated fields.  Wireshark itself will generate additional protocol information which isnOt
present in the captured data. This information is enclosed in square brackets (O[O and 0]O).
Generated information includes response times, TCP analysis, IP geolocation information, and
checksum validation.

¥ Links. If Wireshark detects a relationship to another packet in the capture file it will generate a
link to that packet. Links are underlined and displayed in blue. If you double-click on a link,
Wireshark will jump to the corresponding packet.

The OPacket BytesO Pane

The packet bytes pane shows the data of the current packet (selected in the OPacket ListO pane) in a
hexdump style.

Gece 8@ 19 9d 14 33 el f@ ad 4e @@ 3b Ba 83 @B 45 B8 ........ N.;...E. -
Gele 8l dl ee @@ 48 @@ 48 11 b7 bS c@ a8 @@ @l c@ as I

BE2e Be 15 e 35 34 f4 81 bd 83 35 48 3d 81 B8 B2 Bl veaSeae. WS

ae BE B2 B2 B3 8@ @8 8c 6d 6f 76 69 65 63 6f Ge 74 ....... m oviecont

ae 72 6f 6c B7 Ge 65 74 66 6c 69 78 83 63 6T 6d B8 rol.netf lix.com.

ae BB 81 B8 Bl cP Bc 80 B5 B9 81 P8 B BB 2d B8 4B ........ waaas -.@

25 G2 63 63 78 2d 6d 6f 76 69 65 63 6T Ge 74 72 XEnccp-mo viecontr
6f 6c 2d 66 72 of 6e 74 65 6e 64 2d 31 37 31 32 ol-front end-1712
31 38 38 39 32 31 @92 75 73 2d 65 61 73 74 2d 31 138921.u s-east-1
B3 65 6c 62 @9 61l 6d 61 7a &f 6e 61 77 73 c@ 21 .elb.ama zonaws.! W

R I s I B R Y )

[ T = R o~ o~ R

[ )
[
0 oca

Figure 19. The OPacket BytesO pane

The OPacket BytesO pane shows a canonical hex dump of the packet data. Each line contains the data
offset, sixteen hexadecimal bytes, and sixteen ASCII bytes. Non-printable bytes are replaced with a
period (0.0).

Depending on the packet data, sometimes more than one page is available, e.g. when Wireshark has
reassembled some packets into a single chunk of data. (See  Packet Reassembly for details). In this
case you can see each data source by clicking its corresponding tab at the bottom of the pane.

The default mode for viewing will highlight the bytes for a field where the mouse pointer is
hovering above. The highlight will follow the mouse cursor as it moves. If this highlighting is not
required or wanted, there are two methods for deactivating the functionality:

¥ Temporary By holding down the Ctrl button while moving the mouse, the highlighted field will
not change.

¥ Permanently  Using the context menu (right mouse click) the hover highlighting may be
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activated/deactivated. This setting is stored in the selected profile

recent file.

B8 19 9d 14 8a el
Bl 4f eb 84 48 @0
B2 15 @1 bb 91 c4
B2 d4 Be 37 @@ e
2a B6
32 21 el ee 71 49
S5c 37 7e 99 5a 7@
84 77 3c 47 29 fo
cG Se 64 B2 B1 65

S TRV B S WY = ]

PR R R
[ I e N R I Y

oo

D ®®
(21}
(=
o
=1}
]
o
o
w0

e
2e
14
a1
43
ag
ch
el
ad

ad 4e @@
BE 54 cB
dd 57 @b
Bl B3 Ba
86 7 ed
ed 9e 28
db ab b7
fa de 4e
a@ 21 8f

3b 8a ©8 ee
32 11 f9 1e
ad B3 62 21
7d 58 48 bc
21 81 85 es
de dg ee 4b
c? 88 6c 8b
6l 16 34 1b
7f 8b fd dc

45
ce
ae
1d
ee
al
75
af
53

2e
ad
13
4b
23
ba
cl
75
a5

........ M.j...E
O, Tu2uu...
........ W...b!.
Tovws oL XA LK
o FHL L.
gl JEBLLLK
Wl Zpe. Lalalou
weG)... .Na.4.0u
F P -1 P 5

Frame (342 bytes) Reassembled TCP (3091 bytes)

Figure 20. The OPacket BytesO pane with tabs

Additional tabs typically contain data reassembled from multiple packets or decrypted data.

The OPacket DiagramO Pane

The packet diagram pane shows the current packet (selected in the OPacket ListO pane) as a
diagram, similar to ones used in textbooks and IETF RFCs.

Ethernet
o A RIS T  H . . N HH T A TO  O OO
Destination
Source

Type
Internet Protocol Veersion 4
Al T T T T T T T T Lt T T T T T T T W T O O O O

Version | HesderL. | Differentisted Services F.. Total Length
Identification Flags Fragment Offset
Time to Live Protocol Header Checksum

Source Address

Destination Address

(]

User Datagram Protocol

15

16

|31

Source Port

Destination Port

Length

Checksum

W
AR

Payload

w

LY

Figure 21. The OPacket DiagramO pane

This pane shows the protocols and top-level protocol fields of the packet selected in the OPacket
ListO pane as a series of diagrams.

There is a context menu (right mouse click) available. For details see

DiagramO pane.

Pop-up menu of the OPacket

61



The Statusbar

The statusbar displays informational messages.

In general, the left side will show context related information, the middle part will show
information about the current capture file, and the right side will show the selected configuration
profile. Drag the handles between the text areas to change the size.

7 Ready to load or capture No Packets Profile: Default

Figure 22. The initial Statusbar

This statusbar is shown while no capture file is loaded, e.g., when Wireshark is started.

O Z 6tod-reqgs Packets: 500 - Displayed: 500 (100.0%) - Load time: 0:0.21 Profile: Default

Figure 23. The Statusbar with a loaded capture file

The colorized bulletE

on the left shows the highest expert information level found in the currently loaded capture file.
Hovering the mouse over this icon will show a description of the expert info level, and clicking
the icon will bring up the Expert Information dialog box. For a detailed description of this dialog
and each expert level, see Expert Information

The edit iconE

on the left side lets you add a comment to the capture file using the Capture File Properties
dialog.

The left sideE

shows the capture file name by default. It also shows field information when hovering over and
selecting items in the packet detail and packet bytes panes, as well as general notifications.

The middleE

shows the current number of packets in the capture file. The following values are displayed:

Packets

The number of captured packets.

Displayed

The number of packets currently being displayed.

Marked

The number of marked packets. Only displayed if you marked any packets.

Dropped

The number of dropped packets. Only displayed if Wireshark was unable to capture all
packets.

62



Ignored

The number of ignored packets. Only displayed if you ignored any packets.

The right sideE

shows the selected configuration profile. Clicking on this part of the statusbar will bring up a
menu with all available configuration profiles, and selecting from this list will change the
configuration profile.

i 7 Ready to load or capture No Packets Prcfile':/ I.De.faullt
— SN iainWindow
Syscalls
WiFi
Bluetooth
Classic
Figure 24. The Statusbar with a configuration profile menu
For a detailed description of configuration profiles, see Configuration Profiles
O Z Source IPv6 Address (ipv6.src), 16 bytes Packets: 500 - Displayed: 500 (100.0%) - Load time: 0:0.28 Profile: Default

Figure 25. The Statusbar with a selected protocol field

This is displayed if you have selected a protocol field in the OPacket DetailsO pane.

The value between the parentheses (in this example Oipv6.srcO) is the display filter
TIP field for the selected item. You can become more familiar with display filter fields by
selecting different packet detail items.

O Z "I=""may have unexpected results (see the User's Guide) Packets: 500 - Displayed: 500 (100.0%) - Load time: 0:0.28 Profile: Default

Figure 26. The Statusbar with a display filter message

This is displayed if you are trying to use a display filter which may have unexpected results.
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Capturing Live Network Data

Introduction
Capturing live network data is one of the major features of Wireshark.
The Wireshark capture engine provides the following features:

¥ Capture from different kinds of network hardware such as Ethernet or 802.11.
¥ Simultaneously capture from multiple network interfaces.

¥ Stop the capture on different triggers such as the amount of captured data, elapsed time, or the
number of packets.

¥ Simultaneously show decoded packets while Wireshark is capturing.
¥ Filter packets, reducing the amount of data to be captured. See Filtering while capturing

¥ Save packets in multiple files while doing a long-term capture, optionally rotating through a
fixed number of files (a OringbufferQ). See  Capture files and file modes

The capture engine still lacks the following feature(s):

¥ Stop capturing (or perform some other action) depending on the captured data.

Prerequisites

Setting up Wireshark to capture packets for the first time can be tricky. A comprehensive guide
OHow To setup a CaptureQ is available at https://wiki.wireshark.org/CaptureSetup

Here are some common pitfalls:

¥ You may need special privileges to start a live capture.
¥ You need to choose the right network interface to capture packet data from.

¥ You need to capture at the right place in the network to see the traffic you want to see.

If you have any problems setting up your capture environment, you should have a look at the guide
mentioned above.

Start Capturing
The following methods can be used to start capturing packets with Wireshark:

¥ You can double-click on an interface in the welcome screen .

¥ You can select an interface in the welcome screen , then select Capture YsStart or click the first
toolbar button.
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¥ You can get more detailed information about available interfaces using The OCapture OptionsO

Dialog Box (Capture YOptionsE ).

¥ If you already know the name of the capture interface you can start Wireshark from the
command line:

$ wireshark -i ethO -k

This will start Wireshark capturing on interface eth0. More details can be found at Start Wireshark
from the command line

The OCaptureO Section Of The Welcome Screen

When you open Wireshark without starting a capture or opening a capture file it will display the
OWelcome Screen,O which lists any recently opened capture files and available capture interfaces.
Network activity for each interface will be shown in a sparkline next to the interface name. It is
possible to select more than one interface and capture from them simultaneously.

Capture

. using this filter: | |E-' ter a capture filter ... '] All interfaces shown ¥
iEthernet [ S BT oot N e
Adapter for loopback traffic capture b

@® Cisco remote capture
@ 55H remote capture

Figure 27. Capture interfaces on Microsoft Windows

...using this filter: I‘Lw er a capture filtel - Allinterfaces shown v

Ethernet: en0 e PN AN A AW A v
Thunderbolt Bridge: bridge0
utun0
utun1
Thunderbolt 1: en2
Thunderbolt 2: en3
Loopback: lo0
Wi-Fi: en1
gifo
stf0
p2p0
awdI0
XHC20
@ Cisco remote capture: ciscodump
@ Random packet generator: randpkt
@ SSH remote capture: sshdump
@ UDP Listener remote capture: udpdump

Figure 28. Capture interfaces on macOS

Some interfaces allow or require configuration prior to capture. This will be indicated by a
configuration icon ( @) to the left of the interface name. Clicking on the icon will show the
configuration dialog for that interface.

Hovering over an interface will show any associated IPv4 and IPv6 addresses and its capture filter.

Wireshark isnOt limited to just network interfaces$N$on most systems you can also capture USB,
Bluetooth, and other types of packets. Note also that an interface might be hidden if itOs inaccessible
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to Wireshark or if it has been hidden as described in The OManage InterfacesO Dialog Box.

The OCapture OptionsO Dialog Box

When you select Capture Y OptionsE  (or use the corresponding item in the main toolbar),
Wireshark pops up the OCapture OptionsO dialog box as shown in  The OCapture OptionsO input tab .
If you are unsure which options to choose in this dialog box, leaving the default settings as they are
should work well in many cases.

M Wireshark - Capture Options X

Input Cutput Options

Interface Traffic Link-layer Header Promi: Snaplen | Buffer (M Meonite Capture Filter
Ethernet] Ethernet default 2 —
v Ethernetd AN _ b AM_ Ethemet default 2 —
A Bbidec?, 192.168.205.124
i Ethernet default 2 —
@ Cisco remote capture J— Remote capture dependent DLT — — — —
@ ETW reader [ DLT_ETW — — — —
@ Random packet generator Generator dependent DLT — — — —
@ SSH remote capture - Remote capture dependent DLT — — — —
@ UDP Listener remote capture ____ Exported PDUs — — — —
Enable promiscuous mode on all interfaces Manage Interfaces...
Capture filter for selected interfaces: [ |Entar a capture filter ... A ] Compile BPFs

Figure 29. The OCapture OptionsO input tab
The OlnputO tab contains the OlnterfaceO table, which shows the following columns:

Interface

The interface name.

Some interfaces allow or require configuration prior to capture. This will be indicated by a
configuration icon ( @) to the left of the interface name. Clicking on the icon will show the
configuration dialog for that interface.

Traffic

A sparkline showing network activity over time.

Link-layer Header

The type of packet captured by this interface. In some cases it is possible to change this. See Link-
layer header type for more details.

Promiscuous

Lets you put this interface in promiscuous mode while capturing. Note that another application
might override this setting.
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Snaplen

The snapshot length, or the number of bytes to capture for each packet. You can set an explicit
length if needed, e.qg., for performance or privacy reasons.

Buffer

The size of the kernel buffer that is reserved for capturing packets. You can increase or decrease
this as needed, but the default is usually sufficient.

Monitor Mode

Lets you capture full, raw 802.11 headers. Support depends on the interface type, hardware,
driver, and OS. Note that enabling this might disconnect you from your wireless network.

Optimize
Allows disabling the optimization applied by default when compiling the capture filter into
bytecode. This affects both the actual capture and the bytecode shown in the Compiled Filter
Output dialog . This should usually be left enabled, but might be useful if you suspect a bug in the
optimizer, or for instructive purposes.

Capture Filter

The capture filter applied to this interface. You can edit the filter by double-clicking on it. See
Filtering while capturing ~ for more details about capture filters.

Hovering over an interface or expanding it will show any associated IPv4 and IPv6 addresses.

If OEnable promiscuous mode on all interfacesO is enabled, the individual promiscuous mode
settings above will be overridden.

OCapture filter for selected interfacesO can be used to set a filter for more than one interface at the
same time.

['Manage Interfaces!] opens the The OManage InterfacesO dialog box where pipes can be defined,
local interfaces scanned or hidden, or remote interfaces added.

[[Compile Selected BPFs!] opens The OCompiled Filter OutputO dialog box , which shows you the
compiled bytecode for your capture filter. This can help to better understand the capture filter you
created.

Linux power user tip

The execution of BPFs can be sped up on Linux by turning on BPF Just In Time
compilation by executing

TIP
$ echo 1 >/proc/sys/net/core/bpf_jit_enable

if it is not enabled already. To make the change persistent you can use sysfsutils .
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M \Vireshark - Capture Options

Input Qutput Options

Capture to a permanent file

File: |C: \Captures\my-favorite-web-site-stopped-working

Browse
Output format: @ peapng O peap
Create a new file automatically

after packets

after 100 + | ‘megabytes -
[ after seconds v
[] when time is & multiple of hours ~

Use 2 ring buffer with Fles

coss ||

Figure 30. The OCapture OptionsO output tab
The OOutputO tab shows the following information:
Capture to a permanent file

File

This field allows you to specify the file name that will be used for the capture file. It is left
blank by default. If left blank, the capture data will be stored in a temporary file. See Capture

files and file modes for details. You can also click on the button to the right of this field to
browse through the filesystem.

Output format

Allows you to set the format of the capture file. pcapng is the default and is more flexible than

pcap. pcapng might be required, e.g., if more than one interface is chosen for capturing. See

https://wiki.wireshark.org/Development/PcapNg for more details on pcapng.

Create a new file automaticallyE

Sets the conditions for switching to a new capture file. A new capture file can be created based
on the following conditions:

¥ The number of packets in the capture file.
¥ The size of the capture file.
¥ The duration of the capture file.
¥ The wall clock time.
Use a ring buffer with

Multiple files only. Form a ring buffer of the capture files with the given number of files.

More details about capture files can be found in Capture files and file modes
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M Vireshark - Capture Options

Input Output Options

Display Options

Mame Resolution
Update list of packets in real-time Resolve MAC Addresses
Automatically scroll during live capture [ resolve network names

[ show capture information during live capture [ resolve transpart names

Stop capture automatically after

o

+  kilobytes

1

Close

Help

Figure 31. The OCapture OptionsO options tab
The OOptionsO tab shows the following information:

Display Options

Update list of packets in real-time

Updates the packet list pane in real time during capture. If you do not enable this, Wireshark
will not display any packets until you stop the capture. When you check this, Wireshark

captures in a separate process and feeds the captures to the display process.

Automatically scroll during live capture

Scroll the packet list pane as new packets come in, so you are always looking at the most
recent packet. Automatic scrolling is temporarily disabled when manually scrolling upwards

or performing a

"Go" action so that the selected packet can be examined. It will resume upon

manually scrolling to the end of the packet list. If you do not specify this Wireshark adds new
packets to the packet list, but does not scroll the packet list pane. This option has no effect if

OUpdate list of packets in real-timeO is disabled.

Show capture information during capture

If this option is enabled, the capture information dialog described in
running E  will be shown while packets are captured.

Name Resolution
Resolve MAC addresses

Translate MAC addresses into names.

Resolve network names

Translate network addresses into names.

Resolve transport names

Translate transport names (port numbers).

SeeName Resolution for more details on each of these options.

While a Capture is
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Stop capture automatically afterE

Capturing can be stopped based on the following conditions:

¥ The number of packets in the capture file.
¥ The number of capture files.
¥ The capture file size.

¥ The capture file duration.

You can double-click on an interface row in the OlnputO tab or click ['Start!] from any tab to
commence the capture. You can click [!Cancel!] to apply your changes and close the dialog.

The OManage InterfacesO Dialog Box

M Manage Interfaces 7 X

Local Interfaces Pipes Remote Interfaces

Show  Friendly Mame Interface Mame Comment

Ethernet “Device\MPF_{AB6CD163-D3T3-47C3-84AD-FE3438F24AED} Intel(R} PRO/1000 MT Metwerk Connection
Adapter for loo.,  '\Device\NPF_Loopback

Cisco remote ¢, ciscodump

55H remote cap... sshdump

Concel | | i

Figure 32. The OManage InterfacesO dialog box

The OManage InterfacesO dialog box initially shows the OLocal InterfacesO tab, which lets you
manage the following:

Show
Whether or not to show or hide this interface in the welcome screen and the OCapture OptionsO
dialog.

Friendly Name

A name for the interface that is human readable.

Interface Name

The device name of the interface.
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Comment

Can be used to add a descriptive comment for the interface.

The OPipesO tab lets you capture from a named pipe. To successfully add a pipe, its associated
named pipe must have already been created. Click  ['+!] and type the name of the pipe including its
path. Alternatively, ['Browse!] can be used to locate the pipe.

To remove a pipe from the list of interfaces, select it and press [*-1.

On Microsoft Windows, the ORemote InterfacesO tab lets you capture from an interface on a
different machine. The Remote Packet Capture Protocol service must first be running on the target
platform before Wireshark can connect to it.

On Linux or Unix you can capture (and do so more securely) through an SSH tunnel.
To add a new remote capture interface, click  ['+!] and specify the following:

Host

The IP address or host name of the target platform where the Remote Packet Capture Protocol
service is listening. The drop-down list contains the hosts that have previously been successfully
contacted. The list can be emptied by choosing OClear listO from the drop-down list.

Port

Set the port number where the Remote Packet Capture Protocol service is listening on. Leave
blank to use the default port (2002).

Null authentication

Select this if you donOt need authentication to take place for a remote capture to be started. This
depends on the target platform. This is exactly as secure as it appears, i.e., it is not secure at all.

Password authentication

Lets you specify the username and password required to connect to the Remote Packet Capture
Protocol service.

Each interface can optionally be hidden. In contrast to the local interfaces, they are not saved in the
preferences file.

Make sure you have outside access to port 2002 on the target platform. This is the
default port used by the Remote Packet Capture Protocol service.

NOTE

To remove a host including all its interfaces from the list, select it and click the [!-1] button.

The OCompiled Filter OutputO Dialog Box

This figure shows the results of compiling the BPF filter for the selected interfaces.
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M Compiled Filter Output ? X

Ethernet (eae) ldh [12]
(@21} jeq #ox36dd it 2 if 8
(682) ldb [26]
(203) jeq #0x6 it 4 i 19
(6e4) ldh [54]
(ees) jeq #exd3d it 18 if s
(6e6) ldh [56]
(8e7) jeq #exd3d it 18 if 19
(228) jeq #axseR it o 3 19
(229) ldb [23]
(212) jeq #26 jt 11 3 19
(e11) ldh [2e]
(212) jset #ox1FFF 5t 19 3F 13
(813) ldxb  4*([14]&exF)
(814) 1ldh [x + 14]
(215) jeq #axd3d it 18 3f 16
(816) ldh [x + 16]
(217) jeq #axd3d it 18 3 19
(218) ret 22
(219) ret #262144

Figure 33. The OCompiled Filter OutputO dialog box

In the list on the left the interface names are listed. The results of compiling a filter for the selected
interface are shown on the right.

Capture files and file modes

While capturing, the underlying libpcap capturing engine will grab the packets from the network
card and keep the packet data in a (relatively) small kernel buffer. This data is read by Wireshark
and saved into a capture file.

By default, Wireshark saves packets to a temporary file. You can also tell Wireshark to save to a
specific (OpermanentO) file and switch to a different file after a given time has elapsed or a given
number of packets have been captured. These options are controlled in the OCapture OptionsO
dialogOs OOutputO tab.

M Viireshark - Capture Options ? X

Input Qutput Options

Capture to a permanent file

File: |C: \Captures\my-favorite-web-site-stopped-working Browse.

Output format: @ peapng O peap
Create a new file automatically

after 100000 + | packets

fer megabytes

Done nes

[] when time is & multiple of hours ~
Use aring buffer with |10 |5 files

cose | [

Figure 34. Capture output options
Working with large files (several hundred MB) can be quite slow. If you plan to do a

TIP long-term capture or capturing from a high traffic network, think about using one of
the OMultiple filesO options. This will spread the captured packets over several smaller
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files which can be much more pleasant to work with.

Using the OMultiple filesO option may cut context related information. Wireshark keeps context
information of the loaded packet data, so it can report context related problems (like a stream
error) and keeps information about context related protocols (e.g., where data is exchanged at the
establishing phase and only referred to in later packets). As it keeps this information only for the
loaded file, using one of the multiple file modes may cut these contexts. If the establishing phase is
saved in one file and the things you would like to see are in another, you might not see some of the

valuable context related information.

Information about the folders used for capture files can be found in

Table 17. Capture file mode selected by capture options

File Name OCreate a OUse aring Mode
new fileEO  bufferEQ

- - - Single temporary
file

foo.cap - - Single named file

foo.cap X - Multiple files,
continuous

foo.cap X X Multiple files, ring
buffer

Single temporary file

[AppFiles] .

Resulting filename(s) used

wireshark_<interface
name>XXXXXX.pcap[ng]
(<interface name> is the "friendly
name" of the capture interface if
available and the system name if
not, when capturing on a single
interface, and "N_interfaces"
where N is the number of
interfaces, when capturing on
multiple interfaces; XXXXXX is a
unique 6 character alphanumeric
sequence.)

foo.cap

foo_00001_20260714110102.cap,
foo_00002_20260714110318.cap, E

foo_00001_20260714110102.cap,
foo_00002_20260714110318.cap, E

A temporary file will be created and used (this is the default). After capturing is stopped this file

can be saved later under a user specified name.

Single named file

A single capture file will be used. Choose this mode if you want to place the new capture file in a

specific folder.

Multiple files, continuous

Like the OSingle named fileO mode, but a new file is created and used after reaching one of the
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multiple file switch conditions (one of the ONext file everyEO values).

Multiple files, ring buffer

Much like OMultiple files continuousO, reaching one of the multiple files switch conditions (one
of the ONext file every EO values) will switch to the next file. This will be a newly created file if
value of ORing buffer with n filesO is not reached, otherwise it will replace the oldest of the
formerly used files (thus forming a OringO).

This mode will limit the maximum disk usage, even for an unlimited amount of capture input
data, only keeping the latest captured data.

Link-layer header type
In most cases you wonOt have to modify link-layer header type. Some exceptions are as follows:

If you are capturing on an Ethernet device you might be offered a choice of OEthernetO or ODOCSISO.
If you are capturing traffic from a Cisco Cable Modem Termination System that is putting DOCSIS
traffic onto the Ethernet to be captured, select ODOCSISO, otherwise select OEthernetO.

If you are capturing on an 802.11 device on some versions of BSD you might be offered a choice of
OEthernetO or 0802.110. OEthernetO will cause the captured packets to have fake (OcookedO) Ethernet
headers. 0802.110 will cause them to have full IEEE 802.11 headers. Unless the capture needs to be
read by an application that doesnOt support 802.11 headers you should select 0802.110.

If you are capturing on an Endace DAG card connected to a synchronous serial line you might be
offered a choice of OPPP over serialO or OCisco HDLCO. If the protocol on the serial line is PPP, select
OPPP over serialO and if the protocol on the serial line is Cisco HDLC, select OCisco HDLCO.

If you are capturing on an Endace DAG card connected to an ATM network you might be offered a
choice of ORFC 1483 IP-over-ATMO or OSun raw ATMO. If the only traffic being captured is RFC 1483
LLC-encapsulated IP, or if the capture needs to be read by an application that doesnOt support
SunATM headers, select ORFC 1483 IP-over-ATMO, otherwise select OSun raw ATMO.

Filtering while capturing

Wireshark supports limiting the packet capture to packets that match a capture filter . Wireshark
capture filters are written in libpcap filter language. Below is a brief overview of the libpcap filter
languageOs syntax. Complete documentation can be found at the  pcap-filter man page . You can find
many Capture Filter examples at  https://wiki.wireshark.org/CaptureFilters

You enter the capture filter into the OFilterO field of the Wireshark OCapture OptionsO dialog box, as
shown in The OCapture OptionsO input tab .

A capture filter takes the form of a series of primitive expressions connected by conjunctions
(and/or ) and optionally preceded by not:
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[not] primitive [and|or [not] primitive ...]

An example is shown in A capture filter for telnet that captures traffic to and from a particular host

Example 1. A capture filter for telnet that captures traffic to and from a particular host

tcp port 23 and host 10.0.0.5

This example captures telnet traffic to and from the host 10.0.0.5, and shows how to use two
primitives and the and conjunction. Another example is shown in Capturing all telnet traffic not
from 10.0.0.5 , and shows how to capture all telnet traffic except that from 10.0.0.5.

Example 2. Capturing all telnet traffic not from 10.0.0.5

tcp port 23 and not src host 10.0.0.5

A primitive is simply one of the following: [src|dst] host <host>

This primitive allows you to filter on a host IP address or name. You can optionally precede the
primitive with the keyword srcldst to specify that you are only interested in source or
destination addresses. If these are not present, packets where the specified address appears as
either the source or the destination address will be selected.

ether [src|dst] host <ehost>

This primitive allows you to filter on Ethernet host addresses. You can optionally include the
keyword src|dst between the keywords ether and host to specify that you are only interested in
source or destination addresses. If these are not present, packets where the specified address
appears in either the source or destination address will be selected.

gateway host <host>

This primitive allows you to filter on packets that used host as a gateway. That is, where the
Ethernet source or destination was  host but neither the source nor destination IP address was
host.

[src|dst] net <net> [{mask <mask>}|{len <len>}]

This primitive allows you to filter on network numbers. You can optionally precede this
primitive with the keyword srcldst to specify that you are only interested in a source or
destination network. If neither of these are present, packets will be selected that have the
specified network in either the source or destination address. In addition, you can specify either

the netmask or the CIDR prefix for the network if they are different from your own.
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[tcp|udp] [src|dst] port <port>

This primitive allows you to filter on TCP and UDP port numbers. You can optionally precede this
primitive with the keywords src|ldst and tcpjudp which allow you to specify that you are only
interested in source or destination ports and TCP or UDP packets respectively. The keywords
tcpludp must appear before src|dst .

If these are not specified, packets will be selected for both the TCP and UDP protocols and when
the specified address appears in either the source or destination port field.

less|greater <length>

This primitive allows you to filter on packets whose length was less than or equal to the
specified length, or greater than or equal to the specified length, respectively.

ip|ether proto <protocol>

This primitive allows you to filter on the specified protocol at either the Ethernet layer or the IP
layer.

ether|ip broadcast|multicast

This primitive allows you to filter on either Ethernet or IP broadcasts or multicasts.

<expr> relop <expr>

This primitive allows you to create complex filter expressions that select bytes or ranges of bytes
in packets. Please see the pcap-filter man page at https://www.tcpdump.org/manpages/pcap-
filter.7.html  for more details.

Automatic Remote Traffic Filtering

If Wireshark is running remotely (using e.g., SSH, an exported X11 window, a terminal server, E),
the remote content has to be transported over the network, adding a lot of (usually unimportant)
packets to the actually interesting traffic.

To avoid this, Wireshark tries to figure out if itOs remotely connected (by looking at some specific
environment variables) and automatically creates a capture filter that matches aspects of the
connection.

The following environment variables are analyzed:

SSH_CONNECTESN)

<remote IP> <remote port> <local IP> <local port>

SSH_CLIENSsh)

<remote IP> <remote port> <local port>

REMOTEH@ES3h, others?)

<remote name>
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DISPLAYx11)

[remote name]:<display num>

SESSIONNA(#Eminal server)

<remote name>

On Windows it asks the operating system if itOs running in a Remote Desktop Services environment.

While a Capture is running E

You might see the following dialog box while a capture is running:

£ Wireshark - Capture Information ? *

ARP/RARP M s n_mown Mmoo
|Pvd At AN AN AN s AM A MM AN

1Bv M A 1

TCP e U e P P i Vo I P
uop AonprreANAARAMAAIAAA st A MM A
Other Mnnmmannahmanamaaan sl

28808 packets, 00:01:36

Stop Capture Close

Figure 35. The OCapture InformationO dialog box

This dialog box shows a list of protocols and their activity over time. It can be enabled via the
Ocapture.show_infoO setting in the OAdvancedO preferences.

Stop the running capture
A running capture session will be stopped in one of the following ways:

1. The [!Stop Capture!] button in the OCapture InformationO dialog box.
2. The Capture YStop menu item.

3. The [!Stop!] toolbar button.

4. Pressing Ctrl '+ E.

5. The capture will be automatically stopped if one of the Stop Conditions is met, e.g., the
maximum amount of data was captured.

Restart a running capture

A running capture session can be restarted with the same capture options as the last time, this will
remove all packets previously captured. This can be useful, if some uninteresting packets are
captured and thereOs no need to keep them.

Restart is a convenience function and equivalent to a capture stop following by an immediate
capture start. A restart can be triggered in one of the following ways:
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1. Using the Capture YRestart menu item.

2. Using the ['Restart!] toolbar button.
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File Input, Output, And Printing

Introduction
This chapter will describe input and output of capture data.

¥ Open capture files in various capture file formats
¥ Save and export capture files in various formats
¥ Merge capture files together

¥ Import text files containing hex dumps of packets

¥ Print packets

Open Capture Files

Wireshark can read in previously saved capture files. To read them, simply select the File YOpen

menu or toolbar item. Wireshark will then pop up the OFile OpenO dialog box, which is discussed in
more detail in The OOpen Capture FileO Dialog Box.

You can use drag and drop to open files

TIP On most systems you can open a file by simply dragging it in your file manager and
dropping it onto Wireshark®s main window.

If you havenOt previously saved the current capture file you will be asked to do so to prevent data
loss. This warning can be disabled in the preferences.

In addition to its native file format (pcapng), Wireshark can read and write capture files from a

large number of other packet capture programs as well. See Input File Formats for the list of

capture formats Wireshark understands.

The OOpen Capture FileO Dialog Box

The OOpen Capture FileO dialog box allows you to search for a capture file containing previously
captured packets for display in Wireshark. The following sections show some examples of the
Wireshark OOpen FileO dialog box. The appearance of this dialog depends on the system. However,
the functionality should be the same across systems.

Common dialog behavior on all systems:

¥ Select files and directories.
¥ Click the ['Open!] button to accept your selected file and open it.

¥ Click the [!Cancel!] button to go back to Wireshark and not load a capture file.
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¥ The [!Help!] button will take you to this section of the OUserOs GuideO.
Wireshark adds the following controls:

¥ View file preview information such as the size and the number of packets in a selected capture
file.

¥ Specify a read filter with the ORead filterO field. This filter will be used when opening the new
file. The text field background will turn green for a valid filter string and red for an invalid one.
Read filters can be used to exclude various types of traffic, which can be useful for large capture
files. They use the same syntax as display filters, which are discussed in detail in Filtering
Packets While Viewing

¥ Optionally force Wireshark to read a file as a particular type using the OAutomatically detect file
typeO drop-down.

M \Vireshark: Open Capture File X
Look in | Captures ~ | <] 2 & G-
* Mame . Date modified Type Size Lo
[ 6tod-regs 8/28/2010 &:24 PM Wireshark capture file 432 KB
Quickaccess /R o che radius 47872002 5:12 P Wireshark capture file 1KB
- [ asus-ez-setup 3/12/2011 9:48 AM Wireshark capture file 2,706 KB
25 buildbat 5/13/2008 7:44 PM Wireshark capture file 1423 KB
Desktop [% cabelas-home 11/20/2001 7:52 PM Wireshark capture file 34KB
- o4 clamd 4/13/2008 7:44 PM Wireshark capture file 117 KB
[ o ] [% comcast_bterst 11/30/2007 8:16 PM Wireshark capture file 117,824 KB
Libraries o comcast_bt-rst 11/30/2007 8:20 PM Wireshark capture file 117,923 KB
™ comcast-bad-dhep 9/26/2011 €13 PM Wireshark capture file 13 KB
! o dissector_bug 2/24/2008 2:12 PM Wireshark capture file 9KB
This PC % dnpdata 8/1/2004 9:02 AM Wireshark capture file G KB
o dns 10/6/1399 5:54 PM Wireshark capture file 2KB
@ [¥ dos-2013-06-19 6/28/2013 457 PM Wireshark capture file 40,796 KB
Network File name: comecast-bad-dhep ~ ‘ I Open
Files of type: Al Files ~ Cancel
Help
Read fitter: I Format: Wireshark/ticpdump/'... - pcap
Automaticaly detect file type ) Size: 12KiB. 113 data records
Start / elapsed: 2011-09-26 18:10:11 / 00:00:41

Figure 36. OOpenO on Microsoft Windows

This is the common Windows file open dialog along with some Wireshark extensions.
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[ ] @] X! Wireshark - Open Capture File

Look in: ‘E,fhomejgeratdeocumentstaptures = 0 3] 0 ﬁn @ I@
@ Computer Name v |Size Type Date Modified =
ﬁ Captures | ascend.trace.gz 22 KB gz File 11/25/99 7:00 PM ]
7 brocade-ipvé.pcap 1 KB pcap File 8/16/10 7:45 PM
7 buildbot.test.pcap 2.5 MB pcap File 6/10/09 9:12 PM
| call.pcap 347 KB pcap File 9/28/15 9:57 PM
| cap-ospf-hello 400...tes File 8/16/98 7:52 PM
| capture.eth 3 KB eth File  12/26/99 9:55 PM
1 clamd.pcap 116 KB pcap File 4/14/08 2:44 AM
| comcast_bt-rst.pcap 115.2 MB pcap File 12/1/07 4:20 AM
B comcast_bt+rst.pcap 115.2 MB pcap File 12/1/07 4:16 AM |
e PR —— ssmome sasnces
. .| = open
File name: ‘comcast_bt+r5t.pcap | [_—pJ
| xgancel |
Files of type: | All Files = | :: Help |
 Automatically detect file type =] Format: Wireshark/tcpdump/... - pcap
Size: 115 MiB, 130,720 data records

Start [ elapsed: 2007-12-01 04:14:30 / 00:02:27

Read filter: | Apply a read filter ... |

Figure 37. OOpenO - Linux and UNIX

This is the common Qt file open dialog along with some Wireshark extensions.

Input File Formats

The native capture file formats used by Wireshark are:
¥ pcap. The default format used by the libpcap packet capture library. Used by tcpdump, Snort,
Nmap, Ntop, and many other tools.

¥ pcapng. A flexible, extensible successor to the pcap format. Wireshark 1.8 and later save files as
pcapng by default. Versions prior to 1.8 used pcap. Used by Wireshark and by tcpdump in newer
versions of macOS.

The following file formats from other capture tools can be opened by Wireshark:

¥ Oracle (previously Sun) snoop and atmsnoop captures
¥ Finisar (previously Shomiti) ~ Surveyor captures

¥ Microsoft Network Monitor captures

¥ Novell LANalyzer captures

¥ AIX iptrace captures

¥ Cinco Networks NetXray captures

¥ NETSCOUT (previously Network Associates/Network General) Windows-based Sniffer and
Sniffer Pro captures

¥ Network General/Network Associates DOS-based Sniffer (compressed or uncompressed)
captures

¥ LiveAction (previously WildPackets/Sawvius) *Peek/EtherHelp/PacketGrabber captures
¥ RADCOMOs WAN/LAN Analyzer captures
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¥ Viavi (previously Network Instruments) Observer captures

¥ Lucent/Ascend router debug output

¥ captures from HP-UX nettl

¥ ToshibaOs ISDN routers dump output

¥ output from idbtrace from the ISDN4BSD project

¥ traces from the EyeSDN USB SO

¥ the IPLog format output from the Cisco Secure Intrusion Detection System
¥ pppd logs (pppdump format)

¥ the output from VMSOs TCPIPtrace/TCPtrace/UCX$TRACE utilities
¥ the text output from the DBS Etherwatch VMS utility

¥ Visual NetworksO Visual UpTime traffic capture

¥ the output from CoSine L2 debug

¥ the output from InfoVista (previously Accellent) 5Views LAN agents
¥ Endace Measurement SystemsO ERF format captures

¥ Linux Bluez Bluetooth stack hcidump -w traces

¥ Catapult (now Ixia/Keysight) DCT2000 .out files

¥ Gammu generated text output from Nokia DCT3 phones in Netmonitor mode
¥ IBM Series (0S/400) Comm traces (ASCII & UNICODE)

¥ Juniper Netscreen snoop captures

¥ Symbian OS btsnoop captures

¥ Tamosoft CommView captures

¥ Tektronix K12xx 32bit .rf5 format captures

¥ Tektronix K12 text file format captures

¥ Apple PacketLogger captures

¥ Captures from Aethra Telecommunications® PC108 software for their test instruments
¥ Citrix NetScaler Trace files

¥ Android Logcat binary and text format logs

¥ Colasoft Capsa and PacketBuilder captures

¥ Micropross mplog files

¥ Unigraf DPA-400 DisplayPort AUX channel monitor traces

¥ 802.15.4 traces from DaintreeOs Sensor Network Analyzer

¥ MPEG-2 Transport Streams as defined in ISO/IEC 13818-1
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¥ Log files from the candump utility
¥ Logs from the BUSMASTER tool

¥ Ixia IxVeriWave raw captures

¥ Rabbit Labs CAM Inspector files

¥ systemd journal files

¥ 3GPP TS 32.423 trace files
New file formats are added from time to time.

It may not be possible to read some formats dependent on the packet types captured. Ethernet
captures are usually supported for most file formats but it may not be possible to read other packet
types such as PPP or IEEE 802.11 from all file formats.

Saving Captured Packets

You can save captured packets by using the File YSave or File YSave AsE menu items. You can
choose which packets to save and which file format to be used.

Not all information will be saved in a capture file. For example, most file formats donOt record the
number of dropped packets. See Capture Files for details.

The OSave Capture File AsO Dialog Box

The OSave Capture File AsO dialog box allows you to save the current capture to a file. The exact
appearance of this dialog depends on your system. However, the functionality is the same across
systems. Examples are shown below.

M Vireshark: Save file as x
Save in | Temp v| e T -
~
l Mame Date modified Type Size
I% wireshark_20191207220917_a03100 12/7/2019 10:0% PM Wireshark capture... 120,185 KB
Quick access
Desktop
-
m
Libraries
This PC
MNetwork
File name: hﬂoe\l hing s broken peapng V‘ I Save
Save as type: Wireshark/tcpdump/... - pcap (*.dmp.gz:".dmp;* .cap.gz;" cap:”.pcap .gz;" pcap) ~ Cancel
Help
[[] Compress with gzip

Figure 38. OSaveO on Microsoft Windows
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This is the common Windows file save dialog with some additional Wireshark extensions.

] O |X| Wireshark - Save Capture File As
Look in: IE,fl:m;:m‘sample captures = o o 0 & (@ |E]|
EI Computer Name v Size Type Date Mod
ﬁ Captures
<L 1 )] *
. - - ESave
File name: oh-no-everyth|ng—|s—broken.pcapng‘ l =
| ¥ cancel |
Save as: | Wireshark/tcpdumpy... - pcap S | :: Help |

[] Compress with gzip
4

Figure 39. OSaveO on Linux and UNIX
This is the common Qt file save dialog with additional Wireshark extensions.
You can perform the following actions:

¥ Type in the name of the file in which you wish to save the captured packets.
¥ Select the directory to save the file into.

¥ Specify the format of the saved capture file by clicking on the OSave asO drop-down box. You can
choose from the types described in  Output File Formats . Some capture formats may not be
available depending on the packet types captured.

¥ The [IHelp!] button will take you to this section of the OUserOs GuideO.

¥ OCompress with gzipO will compress the capture file as it is being written to disk.
¥ Click the [!Save!] button to accept your selected file and save it.

¥ Click on the [!Cancel!] button to go back to Wireshark without saving any packets.

If you donOt provide a file extension to the filename (e.g., .pcap) Wireshark will append the standard
file extension for that file format.

Wireshark can convert file formats

TIP You can convert capture files from one format to another by opening a capture and
saving it as a different format.

If you wish to save some of the packets in your capture file you can do so via The OExport Specified
PacketsO Dialog Box.
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Output File Formats

Wireshark can save the packet data in its native file format (pcapng) and in the file formats of other
protocol analyzers so other tools can read the capture data.

Saving in a different format might lose data

Saving your file in a different format might lose information such as comments,
name resolution, and time stamp resolution. See Time Stamps for more information
on time stamps.

NOTE

The following file formats can be saved by Wireshark (with the known file extensions):
¥ pcapng (*pcapng). A flexible, extensible successor to the libpcap format. Wireshark 1.8 and
later save files as pcapng by default. Versions prior to 1.8 used libpcap.

¥ pcap (*pcap). The default format used by the  libpcap packet capture library. Used by  tcpdump,
_Snort, Nmap, Ntop, and many other tools.

¥ Accellent 5Views (*5vw)

¥ captures from HP-UX nettl ({asterisktrc0,*.trc1)

¥ Microsoft Network Monitor - NetMon (*.cap)

¥ Network Associates Sniffer - DOS (*.cap,*.enc,*trc,*fdc,*syc)
¥ Cinco Networks NetXray captures (*.cap)

¥ Network Associates Sniffer - Windows (*.cap)

¥ Network Instruments/Viavi Observer (*bfr)

¥ Novell LANalyzer (*trl)

¥ Oracle (previously Sun) snoop (*snoop,*.cap)

¥ Visual Networks Visual UpTime traffic (**)

¥ Symbian OS btsnoop captures (*log)

¥ Tamosoft CommView captures (*.ncf)

¥ Catapult (now Ixia/Keysight) DCT2000 .out files (*.out)

¥ Endace Measurement SystemsO ERF format capture(*.erf)
¥ EyeSDN USB SO traces (*.trc)

¥ Tektronix K12 text file format captures (*.txt)

¥ Tektronix K12xx 32bit .rf5 format captures (*.rf5)

¥ Android Logcat binary logs (*logcat)

¥ Android Logcat text logs (*.*)

¥ Citrix NetScaler Trace files (*.cap)
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New file formats are added from time to time.

Whether or not the above tools will be more helpful than Wireshark is a different question ;-)

Third party protocol analyzers may require specific file extensions

Wireshark examines a fileOs contents to determine its type. Some other protocol
analyzers only look at a fileOs extension. For example, you might need to use the
.cap extension in order to open a file using the Windows version of Sniffer.

NOTE

Merging Capture Files

Sometimes you need to merge several capture files into one. For example, this can be useful if you
have captured simultaneously from multiple interfaces at once (e.g., using multiple instances of
Wireshark).

There are three ways to merge capture files using Wireshark:
¥ Use the File YMerge menu to open the OMergeO dialog. See The OMerge Capture FileO Dialog Box
for details. This menu item will be disabled unless you have loaded a capture file.

¥ Use drag and drop to drop multiple files on the main window. Wireshark will try to merge the
packets in chronological order from the dropped files into a newly created temporary file. If you
drop a single file, it will simply replace the existing capture.

¥ Use the mergecaptool from the command line to merge capture files. This tool provides the most
options to merge capture files. See mergecap: Merging multiple capture files into one for detalils.

The OMerge Capture FileO Dialog Box

This lets you select a file to be merged into the currently loaded file. If your current data has not
been saved you will be asked to save it first.

Most controls of this dialog will work the same way as described in the OOpen Capture FileO dialog
box. See The OOpen Capture FileO Dialog Box for details.

Specific controls of this merge dialog are:

Prepend packets

Prepend the packets from the selected file before the currently loaded packets.

Merge chronologically

Merge both the packets from the selected and currently loaded file in chronological order.

Append packets

Append the packets from the selected file after the currently loaded packets.
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M Vireshark: Merge with capture file ¥
Look in | Captures ~ | (€] 5 s
o svn-info-normal L% traceroute 2010-05-02
i o tepdpriv L tv-netflix-problems-2011-07-06
Quickaccess [ tepdump 5 uucp
L team_probe L% uucp-test-1
- i teardrop £ wave-dhep
= ™ .
telnet-cocked b1 Wave-no-ip-ar
Deskt 4 p-arp
eskiop [ telnet-raw % winxp-eap-TLS-to-win2k-RADIUS
— 47 teredo-reqs D winxp-gap-TL5-te-winZk-RADIUS
| o ] I test [ wireshark_downlead_lostpackets_recove..
Libraries D testtcpdump P www
£ thud-oof-brd 55 wuwwireshark.org basic demo
By 2 thudeooretho Tl Tsshx
Tl‘;isrPC P trace P5 xl1sshy
X < >
g File name: trnetflic-problems-2011-07-06 ~ ‘ I Open
MNetwark
Files of type: All Files ~ Cancel
Help
Read fitter: I Format: Wireshark/ticpdump/... - pcap
Size: 8392KiB. emor after 10239 records
(O Prepend packets to existing file Start / elapsed: -
(®) Merge packets chronalogically
(O Append packets to existing file

Figure 40. OMerge Capture FileO on Microsoft Windows

This is the common Windows file open dialog with additional Wireshark extensions.

®00 X Wireshark - Merge Capture File

Look in: I_E,fhome,fgerald,.’Developmentfcapture-ﬁles = o 9 0 ﬁ- @ @

= Computer Name v | Size Type

ﬁ Captures B sandbox1-virus-2010-08-12.pcap 856 KB pcap File
| sasser.tcp 1 KB tcp File
| SIGTRAN-hIr-sgsn2 87 KB File
| sip.pcap 7 KB pcap File
| slip.cap 1 KB cap File
| smtp.pcap 12 KB pcap File
| snmp.pcap 678...tes pcap File
| snoop-ethereal-bug.pcap 1 KB pcap File
T C— B 2
( 1 Open
File name: |sandboxl-v|ru5—2010-08—12.pcap |
| & cancel |
Files of type: I_AII Files =S ¥7 Help |
() Prepend packets Format: Wireshark/tcpdumpy... - pcap
@® Merge chronologically Size: 856 KiB, 8,977 data records
() Append packets Start / elapsed: 2010-08-12 20:35:01 / 00:10:18
Read filter: | Apply a read filter ... |
Y

Figure 41. OMerge Capture FileO on Linux and UNIX

This is the Qt file open dialog with additional Wireshark extensions.

Import Hex Dump

Wireshark can read in a hex dump and write the data described into a temporary libpcap capture
file. It can read hex dumps with multiple packets in them, and build a capture file of multiple
packets. It is also capable of generating dummy Ethernet, IP and UDP, TCP, or SCTP headers, in order
to build fully processable packet dumps from hexdumps of application-level
Alternatively, a Dummy PDU header can be added to specify a dissector the data should be passed

data only.



to initially.

Two methods for converting the input are supported:

Standard ASCIl Hexdumps

Wireshark understands many different hex dump formats. The native format that Wireshark
displays in the Packet Bytes pane, copies to the clipboard, prints, and saves is that generated by od
-Ax -tx1 -v  or hexdump -X -v. That is, each line begins with an offset describing the position in the
packet, each byte is individually displayed, with spaces separating the bytes from each other, and
repeated or all NUL (\0") lines are not omitted. Hex digits can be upper or lowercase. Wireshark can

handle other hex dump formats, some of which can be automatically detected and some of which

require enabling options to properly recognize.

Offsets are followed by one or more spaces or tabs separating them from the bytes. Offsets
optionally can be followed by a single colon after the digits. Offsets can be between 3 and 8 digits;
hexadecimal base (radix) is assumed by default, but they can also be in octal or decimal. If offsets
are in hex, they can be preceded by 0x or 0OX Each packet must begin with offset zero, and an offset
zero indicates the beginning of a new packet. Offset values must be correct; an unexpected value
causes the current packet to be aborted and the next packet start awaited. There is also a single
packet mode with no offsets.

There is no limit on the width or number of bytes per line, but lines with only hex bytes without a
leading offset are ignored (i.e., line breaks should not be inserted in long lines that wrap.) Bytes
must be in hex; unlike with offsets, other bases such as octal, decimal, or binary are unsupported.
Byte groups of two to four bytes are also supported. By default byte groups are assumed to be in
network (big-endian) byte order; the OLittle-endianO option can be used to support little-endian byte
order.

Packets may be preceded by a direction indicator ('I' or 'O") and/or a timestamp if indicated. If both

are present, the direction indicator precedes the timestamp. The format of the timestamps must be

specified. If no timestamp is parsed, in the case of the first packet the current system time is used,
while subsequent packets are written with timestamps one microsecond later than that of the

previous packet.

Other text in the input data is ignored. Any text before the offset is ignored, including email
forwarding characters ">'. Any text on a line after the bytes is ignored, e.g. an ASCII character dump
(but enable the OASCII identificationO option to ensure that hex digits in the character dump are
ignored if there is no delimiter between the hex dump and the ASCII character translation). Any
line where the first non-whitespace character is a '#' will be ignored as a comment. Some hex dump
utilities use a line containing a single *' to indicate omitted lines, either duplicating the previous
line or entirely consisting of NUL (\O") bytes; this is not supported. Any lines of text between the
bytestring lines are considered preamble; the beginning of the preamble is scanned for the
direction indicator and timestamp as mentioned above and otherwise ignored.

Here is a sample dump that can be imported, including optional directional indicator and
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timestamp:

 2019-05-14T19:04:57Z

000000 00 e0 1e a7 05 6f 00 10 ........
000008 5a a0 b9 12 08 00 46 0O ........
000010 03 68 00 00 00 00 Oa 2e ........
000018 ee 33 0f 1908 7fOf 19 ........
000020038094 0400001001 ........
000028 16 a2 0a 00 03 50 00 Oc ........
0000300101 0f1903801101 ........

Regular Text Dumps

Wireshark is also capable of scanning the input using a custom Perl regular expression as specified

by GLibOsGRegex. Using a regex capturing a single packet in the given file Wireshark will search the
given file from start to the second to last character (the last character has to be \n and is ignored)
for non-overlapping (and non-empty) strings matching the given regex and then identify the fields

to import using named capturing subgroups. Using provided format information for each field they

are then decoded and translated into a standard libpcap file retaining packet order.

Note that each named capturing subgroup has to match exactly once per packet, but they may be
present multiple times in the regex.

For example, the following dump:

> 0:00:00.265620 a130368b000000080060

> 0:00:00.280836 a1216c8b00000000000089086b0b82020407

< 0:00:00.295459 a2010800000000000000000800000000

> 0:00:00.296982 a1303c8b00000008007088286b0bc1ffcbfOfoff

> 0:00:00.305644 a121718b0000000000008ba86a0b8008

< 0:00:00.319061 a2010900000000000000001000600000

> 0:00:00.330937 a130428b00000008007589186b0bb9ffd9fOfdfa3eb4295e99f3aaffd2f005
> 0:00:00.356037 a121788b0000000000008a18

could be imported using these settings:

regex: N(?<dir>[<>])\s(?<time>\d+:\d\d:\d\d.\d+)\s(?<data>[0-9a-fA-F]+)$
timestamp: %H:%M:%S.%f

dir: in: < out: >

encoding: HEX

Caution has to be applied when discarding the anchors N and $, as the input is searched, not parsed,
meaning even most incorrect regexes will produce valid looking results when not anchored
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(however, anchors are not guaranteed to prevent this). It is generally recommended to sanity check
any files created using this conversion.

Supported fields:
¥ data: Actual captured frame data

The only mandatory field. This should match the encoded binary data captured and is used as
the actual frame data to import.

¥ time: timestamp for the packet
The captured field will be parsed according to the given timestamp format into a timestamp.

If no timestamp is present an arbitrary counter will count up seconds and nanoseconds by one
each packet.

¥ dir: the direction the packet was sent over the wire

The captured field is expected to be one character in length, any remaining characters are
ignored (e.g., given "Input" only the 'I' is looked at). This character is compared to lists of
characters corresponding to inbound and outbound and the packet is assigned the
corresponding direction. If neither list yields a match, the direction is set to unknown.

If this field is not specified the entire file has no directional information.
¥ seqno: an ID for this packet

Each packet can be assigned an arbitrary ID that can used as field by Wireshark. This field is
assumed to be a positive integer base 10. This field can e.g. be used to reorder out of order
captures after the import.

If this field is not given, no IDs will be present in the resulting file.

The Olmport From Hex DumpO Dialog Box

This dialog box lets you select a text file, containing a hex dump of packet data, to be imported and
set import parameters.
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M Wireshark - Import From Hex Dump X

File: || Browse...

Hex Dump Regular Expression

Offsets: @ Hexadecimal
O Decimal
O Octal
O Mone

Direction indication: D

ASCIl identification: [

Timestamp format: | %oH: %02 %05, %6f {No farmat will be applied)

Encapsulation
Encapsulation Type: |Ethernet ~

® No durmmy header

O Ethernet Ethertype (hex):

O P Protocol (dec): IP version: 1Pvd
Source address:
Destination address:

O LDP Source port:

O TCp Destination port:

O scTP Tag:

O SCTP (Data) PPI:

ExportPDU  Dissector data

Interface name: |Fake IF, Import from Hex Dump |

Maximum frame length: | |

Import Cancel Help

Figure 42. The Olmport from Hex DumpO dialog in Hex Dump mode
Specific controls of this import dialog are split into three sections:

File Source

Determine which input file has to be imported

Input Format

Determine how the input file has to be interpreted.

Encapsulation

Determine how the data is to be encapsulated.

File source

Filename / Browse

Enter the name of the text file to import. You can use Browse to browse for a file.

Input Format

This section is split in the two alternatives for input conversion, accessible in the two Tabs "Hex
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Dump" and "Regular Expression"”

In addition to the conversion mode specific inputs, there are also common parameters, currently
only the timestamp format.

The Hex Dump tab

Offsets

Select the radix of the offsets given in the text file to import. This is usually hexadecimal, but
decimal and octal are also supported. Select None when only the bytes are present. These will be
imported as a single packet.

Direction indication

Tick this box if the text file to import has direction indicators before each frame. These are on a
separate line before each frame and start with either | oriforinputand O or o for output.

The Regular Expression tab

Hex Dump  Regular Bxpression

Packet format regular expression

“(Fedirs (<> )N (Tetime> Ld\d\ {2\ d\d)\s+ (F<seqno>\d{5})\s+(7 < data=> [0-9a-fA-F]*)Shs+

Missing capturing group data (use (F&[tdataSgt{ 1} }

Data encoding: | Plain hex | recommended regex: (P<data> [0-3a-fA-F\s]+)

Direction indication: |il< o>

Timestamn format: | S0H: 2005085 No formar will be anolied

Figure 43. The "Regular Expression” tab inside the "Import from Hex DumpO dialog.

Packet format regular expression

This is the regex used for searching packets and metadata inside the input file. Named capturing
subgroups are used to find the individual fields. Anchors N and $ are set to match directly before
and after newlines \n or \r\n . SeeGRegex for full documentation.

Data encoding

The Encoding used for the binary data. Supported encodings are plain-hexadecimal, -octal,
-binary and base64. Plain here means no additional characters are present in the data field
beyond whitespaces, which are ignored. Any unexpected characters abort the import process.

Ignored whitespaces are \r ,\n,\t ,\v, " " and only for hex :, only for base64 =

Any incomplete bytes at the fieldOs end are assumed to be padding to fill the last complete byte.
These bits should be zero, however, this is not checked.
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Direction indication

The lists of characters indicating incoming vs. outgoing packets. These fields are only available
when the regex contains a  (?<dir>E ) group.

Common items

Timestamp Format

This is the format specifier used to parse the timestamps in the text file to import. It uses the
same format as strptime(3) with the addition of  %f for zero padded fractions of seconds. The
precision of %fis determined from its length. The most common fields are %H%MNMNd %Sor hours,
minutes and seconds. The straightforward HH:MM:SS format is covered by %T. For a full
definition of the syntax look for strptime(3)

In Regex mode this field is only available when a (?<time>E ) group is present.

In Hex Dump mode if there are no timestamps in the text file to import, leave this field empty
and timestamps will be generated based on the time of import.

Encapsulation

Encapsulation type

Here you can select which type of frames you are importing. This all depends on what type of
medium the dump to import was taken. It lists all types that Wireshark understands, so as to
pass the capture file contents to the right dissector.

Dummy header

When Ethernet encapsulation is selected you have the option to prepend dummy headers to the
frames to import. These headers can provide artificial Ethernet, IP, UDP, TCP or SCTP headers or
SCTP data chunks. When selecting a type of dummy header, the applicable entries are enabled,
others are greyed out and default values are used. When the Wireshark Upper PDU export
encapsulation is selected the option  ExportPDU becomes available. This allows you to select the
name of the dissector these frames are to be directed to.

Maximum frame length

You may not be interested in the full frames from the text file, just the first part. Here you can
define how much data from the start of the frame you want to import. If you leave this open the
maximum is set to 256kiB.

Once all input and import parameters are set up, click ["Import!] to start the import. If your current
data wasnOt saved before you will be asked to save it first.

If the import button doesnOt unlock, make sure all encapsulation parameters are in the expected
range and all unlocked fields are populated when using regex mode (the placeholder text is not
used as default).

When completed there will be a new capture file loaded with the frames imported from the text
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file.

File Sets

When using the OMultiple FilesO option while doing a capture (see: Capture files and file modes ), the
capture data is spread over several capture files, called a file set.

As it can become tedious to work with a file set by hand, Wireshark provides some features to
handle these file sets in a convenient way.

How does Wireshark detect the files of a file set?

A filename in a file set uses the format Prefix DateTime_NumberSuffix (or, prior to
Wireshark 4.4.0, Prefix_Number_DateTimeSuffix) which might look something like
test_20250714183910_00001.pcapAll files of a file set share the same prefix (e.g., OtestO) and
suffix (e.g., O.pcapO) and a varying middle part. Files are also allowed to have a second
compression suffix of types that Wireshark can open; the compression suffix does not have to
match for all files in a set.

To find the files of a file set, Wireshark scans the directory where the currently loaded file
resides and checks for files matching the filename pattern (prefix and suffix) of the currently
loaded file.

This simple mechanism usually works well but has its drawbacks. If several file sets were
captured with the same prefix and suffix, Wireshark will detect them as a single file set. If
files were renamed or spread over several directories the mechanism will fail to find all files
of a set.

The following features in the  File YFile Set submenu are available to work with file sets in a
convenient way:

¥ The OList FilesO dialog box will list the files Wireshark has recognized as being part of the
current file set.

¥ ['Next File!] closes the current and opens the next file in the file set.

¥ ['Previous File!] closes the current and opens the previous file in the file set.

The OlList FilesO Dialog Box
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M Wireshark . 8 Files in Set *
Filename Created Medified
test_00001_20230804190750.pcapng  2023-08-04 19:07:50 2023-08-04 19:07:57 360 kB
test_00002_20230804190757.pcapng  2023-08-04 19:07:57 2023-08-04 19:08:04 248 kB
test_00003_20230804190804.pcapng  2023-08-04 19:08:04 2023-08-04 19:08:11 123 kB
test_00004_20230804190811.pcapng  2023-08-04 1%:08:11 2023-08-04 19:08:18 105 kB
test_00005_20230804190818.pcapng ~ 2023-08-04 19:08:18 2023-08-04 19:08:26 100 kB
test_00006_20230804190826.pcapng  2023-08-04 19:08:26 2023-08-04 19:08:33 95 kB
test_00007_20230804190833.pcapng  2023-08-04 19:08:33 2023-08-04 19:08:40 185 kB
test_00008_20230804190840.pcapng  2023-08-04 19:08:40 2023-08-04 19:08:44 124 kB
Directory: C:\Caoptures

Figure 44. The OList FilesO dialog box
Each line contains information about a file of the file set:

Filename

The name of the file. If you click on the filename (or the radio button to its left), the current file
will be closed and the corresponding capture file will be opened.

Created

The creation time of the file.

Last Modified

The last time the file was modified.

Size

The size of the file.

The last line will contain info about the currently used directory where all of the files in the file set
can be found.

The content of this dialog box is updated each time a capture file is opened/closed.

The [!Close!] button will, well, close the dialog box.

Exporting Data

Wireshark provides a variety of options for exporting packet data. This section describes general
ways to export data from the main Wireshark application. There are many other ways to export or
extract data from capture files, including processing tshark output and customizing Wireshark and
TShark using Lua scripts.

The OExport Specified PacketsO Dialog Box
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M Vireshark: Export Specified Packets

Savein | Captures ~ | @ ? d '
* MHame - Date modified Type Size
. o Btod-regs 8/28/2010 2:24PM  Wireshark capture.. 432 KB
Quick access L zpache-radius 4/6/2002 53:12 PM Wireshark capture... 1KB
I asus-ez-setup 312/2011 48 AM - Wireshark capture... 2,706 KB
- £ clamd 4/13/2008 T44PM  Wireshark capture... 117 KB
b=tingy £ comcast_bterst 11/30/2007 8:16 PM  Wireshark capture.. 117,924 KB
- £ comcast_bt-rst 11/30/2007 8:20 P Wireshark capture... 117,923 KB
| o ] i% comcast-bad-dhep 9/26/2011 6:13PM  Wireshark capture... 13KB
Libraries L dissector_bug 2/24/2008 212PM  Wireshark capture... 9KB
o dnpdata 8/1/2004 9:02 AM Wireshark capture... 6KB
! L dns 10/6/1999 3:34PM  Wireshark capture... 2KB
Thisrpc o dos-2013-06-12 6/28/2013 437 PM  Wireshark capture.. 40,796 KB
X L giop-broken 3/5/2003 £:36 AM Wireshark capture... 6KB
@ File name: comeastbad-dhcp ~ ‘ I Save
MNetwark
Save as type: Wiresharl/tcpdump/... - peap {".dmp.gz;".dmp;".cap.gz;" .cap;".pcap gz;" pcap) W Cancel
Help
[1Compress with gzip
Packet Range
(O Captured (@) Displayed
@) Al packets 3083 3pe3
(O Selected packet 1 1
Marked packets ] 0
First to last marked o 0
() Range I 1] 0
Remove Ignored packets 1) 0

Figure 45. The OExport Specified PacketsO dialog box

This is similar to the O SaveO dialog box, but it lets you save specific packets. This can be useful for
trimming irrelevant or unwanted packets from a capture file. See

range controls.

The OExport Packet DissectionsO Dialog Box

This lets you save the packet list, packet details, and packet bytes as plain text, CSV, JSON, and other

formats.

M \ireshark: Export Packet Dissections

Savein | JSON Exports ~ | €] 2 E° O
IS
' Mame Date modified Type Size
D transacticnjson 12/8/2019 5:36 PM JSOM File 1KB
Quick access
Desktop
-
m
Libraries
This PC
Network
File name: [fogin faiture json] v S
Save a3 type: JSON {" json} ~ Cancel
Help
Packet Range Packet Format
OCaptured @ Displayed Packet summary line
® Alpackets 3083 3083 Include column headings
(O Selected packet 1] 0 Packet details:
Marked packets o 0
Ag displayed ~
First to last marked o 0
() Range 0 0 [ Packet Bytes
Remove Ignored packets 1) 0 [ Each packet on a new page

Figure 46. The OExport Packet DissectionsO dialog box
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The format can be selected from the OExport AsO drop-down and further customized using the
Qracket RangeO and ®acket Format O controls. Some controls are unavailable for some formats,
notably CSV and JSON. The following formats are supported:

¥ Plain text as shown in the main window

¥ Comma-separated values (CSV)

¥ C-compatible byte arrays

¥ PSML (summary XML)

¥ PDML (detailed XML)

¥ JavaScript Object Notation (JSON)

Here are some examples of exported data:

Plain text
No. Time Source Destination Protocol Length
SSID Info

E 10.000000 200.121.1.131 172.16.0.122 TCP 1454
10554 ! 80 [ACK] Seg=1 Ack=1 Win=65535 Len=1400 [TCP segment of a reassembled PDU]

Frame 1: 1454 bytes on wire (11632 bits), 1454 bytes captured (11632 bits)
Ethernet Il, Src: 00:50:56:¢0:00:01, Dst: 00:0c:29:42:12:13

Internet Protocol Version 4, Src: 200.121.1.131 (200.121.1.131), Dst: 172.16.0.122
(172.16.0.122)

E 0100 .... = Version: 4

.... 0101 = Header Length: 20 bytes (5)

Differentiated Services Field: 0x00 (DSCP: CS0, ECN: Not-ECT)

Total Length: 1440

Identification: 0x0141 (321)

Flags: 0x0000

...0 0000 0000 0000 = Fragment offset: 0

Time to live: 106

Protocol: TCP (6)

Header checksum: 0xd390 [validation disabled]

[Header checksum status: Unverified]

Source: 200.121.1.131 (200.121.1.131)

Destination: 172.16.0.122 (172.16.0.122)

[Source GeolP: PE, ASN 6147, Telefonica del Peru S.A.A.]

Transmission Control Protocol, Src Port: 10554, Dst Port: 80, Seq: 1, Ack: 1, Len:
1400
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If you would like to be able to  import any previously exported packets from a plain
TIP text file it is recommended that you do the following:

¥ Add the OAbsolute date and timeO column.


https://en.wikipedia.org/wiki/Comma-separated_values
https://en.wikipedia.org/wiki/C_(programming_language)
https://web.archive.org/web/20141115200425/http://www.nbee.org/doku.php?id=netpdl:psml_specification
https://web.archive.org/web/20140416072301/http://www.nbee.org/doku.php?id=netpdl:pdml_specification
https://en.wikipedia.org/wiki/JSON

¥ Temporarily hide all other columns.

¥ Disable the Edit YPreferences YProtocols YData OShow not dissected data on new
Packet Bytes paneO preference. More details are provided in  Preferences

¥ Include the packet summary line.
¥ Exclude column headings.
¥ Exclude packet details.

¥ Include the packet bytes.

Csv

"No.","Time","Source","Destination”,"Protocol","Length","SSID","Info","Win Size"
"1","0.000000","200.121.1.131","172.16.0.122","TCP","1454","""10554 > 80 [ACK]

Seq=1 Ack=1 Win=65535 Len=1400 [TCP segment of a reassembled PDU]","65535"
"2","0.000011","172.16.0.122","200.121.1.131","TCP","54","" "[TCP ACKed unseen
segment] 80 > 10554 [ACK] Seg=1 Ack=11201 Win=53200 Len=0","53200"
"3","0.025738","200.121.1.131","172.16.0.122","TCP","1454" " "[TCP Spurious
Retransmission] 10554 > 80 [ACK] Seq=1401 Ack=1 Win=65535 Len=1400 [TCP segment of a
reassembled PDU]","65535"
"4""0.025749","172.16.0.122","200.121.1.131","TCP","54" ™" ,"[TCP Window Update] [TCP
ACKed unseen segment] 80 > 10554 [ACK] Seq=1 Ack=11201 Win=63000 Len=0","63000"
"5","0.076967","200.121.1.131","172.16.0.122","TCP","1454" " "[TCP Previous segment

not captured] [TCP Spurious Retransmission] 10554 > 80 [ACK] Seq=4201 Ack=1
Win=65535 Len=1400 [TCP segment of a reassembled PDU]","65535"

JSON
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" index": "packets-2014-06-22",

" type": "doc",

" score": null,

_source": {

"layers": {

"frame": {

"frame.encap_type": "1",
"frame.time™: "Jun 22, 2014 13:29:41.834477000 PDT",
"frame.offset_shift": "0.000000000",
"frame.time_epoch": "1403468981.834477000",
"frame.time_delta": "0.450535000",
"frame.time_delta_displayed": "0.450535000",
"frame.time_relative": "0.450535000",
"frame.number": "2",
"frame.len": "86",
"frame.cap_len": "86",
"frame.marked": "0",
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"frame.ignored": "0",
"frame.protocols": "eth:ethertype:ipv6:icmpv6",
"frame.coloring_rule.name": "ICMP",

"frame.coloring_rule.string": "icmp || icmpv6"
h
"eth": {
"eth.dst": "33:33:ff:9e:e3:8¢e",
"eth.dst_tree": {
"eth.dst_resolved": "33:33:ff:9e:e3:8e",
"eth.dst.oui"; "3355647",
"eth.addr": "33:33:ff:9e:e3:8e",
"eth.addr_resolved": "33:33:ff:9e:e3:8e",
"eth.addr.oui": "3355647",
"eth.dst.lg": "1",
"eth.lg": "1",
"eth.dst.ig": "1",
"eth.ig": "1"
I
"eth.src": "00:01:5¢:62:8c:46",
"eth.src_tree": {
"eth.src_resolved": "00:01:5c¢:62:8c:46",
"eth.src.oui"; "348",
"eth.src.oui_resolved": "Cadant Inc.",
"eth.addr": "00:01:5¢:62:8c:46",
"eth.addr_resolved": "00:01:5c:62:8c:46",
"eth.addr.oui"; "348",
"eth.addr.oui_resolved": "Cadant Inc.",
"eth.src.lg": "0",
"eth.lg": "0",
"eth.src.ig": "0",
"eth.ig": "0"
I
"eth.type": "0x000086dd"
h
"ipve": {
"ipv6.version™: "6",
"ip.version": "6",
"ipv6.tclass": "0x00000000",
"ipv6.tclass_tree™: {
"ipv6.tclass.dscp": "0",
"ipv6.tclass.ecn™: "0"
I
"ipv6.flow": "0x00000000",
"ipv6.plen™: "32",
"ipv6.nxt": "58",
"ipv6.hlim"; "255",
"ipv6.src": "2001:558:4080:16::1",
"ipv6.addr": "2001:558:4080:16::1",
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"ipv6.src_host": "2001:558:4080:16::1",

"ipv6.host": "2001:558:4080:16::1",

"ipv6.dst": "ff02::1:ff9e:e38e",

"ipv6.addr": "ff02::1:ff9e:e38e",

"ipv6.dst_host": "ff02::1:ff9e:e38e",

"ipv6.host": "ff02::1:ff9e:e38e",

"ipv6.geoip.src_summary": "US, ASN 7922, Comcast Cable Communications, LLC",

"ipv6.geoip.src_summary_tree": {
"ipv6.geoip.src_country": "United States",
"ipv6.geoip.country": "United States",
"ipv6.geoip.src_country_iso": "US",
"ipv6.geoip.country_iso™: "US",
"ipv6.geoip.src_asnum': "7922",
"ipv6.geoip.asnum";: "7922",
"ipv6.geoip.src_org": "Comcast Cable Communications, LLC",
"ipv6.geoip.org": "Comcast Cable Communications, LLC",
"ipv6.geoip.src_lat": "37.751",
"ipv6.geoip.lat": "37.751",
"ipv6.geoip.src_lon": "-97.822",
"ipv6.geoip.lon™: "-97.822"

}

h
"icmpv6e": {

"icmpv6.type™: "135",

"icmpv6.code™: "0",

"icmpv6.checksum"; "0x00005b84",

"icmpv6.checksum.status™: "1",

"icmpv6.reserved": "00:00:00:00",

"icmpv6.nd.ns.target_address": "2001:558:4080:16:be36:e4ff:fe9e:e38e",

"icmpv6.opt™: {
"icmpv6.opt.type™: "1",
"icmpv6.opt.length™: "1",
"icmpv6.opt.linkaddr": "00:01:5c¢:62:8c:46",
"icmpv6.opt.src_linkaddr": "00:01:5c¢:62:8¢:46"
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The OExport Selected Packet BytesO Dialog Box

Export the bytes selected in the OPacket BytesO pane into a raw binary file.
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i Wiresharle Export Raw Data FH
Savein: I | Packet Analysis Data j &~ = '
L_ = Mame = Date modified Type Size
s Bt ;
Recert Places Mo items match your search.
Desktop
Libraries
LY
Computer
“w
Networle
4 | 1l | »
File pame: [NFS bytes dal | Save |
Save as bype: IRaw data (*bin, * dat, *raw) LI Cancel |
Help |

20 bytes of raw binary data will be written

V

Figure 47. The OExport Selected Packet BytesO dialog box

File name

The file name to export the packet data to.

Save as type

The file extension.

The OExport PDUs to FileEO Dialog Box

The OExport PDUs to FileEO dialog box allows you to filter the captured Protocol Data Units (PDUSs)
and export them into the file. It allows you to export reassembled PDUs avoiding lower layers such
as HTTP without TCP, and decrypted PDUs without the lower protocols such as HTTP without TLS

and TCP.

1. In the main menu select

File YExport PDUs to FileE
dialog Export PDUs to File window

. Wireshark will open a corresponding
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Display filter:

DLT User

Cancel

Figure 48. Export PDUs to File window
2. To select the data according to your needs, optionally type a filter value into the Display Filter
field. For more information about filter syntax, see the Wireshark Filters man page.

3. In the field below the Display Filter  field you can choose the level from which you want to
export the PDUs to the file. There are seven levels:

a. DLT User You can export a protocol, which is framed in the user data link type table without
the need to reconfigure the DLT user table. For more information, see the How to Dissect
Anything page.

b. DVB-CI You can use it for the Digital Video Broadcasting (DVB) protocol.

c. Logcat and Logcat Text . You can use them for the Android logs.

d. OSllayer 3 . You can use it to export PDUs encapsulated in the IPSec or SCTP protocols.
e. OSl layer 4 . You can use it to export PDUs encapsulated in the TCP or UDP protocols.

f. OSI layer 7 . You can use it to export the following protocols: CredSSP over TLS, Diameter,
protocols encapsulated in TLS and DTLS, H.248, Megaco, RELOAD framing, SIP, SMPP.

NOTE As a developer you can add any dissector to the existing list or define a new
entry in the list by using the functions in epan/exported_pdu.h.
4. To finish exporting PDUs to file, click the  ['OK!] button in the bottom-right corner. This will close
the originally captured file and open the exported results instead as a temporary file in the
main Wireshark window.

5. You may save the temporary file just like any captured file. See Saving Captured Packets for
details.

The file produced has a Wireshark Upper PDU encapsulation type that has

NOTE somewhat limited support outside of Wireshark, but is very flexible and can
contain PDUs for any protocol for which there is a Wireshark dissector.
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The OStrip HeadersEO Dialog Box

The OStrip HeaderseO dialog box allows you to filter known encapsulation types on whatever
protocol layer they appear and export them into a new capture file, removing lower-level protocols.

It allows you to export reassembled packets and frames without lower layers such as GPF, GRE,
GSE, GTP-U, MPLS, MPE, PPP, and more. If Wireshark has performed decryption, then you can
export decrypted IP from protocols like IEEE 802.11 or IPSec without having to save encryption
keys.

The procedure is similar to that of ~ The OExport PDUs to FileEO Dialog Box :

1. In the main menu select  File YStrip HeadersE . Wireshark will open a corresponding dialog.

2. To select the data according to your needs, optionally type a filter value into the Display Filter
field. For more information about filter syntax, see the Wireshark Filters man page.

3. In the field below the Display Filter  field you can choose the encapsulation type you want to
find and export to the file. There are two encapsulations supported:

a. Ethernet. You can use it to export Ethernet encapsulated in other protocols.

b. IP. You can use it to export IPv4 and IPv6 encapsulated in other protocols.

As a developer you can add encapsulations to the list by using the functions
in epan/exported_pdu.h.

NOTE

4. To finish exporting to file, click the ['OK! button in the bottom-right corner. This will close the
originally captured file and open the exported results instead as a temporary file in the main
Wireshark window.

5. You may save the temporary file just like any captured file. See Saving Captured Packets for
details.
NOTE The new capture files produced have standard encapsulation types and can be

read in nearly any tool.

The OExport TLS Session KeysEO Dialog Box

Transport Layer Security (TLS) encrypts the communication between a client and a server. The
most common use for it is web browsing via HTTPS.

Decryption of TLS traffic requires TLS secrets. You can get them in the form of stored session keys
in a "key log file", or by using an RSA private key file. For more details, see the TLS wiki page .

The File YExport TLS Session KeysE  menu option generates a new "key log file" which contains
TLS session secrets known by Wireshark. This feature is useful if you typically decrypt TLS sessions

using the RSA private key file. The RSA private key is very sensitive because it can be used to
decrypt other TLS sessions and impersonate the server. Session keys can be used only to decrypt
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sessions from the packet capture file. However, session keys are the preferred mechanism for
sharing data over the Internet.

To export captured TLS session keys, follow the steps below:

1. In the main menu select File Y Export TLS Session KeysE . Wireshark will open a
corresponding dialog Export TLS Session Keys window .

Wireshark - Export TLS Session Keys (8 keys)
Save As:
Tags:

Where: mm Wireshark-tutorial-on-decr... T ~

TLS Session Keys (*.keys *ixt)

Cancel

Figure 49. Export TLS Session Keys window

2. Type the desired file name inthe  Save Asfield.
3. Choose the destination folder for your file in the Wherefield.

4. Press the [!Save!] button to complete the export file procedure.

The OExport ObjectsO Dialog Box

This feature scans through the selected protocolOs streams in the currently open capture file or
running capture and allows the user to export reassembled objects to the disk. For example, if you
select HTTP, you can export HTML documents, images, executables, and any other files transferred
over HTTP to the disk. If you have a capture running, this list is automatically updated every few
seconds with any new objects seen. The saved objects can then be opened or examined
independently of Wireshark.
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Wireshark - Export - HTTP object list

Packet ¥ Hostname

54

132
163
177

Text Filter: [|

Help

www.msftnesi.com
api.bing.com
api.bing.com
api.bing.com
api.bing.com
google.com
www.google.com
www.google.com
www.bluproducts.com
www.bluproducts.com
www.bluproducts.com
www.bluproducts.com
www.bluproducts.com
www.bluproducts.com
www.bluproducts.com
www.bluproducts.com
www.bluproducts.com
www.bluproducts.com
www.bluproducts.com
platform.linkedin.com
www.bluproducts.com
www.bluproducts.com
www.bluproducts.com
www.bluproducts.com
www.bluproducts.com

s.amazon-adsystem.com

www.bluproducts.com

Content Type

text/plain

text/htmil

text/htmil

text/htmil

text/htmil

text/htmil

text/htmil

text/htmil

text/htmil

text/css

textfcss

texticss
application/x-javascript
application/x-javascript
application/x-javascript
application/x-javascript
application/x-javascript
application/x-javascript
application/x-javascript
text/javascript

texticss
application/x-javascript
image/png

image/png

image/png

image/gif

image/png

Size

14 bytes
1,305 bytes
1,346 bytes
1,369 bytes
1,398 bytes
219 bytes
231 bytes
1,058 bytes
19 kB

7.321 bytes
331 bytes
63 kB
4,707 bytes
657 bytes
20 kB

18 kB

95 kB

93 kB
4,784 bytes
3,768 bytes
132 kB

22 kB

19 kB

22 kB

44 kB

43 bytes
19 kB

Filename =
nesi.txt
gsml.aspx?qus
gsml.aspx?que
gsml.aspx?qus
gsml.aspx?que
!
/
url?sa=t&rct=
!
default_iceme
default_notjs.c
widgetkit-2411
core-816dedc!
caption-5e0b3
widgetkit-34c:
cufon-yui-1d1i
mootools-core
jquery-7ae67c
COre.js
injs
template-897f
template-3f20
facebook.png
Twitter.png
googleplus.pn
iui3?d=3p-hbc
mail.png -
4

Figure 50. The OExport ObjectsO dialog box

Columns:

Packet

The packet number in which this object was found. In some cases, there can be multiple objects

in the same packet.

Hostname

The hostname of the server that sent this object.

Content Type

The content type of this object.

Size

The size of this object in bytes.

Filename

The filename for this object. Each protocol generates the filename differently. For example, HTTP

uses the final part of the URI and IMF uses the subject of the email.

Inputs:

Text Filter

Only displays objects containing the specified text string.

Save All Save
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Help
Opens this section of the OUserOs GuideO.

Save All

Saves all objects (including those not displayed) using the filename from the filename column.
You will be asked what directory or folder to save them in.

Close

Closes the dialog without exporting.

Save

Saves the currently selected object as a filename you specify. The default filename to save as is
taken from the filename column of the objects list.

Printing Packets

To print packets, select the File YPrintE  menu item. Wireshark will display the OPrintO dialog box
as shown below.

ItOs easy to waste paper doing this

WARNING Printed output can contain lots of text, particularly if you print packet details
and bytes.

The OPrintO Dialog Box
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[ JON | Wireshark - Print

Packet Format

Summary line

Include column headings
Details:

" All collapsed

© As displayed

" All expanded
. | Bytes

| Print each packet on a new page
Capture information header

+ and - zoom, 0 resets

Packet Range

" Captured @ Displayed

© Al packets 55883 55883
" Selected packets only 1 1
Marked packets only 0 0
First to last marked 0 0
" Range: ‘ 0 0
Remove ignored packets 0 0
Help Page Setup... Cancel

Figure 51. The OPrintO dialog box

The OPrintO dialog box shows a preview area which shows the result of changing the packet format
settings. You can zoom in and out using the  + (or =) and - keys and reset the zoom level using the
key. The following settings are available in the Print dialog box:

Packet Format
Lets you specify what gets printed. See The OPacket FormatO frame for details.

Summary line
Include a summary line for each packet. The line will contain the same fields as the packet
list.

Details

Print details for each packet.

Bytes

Print a hex dump of each packet.

Packet Range
Select the packets to be printed. See The OPacket RangeO Framefor details.

[lPage SetupE!] lets you select the page size and orientation.

0
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['PrintE!] prints to your default printer.
['Cancel'] will close the dialog without printing.

['Help!] will display this section of the OUserOs GuideO.

The OPacket RangeO Frame

The packet range frame is a part of the O Export Specified Packets ,0 @xport Packet Dissections ,0 and
Crrint O dialog boxes. You can use it to specify which packets will be exported or printed.

Packet Range
() Captured (@) Displayed

(® All packets 3083 3083
() Selected packet 1] 1]
Marked packets ] 1]
First to last marked 1] 1]
() Range: | ] 0
Remove lgnored packets ] 1]

Figure 52. The OPacket RangeO frame

By default, the [!Displayed!] button is set, which only exports or prints the packets that match the
current display filter. Selecting ['Captured!] will export or print all packets. You can further limit
what you export or print to the following:

All packets

All captured or displayed packets depending on the primary selection above.

Selected packet

Only the selected packet.

Marked packets
Only marked packets. See Marking Packets .

First to last marked

Lets you mark an inclusive range of packets.

Range

Lets you manually specify a range of packets, e.g., 5,10-15,20- will process the packet number
five, the packets from packet number ten to fifteen (inclusive) and every packet from number
twenty to the end of the capture.

Remove ignored packets

DonOt export or print ignored packets. See  Ignoring Packets .
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The Packet Format Frame

The packet format frame is also a part of the O Export Packet Dissections O and ®rint O dialog boxes.
You can use it to specify which parts of dissection are exported or printed.

Packet Format

Summary line
Include column headings
Details:

Al collapsed
© As displayed
~ All expanded
Bytes

Print each packet on a new page
Capture information header

Figure 53. The OPacket FormatO frame

Each of the settings below corresponds to the packet list, packet detail, and packet bytes in the main
window.

Packet summary line

Export or print each summary line as shown in the OPacket ListO pane.

Include column headings

Include the column headers before each packet summary line.

Packet details

Export or print the contents of the OPacket DetailsO tree.

All collapsed

Export or print as if the OPacket DetailsO tree is in the Oall collapsedO state.

As displayed
Export or print each packet as if its OPacket DetailsO tree were expanded in the same way as
the most recently selected packet.

All expanded

Export or print as if the OPacket DetailsO tree is in the Oall expandedO state.

Packet Bytes
Export or print the contents of the OPacket BytesO pane.
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Include secondary data sources

Export or print the contents of all tabs of OPacket BytesO pane, each preceded by the tab label.
When unchecked, export or print only the first tab, which contains the frame data directly
from the capture file, and not the other tabs, which contain secondary data sources such as
decrypted, reassembled, or aligned data.

Include timestamp preamble
Export or print each packet timestamp on a line before the OPacket BytesO contents, using the

time format from  View YTime Display Format

Each packet on a new page

For printing and some export formats, put each packet on a separate page. For example, when
exporting to a text file this will put a form feed character between each packet.

Capture information header

Add a header to each page with capture filename and the number of total packets and shown
packets.

JSON Format Options

When JSON is selected as the export format, the "Packet Format" panel shows JSON-specific options:

No duplicate keys

Merge duplicate keys in a JSON object into a single key whose value is a JSON array containing
all values.

Compact (no indentation)

Output compact JSON without indentation or extra whitespace. This significantly reduces output
size and improves export performance.

Values

Export a name/value pair for each field with the decoded field value.

Raw Bytes

Export a name/value pair for each field with the raw hex bytes of its packet data.
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Working With Captured Packets

Viewing Packets You Have Captured

Once you have captured some packets or you have opened a previously saved capture file, you can
view the packets that are displayed in the packet list pane by simply clicking on a packet in the
packet list pane, which will bring up the selected packet in the tree view and byte view panes.

You can then expand any part of the tree to view detailed information about each protocol in each
packet. Clicking on an item in the tree will highlight the corresponding bytes in the byte view. An
example with a TCP packet selected is shown in  Wireshark with a TCP packet selected for viewing
It also has the Acknowledgment number in the TCP header selected, which shows up in the byte
view as the selected bytes.

M odd-http.pcap - [m) X
File Edit View Go Capture Analyze Statistics Telephony Wireless Tools Help
A = @® Reszp IS EQAQaaH
(W] Apply a display filter ... <Ctrl-/> =3 ~) Expression... =+
No. Time Source Destination Protocol  Length Info % A
4 0.025749 172.16.0.122 200.121.1.131 )
>

200.121 ] 0.

¢ 2#2] [TCP AC

5] 80 >

Len=0
[TCP segment of ..

15 0.207145 172.16.0.122 1454 10554 > 80 [ACK] Seq=11201 Ack=1 Win=65535 Len=1400

16 0.207156 172.16.0.122 200.121.1.131 TCP 54 80 -» 10554 [ACK] Seq=1 Ack=12601 Win=63000 Len=0

17 9.232621 200.121.1.131 172.16.0.122 TCP 1454 10554 > 80 [ACK] Seq=12601 Ack=1 Win=65535 Len=1400@ [TCP segment of ..

18 ©.232629 172.16.0.122 200.121.1.131 TCP 54 80 - 10554 [ACK] Seq=1 Ack=14001 Win=63000 Len=0 —
19 0.258365 200.121.1.131 172.16.0.122 TCP 1454 10554 » 80 [ACK] Seq=14001 Ack=1 Win=65535 Len=1400 [TCP segment of ..

20 9.258373 172.16.0.122 200.121.1.131 TCP 54 80 - 10554 [ACK] Seq=1 Ack=15401 Win=63000 Len=0 w

Frame 15: 1454 bytes on wire (11632 bits), 1454 bytes captured (11632 bits)
Ethernet II, Src: Vmware_c0:00:01 (00:50:56:c0:00:01), Dst: Vmware_42:12:13 (00:0c:29:42:12:13)
Internet Protocol Version 4, Src: 200.121.1.131, Dst: 172.16.0.122
v Transmission Control Protocol, Src Port: 10554, Dst Port: 88, Seq: 11201, Ack: 1, Len: 1400
Source Port: 10554
Destination Port: 8@
[Stream index: 0]
[TCP Segment Len: 1400]
Sequence number: 11201 (relative sequence number)
[Next sequence number: 12601 (relative sequence number)]
Acknowledgment number: 1 (relative ack number)
0101 .... = Header Length: 20 bytes (5)

0020

00 7a PEREE| 00 50 a7 5c

o ff ff bc 5e 00 00 42 4f
9 71 5a 69 63 39 34 54 77

61 62 46 3@ 77 55 6e 59
33 56 75 35 65 61 33 4d

9 78 4c 44 4d 74 38 6b 2f
80 63 66 54 63 69 35 6a 77
90 57 4c 6¢ 35 63 43 79 4e

30 08 e2 e2 ee bf 50 10
78 42 56 35 6a 45 52 52
48 4c 71 46 51 34 78 35
73 46 2b 67 6C 44 47 4c
44 59 77 49 70 63 32 44
75 42 68 38 6a 48 6d 30
77 4c 2f 56 4c 6f 6c 41
6d 63 36 52 70 58 57 7a

F2) : BTN

~--BO xBVS5JERR
qZic94Tw HLgFQ4x5
abFewUnY sF+glDGL
3Vu5ea3M DYwIpc2D
XLDMt8k/ uBh8jHmo
cfTci5jw wL/VLolA
WL15cCyN mc6RpXWz

@ ¥ Acknowledgment number (tcp.ack), 4 bytes | Packets: 3083 - Displayed: 3083 (100.0%) Profile: Default

Figure 54. Wireshark with a TCP packet selected for viewing

You can also select and view packets the same way while Wireshark is capturing if you selected
OUpdate list of packets in real timeO in the OCapture PreferencesO dialog box.

In addition you can view individual packets in a separate window as shown in Viewing a packet in
a separate window . You can do this by double-clicking on an item in the packet list or by selecting

the packet in which you are interested in the packet list pane and selecting View YShow Packet in
New Window . This allows you to easily compare two or more packets, even across multiple files.

The single-packet window also has its own find bar for searching within that packetOs protocol tree:
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see [ChWorkFindInPacketDialogSection]

> Frame 2: 6@ bytes on wire (488 bits), 68 bytes captured (480 bits)
4 Ethernet II, Src: Standard_68:8b:fb (@@:e@:29:68:8b:fb), Dst: 3com_lb:@7:fa (@@:28:af:1b:87:fa)
4 Destination: 3com_1b:@7:fa (@e:2@:af:1b:e7:fa)
Address: 3com_1b:87:fa (@@:28:af:1b:87:fa)
. = LG bit: Globally unique address (factory default)
= IG bit: Individual address (unicast)
4 Sgurce: Standard_68:8b:fb (8@:e@:29:68:8b:fb)
Address: Standard_68:8b:fb (8@:e@:29:68:8b:fh)
. = LG bit: Globally unique address (factery default)
= IG bit: Individual address (unicast)
Type: ARP (BxB306)
Padding: @18161816181616161614161616181616161
4 pAddress Resolution Protocol (reply)
Hardware type: Ethernet (1)
Protocol type: IP (@x@508)
Hardware size: 6
Protocol size: 4

ee 28 af 1b @7 fa 82 =@ 29 68 8b fb ©8 @6 @8 @1
88 ep b6 @4 @2 B2 @@ =8 29 68 8b fb c@ ad B8 Bl
ea 28 af 1b @7 fa c@ a8 @@ 82 @1 @1 @1 @l el al
@l el el el &1 @1 @1 @1 el el el el

No.: 2 - Time: 0.000330 - Source: Standard 68:80:/b - Destination: Joom_15:07:5 - Protocol: ARP - Length: 60 - Info: 192.168.0.1 & at O0:el:29-:68:80:/5

Close | | Help

Figure 55. Viewing a packet in a separate window

Along with double-clicking the packet list and using the main menu there are a number of other
ways to open a new packet window:

¥ Hold down the shift key and double-click on a frame link in the packet details.
¥ From The menu items of the OPacket ListO pop-up menu

¥ From The menu items of the OPacket DetailsO pop-up menu

Pop-up Menus

You can open a pop-up menu over the OPacket ListO, its column heading, OPacket DetailsO, or OPacket
BytesO by clicking your right mouse button on the corresponding item.

Pop-up Menu Of The OPacket ListO Column Header
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‘ odd-http.pcap

File Edit View Go Capture Analyze Statistics Telephony Wireless Tools Help

A m 71 ® Res=F IS ERQAQE

(W] Apply a display filter . <Ctrl/> =3 | Expression
No. Time Source Destination

.207145

STl AIEL

2]

0.207156 172.16.0.122 200.121.1.13
17 ©.232621 200.121.1.131 172.16.0.122

0.232629 172.16.08.122 200.121.1.13

©0.258365 200.121.1.131 172.16.0.122

Align Left
Align Center
Align Right

Column Preferences...

+

Edit Column
Resize To Contents egment]
Resolve Names 54 > ;;a [A
U No. ment] &
v Time
| g 1400 [TCP segment of a reassembled PDU
M| Destination 554 Seq=1 Ack=12601 Win=63000 Len=0
| Protocol 80 Seq=12601 Ack=1 Win=65535 Len=1400 [TCP segment of a reassembled PDL
v Length 554 Seq=1 Ack=14001 Win=63000 Len=0 ]
v Info 80 Seq=14001 Ack=1 Win=65535 Len=1400 [TCP segment of a reassembled PDL ©
Remove This Column >

Source Port: 10554
Destination Port: 8@
[Stream index: @]

[TCP Segment Len: 1400]
Sequence number: 11201
[Next sequence number: 12601
Acknowledgment number: 1
0101 .... = Header Length: 20 bytes (5)

Frame 15: 1454 bytes on wire (11632 bits), 1454 bytes captured (11632 bits) ~
Ethernet II, Src: Vmware_c0:00:01 (00:50:56:c0:00:01), Dst: Vmware_42:12:13 (00:0c:29:42:12:13)
Internet Protocol Version 4, Src: 200.121.1.131, Dst: 172.16.0.122

v Transmission Control Protocol, Src Port: 18554, Dst Port: 80, Seq: 11201, Ack: 1, Len: 1400

(relative sequence number)
(relative sequence number)]
(relative ack number)

0020 00 7a 00 50 a7 5c 30 08 e2 e2 ee
30 ff ff bc 5e 00 00 42 4f 78 42 56 35 6a
40 71 5a 69 63 39 34 54 77 48 4c 71 46 51

0050 61 62 46 30 77 55 6e 59 73 46 2b 67 6C
50 33 56 75 35 65 61 33 4d 44 59 77 49 70

78 4c 44 4d 74 38 6b 2f 75 42 68 38 6a
63 66 54 63 69 35 6a 77 77 4c 2f 56 4c
57 4c 6¢ 35 63 43 79 4e 6d 63 36 52 70

0 7 Acknowledgment number (tcp.ack), 4 bytes

v
bf 50 10 -zZjH-P-\ @ -.--P ~
45 52 52 ~--BO xBV5JERR
34 78 35  qZic94Tw HLQFQ4X5
44 47 4c abFewUnY sF+glDGL
63 32 44  3VuSea3M DYwIpc2D
48 6d 30  xLDMt8k/ uBh8jHmO
6f 6¢ 41  cfTci5jw wL/VLolA
58 57 7a WL15cCyN mc6RpXWz v

‘ Packets: 3083 - Displayed: 3083 (100.0%) Profile: Default

Figure 56. Pop-up menu of the OPacket ListO column header

The following table gives an overview of which functions are available in this header, where to find
the corresponding function in the main menu, and a description of each item.

Table 18. The menu items of the OPacket ListO column header pop-up menu

ltem

Align Left

Align Center

Align Right

Column PreferencesE
Edit Column

Resize To Contents

Freeze Column

Display as Values

Display as Strings

Description

Left-align values in this column.

Center-align values in this column.

Right-align values in this column.

Open the OPreferencesO dialog for this column.
Open the column editor toolbar for this column.
Resize the column to fit its values.

Freeze this column and all columns to its left so they remain visible
while scrolling horizontally. When one or more columns are frozen,

this item changes to Unfreeze Columns , which clears the frozen
columns.

Display the raw values for fields.

Display human-readable strings instead of raw values for fields.
Only applicable to custom columns with fields that have value
strings and custom columns which can be resolved to strings.
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ltem

Display as packet Details

No., Time, Source, et al.

Remove Column

Description

Display the values using the same format as in Packet Details. Only
applicable to custom columns.

Show or hide a column by selecting its item.

Remove this column, similar to deleting it in the OPreferencesO
dialog.

Pop-up Menu Of The OPacket ListO Pane

M hitp-coo.peap

- ] X
File FEdit View Go Cepture Analyze Statistics Telephony Wireless Tools Help
Am4® Re==fgaEEHaaan
(W J2poly = display filter _<ctrl-/> -]+
No. Time Source Destination Protocol  Length Info ~
7 0.808006 16.8.8.1 16.6.8.2 HTTP 41 Continuation I
8 0.000007 10.9.0.1 10.0.98.2 TCP 78 32323 + 8@ [ACK] Seq=62 Ack=1 Win=8192 Len=38 [TCP segment of a reassemb..
11 @.0e0010 19.0.0.1 10.0.98.2 Mark/Unmark Packet Ctrl+M 1 .
12 9.000011 10.9.0.1 16.0.9.2 Ignore/Unignore Packet Ctrl+D K] Seq=149 Ack=1 Win=8192 Len=128 [TCP segment of a reasse.
egment not captured] Continuation ]
14 000013 10.0.0.1 10.0.0.2 Set/Unset Time Reference Crl+T
Time Shift... Ctrl+Shift+T ] 32323 + 88 [ACK] L]
16 @.880815 16.8.6.1 16.6.8.2 Packet Comment... Clrl+Alt+C IN] Seq=288 Win=§192 Len=@

Frame 18: 46 bytes on wire (368 bits), 46 bytes c
v Internet Protocol Version 4, Src: 10.8.8.1, Dst:
@lea .... = Version: 4
.. @1@l = Header Length: 2@ bytes (5)
Differentiated Services Field: @x@@ (DSCP: CS@
Total Length: 46
Identification: exeeel (1)
Flags: @x88
Fragment Offset: @
Time to Live: 64
Protocol: TCP (6)
Header Checksum: @x66c7 [validation disabled]
[Header checksum status: Unverified]
Source Address: 10.0.8.1
Destination Address: 18.8.8.2
Transmission Control Protocol, Src Port: 32323, D
[2 Reassembled TCP Segments (44 bytes): #8(38)

Edit Resolved Name

Apply as Filter r Apply as Filter: ip.dst == 10.0.0.2
Prepare as Filter 4
g Selected

Conversation Filter » Mot Selected
Colorize Conversation 4

...and Selected
SCTP 3

..or Selected
Follow 4

..and not Selected
Copy » ..ot not Selected
Protocol Preferences »
Decode As...

Show Packet in New Window

, #18(67]

45 @@ 9@ 2 B2 Bl BB @@ 48 B6 66 C7 Ba @2 00 AL E--. @f
@a @0 9@ ©2 7e 43 90 5@ 99 20 00 C7 00 20 00 20 ~{ P
50 10 20 20 b4 b 88 @2 61 66 74 65 72 @a P after

Frame (45 bytes) Reassembled TCP (44 bytes)

0 7 Internet Protocol Version 4 ({ip), 20 bytes

Packets: 16 * Displayed: 16 (100.0%) Profile: Default

Figure 57. Pop-up menu of the OPacket ListO pane

The following table gives an overview of which functions are available in this pane, where to find
the corresponding function in the main menu, and a short description of each item.

Table 19. The menu items of the OPacket ListO pop-up menu

ltem

Mark Packet (toggle)

Ignore Packet (toggle)
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Corresp Description
onding
main
menu
item
Edit Mark or unmark a packet.

Edit Ignore or inspect this packet while dissecting the capture

file.



ltem

Set Time Reference
(toggle)
Pin Row to Top (toggle)

Go to Packet

Unpin All Rows

Time Shift

Packet CommentE

Edit Resolved Name

Apply as Filter

Prepare as Filter

Conversation Filter

Colorize Conversation

Corresp
onding
main
menu
item

Edit

Edit

Edit

Analyze

Analyze

Description

Set or reset a time reference.

Pin or unpin this packetOs row so it stays visible in a
separate strip above the packet list, regardless of scroll
position or display filter. Up to a fixed maximum number
of rows can be pinned at once.

Scroll the main packet list to this pinned packetOs current
position. Only shown when right-clicking a row in the
pinned-row strip.

Unpin every currently pinned row at once. Only shown
when right-clicking a row in the pinned-row strip.

Opens the OTime ShiftO dialog, which allows you to adjust
the timestamps of some or all packets.

Opens the OPacket CommentO dialog, which lets you add a
comment to a single packet. Note that the ability to save
packet comments depends on your file format. E.g.,

pcapng supports comments, pcap does not.

Allows you to enter a name to resolve for the selected
address.

Immediately replace or append the current display filter
based on the most recent packet list or packet details item
selected. The first submenu item shows the filter and
subsequent items show the different ways that the filter
can be applied.

Change the current display filter based on the most recent
packet list or packet details item selected, but donOt apply
it. The first submenu item shows the filter and subsequent
items show the different ways that the filter can be
changed.

Apply a display filter with the address information from
the selected packet. For example, the IP menu entry will
set a filter to show the traffic between the two IP
addresses of the current packet.

Create a new colorizing rule based on address information
from the selected packet.
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Item

SCTP

Follow

Copy YSummary as Text
Copy YEas CSV

Copy YEas YAML

Copy YAs Filter

Copy YBytes as Hex + ASCII
Dump

Copy YEas Hex Dump

Copy YEas Printable Text

Copy YEas a Hex Stream

Copy YEas Raw Binary

Protocol Preferences

Decode AsE

Show Packet in New
Window
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Corresp
onding
main
menu
item

Analyze

Analyze

View

Description

Allows you to analyze and prepare a filter for this SCTP
association. See SCTP Windows.

Opens a sub-menu with options of various types of
protocol streams to follow. The entries for protocols which
arenOt found in the currently selected packet will not be
shown. See Following Protocol Streams

Copy the summary fields as displayed to the clipboard as
tab-separated text.

Copy the summary fields as displayed to the clipboard as
comma-separated text.

Copy the summary fields as displayed to the clipboard as
YAML data.

Prepare a display filter based on the currently selected
item and copy that filter to the clipboard.

Copy the packet bytes to the clipboard in full OhexdumpO
format.

Copy the packet bytes to the clipboard in OhexdumpO
format without the ASCII portion.

Copy the packet bytes to the clipboard as ASCII text,
excluding non-printable characters.

Copy the packet bytes to the clipboard as an unpunctuated
list of hex digits.

Copy the packet bytes to the clipboard as raw binary. The
data is stored in the clipboard using the MIME type
Oapplication/octet-streamO.

Adjust the preferences for the selected protocol, or disable
it entirely. (You can re-enable it with the OEnabled
ProtocolsO dialog box .)

Change or apply a new relation between two dissectors.

Shows the selected packet in a separate window. The
separate window shows only the packet details and bytes.
SeeViewing a packet in a separate window  for details.



Pop-up Menu Of The OPacket DetailsO Pane

M nttp-ooo.peap - m} X
File Edit View Go Capture Analyze Statistics Telephony Wireless Tools Help
FLEL: RER===TFaS/=aaan
(W [Apply a display fiter _<Ciri-/> -]+
No. Time Source Destination Protocol  Length Info @
1 9.600000 18.8.9.1 16.8.8.2 TCP 78 32323 = 88 [ACK] Seg=1 Ack=1 Win=8192 Len=38 [TCP segment of a reassembled PDU]
2 9.600001 10.0.9.1 16.8.9.2 Tcp 42 32323 = 88 [ACK] Seq=39 Ack-1 Win=8192 Len=2 [TCP segment of a reassembled PDU]
3 0.000002 10.0.9.1 16.8.9.2 HTTP 41  [TCP Previous segment not captured] Continuation
4 9.000004 10.0.9.1 10.0.9.2 Tcp 42 [TCP Out-Of-Order] 32323 » 88 [ACK] Seq=41 Ack=1 Win=8192 Len=2
5 6.000004 10.0.9.1 16.8.9.2 Tcp 42 [TCP Out-Of-Order] 32323 » BB [ACK] Seq=41 Ack=1 Win=8192 Len=2[Reassembly error..
6 ©.000005 18.9.9.1 16.8.9.2 TCP 57  [TCP Qut-0f-Order] 32323 + 8@ [ACK] Seq=43 Ack=1 Win=5192 Len=17
7 B.000006 18.0.9.1 16.8.9.2 e ———
3 0.000007 10.0.0.1 16.0.0.2 Expand Subtrees Win=8192 Len=38 [TCP segment of a reassembled PDU]
9 8.000008 10.9.0.1 16.8.9.2 Collapse Subtrees ftured] 32323 > 86 [ACK] Seq=186 Ack=1 Win=8192 Len=..
16 @.660009 16.6.9.1 16.8.9.2 Expand Al [ACK] Seq=188 Ack=1 Win=8192 Len=6
11 ©.060010 16.9.9.1 16.8.9.2 v
Collapse All
Frame 4: 42 bytes on wire (336 bits), 42 bytes captured (33t A
Internet Protocol Version 4, Src: 18.8.8.1, Dst: 16.0.8.2 Apply as Column Ctrl+ Shift+|
v Transmission Control Protocol, Src Port: 32323, Dst Port: 8(
Source Port: 32323 Apply as Filter 4
Destination Port: 88 Prepare as Filter 4 Prepare as Filter: tcp.analysis.out_of_order
[stream index: @] Conversation Filter »
[TCP Segment Len: 2] Selected
Sequence Number: 41 (relative sequence number) Colorize with Filter G Not Selected
Sequence Number (raw): 14@ Follow »
[Next Sequence Number: 43  (relative sequence number)] ~and Selected
Acknowledgment Number: 1 (relative ack number) Copy » ..or Selected
Acknowledgment number (raw): @
oo BT Lenéth:)m bytes (5) Show Packet Bytes Chrle Shift+ 0 ond not Selected
Flags: Ox816 (ACK) Export Packet Bytes... Ctrl+ Shift+X ornet Selected
Window: 8192
[Calculated window size: 8192] Wiki Protocol Page
[Hindow size scaling factor: -1 (unknown)] FioFee s
Checksum: @xcass [unverified] A — N
[Checksum Status: Unverified]
Urgent Pointer: 8 Decode As.. Ctrls Shift+U
v [SEQ/ACK analysis]
v [TCP Analysis Flags] Go to Linked Packet
~ [Expert Info (Warning/Sequence): This frame is a (s Show Linked Packet in New Window
[This frame is a (suspected) out-of-order segment]
[Severity level: Warning]
[Group: Sequence] .
rrs B
45 G0 80 2a 0@ OL @0 B8 40 86 66 cb @a B0 B9 Ol
Ga @0 B0 B2 7e 43 @6 50 ©0 @0 GO Sc 00 80 0O 09
56 16 20 8@ ca a6 @6 @@ 32 8a
Frame (42 bytes) Reassembled TCP (42 bytes)
@ 7 This frame is a (suspected) out-of-order segment (tcp.analysis.out_of_order) || packets: 16 - Displayed: 16 (100.0%) || profie: Default

Figure 58. Pop-up menu of the OPacket DetailsO pane

The following table gives an overview of which functions are available in this pane, where to find
the corresponding function in the main menu, and a short description of each item.

Table 20. The menu items of the OPacket DetailsO pop-up menu

Item

Expand Subtrees
Collapse Subtrees
Expand All

Collapse All

Corresp  Description

onding

main

menu

item

View Expand the currently selected subtree.

View Collapse the currently selected subtree.

View Expand all subtrees in all packets in the capture.

View Wireshark keeps a list of all the protocol subtrees that are

expanded, and uses it to ensure that the correct subtrees
are expanded when you display a packet. This menu item
collapses the tree view of all packets in the capture list.
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Item

Edit Resolved Name
Apply as Column

Apply as Filter

Prepare as Filter

Colorize with Filter

Follow

Copy YAIl Visible Items

Copy YAIl Visible Selected
Tree Items

Copy YDescription
Copy YFieldname
Copy YValue
Copy YAs Filter

Copy YBytes as Hex + ASCI
Dump
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Corresp
onding
main
menu
item

View

Analyze

Analyze

Analyze

Edit

Edit

Edit

Edit

Edit

Edit

Description

Allows you to enter a name to resolve for the selected
address.

Use the selected protocol item to create a new column in
the packet list.

Immediately replace or append the current display filter
based on the most recent packet list or packet details item
selected. The first submenu item shows the filter and
subsequent items show the different ways that the filter
can be applied.

Change the current display filter based on the most recent
packet list or packet details item selected, but donOt apply
it. The first submenu item shows the filter and subsequent
items show the different ways that the filter can be
changed.

This menu item uses a display filter with the information
from the selected protocol item to build a new colorizing
rule.

Opens a sub-menu with options of various types of
protocol streams to follow. The entries for protocols which
arenOt found in the currently selected packet will not be
shown. See Following Protocol Streams

Copy the packet details as displayed.

Copy the selected packet detail and its children as
displayed.

Copy the displayed text of the selected field to the system
clipboard.

Copy the name of the selected field to the system
clipboard.

Copy the value of the selected field to the system
clipboard.

Prepare a display filter based on the currently selected
item and copy it to the clipboard.

Copy the packet bytes to the clipboard in full OhexdumpO
format.



Item Corresp
onding
main
menu
item

Copy YEas Hex Dump

Copy YEas Printable Text

Copy YEas a Hex Stream

Copy YEas Raw Binary

Copy YEas Escaped String

Export Packet BytesE File

Wiki Protocol Page

Filter Field Reference

Protocol Preferences

Decode AsE Analyze

Go to Linked Packet Go

Show Linked Packet in Go

New Window

Description

Copy the packet bytes to the clipboard in OhexdumpO
format without the ASCII portion.

Copy the packet bytes to the clipboard as ASCII text,
excluding non-printable characters.

Copy the packet bytes to the clipboard as an unpunctuated
list of hex digits.

Copy the packet bytes to the clipboard as raw binary. The
data is stored in the clipboard using the MIME type
Oapplication/octet-streamO.

Copy the packet bytes to the clipboard as C-style escape
sequences.

This menu item is the same as the File menu item of the
same name. It allows you to export raw packet bytes to a
binary file.

Open the wiki page for the selected protocol in your web
browser.

Open the filter field reference web page for the selected
protocol in your web browser.

Adjust the preferences for the selected protocol, or disable

it entirely. (You can re-enable it with the OEnabled

ProtocolsO dialog box .)
Change or apply a new relation between two dissectors.

If the selected field has a corresponding packet such as the
matching request for a DNS response, go to it.

If the selected field has a corresponding packet such as the
matching request for a DNS response, show the selected
packet in a separate window. See Viewing a packet in a
separate window for details.

Pop-up Menu Of The OPacket BytesO Pane
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M odd-http.pcap - [m] X
File Edit View Go Capture Analyze Statistics Telephony Wireless Tools Help
a4 mi® R Re2z=x=F g5 =EQaaakn

(W] Apply a display fiter _<Ctri-/>

No. Destination

172.16.0.122

Time
1 0.000000

Source
200.121.1.131

i
.025749 .16.0.122
.076967

.0

5 5 7 i
207145 ST Tl IENL
16 ©.207156 172.16.0.122

172.16.0.122
200.121.1.131

Flags: 0x010 (ACK)

Window size value: 65535
[Calculated window size: 65535]
[Window size scaling factor: -1 (unknown)]
Checksum: ©x0a49 [unverified]
[Checksum Status: Unverified]
Urgent pointer: @

[SEQ/ACK analysis]

[Timestamps]

TCP payload (1400 bytes)

[ bled PDU in frame: 19]
TCP segment data (1400 bytes)

Protocol

Length Info

1454 10554 > 80 [ACK] Seq=1 Ack=1 Win=65535 L

n / 5
Window Update] [TCP ACKed unseen segment] 80 - 18554 [ACK] Seq=1 Ack=11201 Win
Previous segment not captured] [TCP Spurious Retransmission] 10554 - 8@ [ACK] Se

Dup 2#1]

1454 10554 -» 80 [ACK] Seq=11201 Ack=1 Win=65535 Len=1400
[ACK] Seq=1 Ack=12601 Win=63000 Len=0

[TCP segment of a reassembled Pl

Copy Bytes as Hex + ASCII Dump
...as Hex Dump

...as Printable Text

...as a Hex Stream

...as Raw Binary

...as Escaped String

® Show bytes as hexadecimal
...as bits

® Show text based on packet

0030
0040
0050
0060
0070
0080
0090
0020

ff ff 0a 49 00 00 EPA[|
6a 5a 41 45 72 41 54 66
77 43 6b 4a 39 48 47 49
45 47 74 4d 6a 67 54 42
54 77 49 35 47 4a 42 72
55 66 67 6f 36 4e 69 66
[6c 58 45 45 77 58 6¢C 64
41 4a 2f 70 4c 37 47 41

6a 56 2f 64 4d 43
38 4e 77 38 5a 6d
43 4b 6e 46 36 74 58
6b 41 4f 4e 48 67
68 56 2f 31 52 48
67 4b 67 77 73 78
47 64 48 6C 36 71
50 4a 56 78 34 57

...as ASCIl A
...as EBCDIC

@ 7 Adata segment used in reassembly of a lower-level protocol (tcp.segment_data), 1400 bytes

Packets: 3083 - Displayed: 3083 (100.0%) Profile: Default

Figure 59. Pop-up menu of the OPacket BytesO pane

The following table gives an overview of which functions are available in this pane along with a

short description of each item.

Table 21. The menu items of the OPacket BytesO pop-up menu

Iltem

Copy Bytes as Hex + ASCII
Dump

Eas Hex Dump

Eas Printable Text

Eas a Hex Stream

Eas Raw Binary

Eas Escaped String

Show bytes as hexadecimal

Show bytes as bits
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Description

Copy the packet bytes to the clipboard in full OhexdumpO format.

Copy the packet bytes to the clipboard in OhexdumpO format without
the ASCII portion.

Copy the packet bytes to the clipboard as ASCII text, excluding non-
printable characters.

Copy the packet bytes to the clipboard as an unpunctuated list of hex
digits.

Copy the packet bytes to the clipboard as raw binary. The data is
stored in the clipboard using the MIME type Oapplication/octet-
streamO.

Copy the packet bytes to the clipboard as C-style escape sequences.
Display the byte data as hexadecimal digits.

Display the byte data as binary digits.



Iltem Description

Show text based on packet Show the OhexdumpO data with text.

Eas ASCII Use ASCII encoding when displaying OhexdumpO text.
Eas EBCDIC Use EBCDIC encoding when displaying OhexdumpO text.

Pop-up Menu Of The OPacket DiagramO Pane

Ethernet

° 1SI16 IIIIIIIH'1

Destination

Source Show Field Values

Save Diagram As...

Type

Copy as Raster Image

Internet Protocol Version 4

‘)IIIIIIIIIIIII1516IIIIIII|IIIIIII3'1

Version | Hesderl. | Differentisted Servicss F.. Total Length

Identification Flags Fragment Offset

Figure 60. Pop-up menu of the OPacket DiagramO pane

The following table gives an overview of which functions are available in this pane along with a
short description of each item.

Table 22. The menu items of the OPacket DiagramO pop-up menu

Iltem Description

Show Field Values Display current value for each field on the packet diagram.

Save Diagram AsE Save the packet diagram to an image file (PNG, BMP, JPEG).

Copy as Raster Image Copy the packet diagram to the clipboard in raster (ARGB32) format.

Filtering Packets While Viewing

Wireshark has two filtering languages: capture filters and display filters . Capture filters are used for
filtering when capturing packets and are discussed in Filtering while capturing . Display filters are
used for filtering which packets are displayed and are discussed below. For more information about

display filter syntax, see the wireshark-filter(4) man page.

Display filters allow you to concentrate on the packets you are interested in while hiding the
currently uninteresting ones. They allow you to only display packets based on:

¥ Protocol
¥ The presence of a field

¥ The values of fields
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https://www.wireshark.org/docs/man-pages/wireshark-filter.html

¥ A comparison between fields

¥ E and a lot more!

To only display packets containing a particular protocol, type the protocol name in the display filter
toolbar of the Wireshark window and press enter to apply the filter. Filtering on the TCP protocol
shows an example of what happens when you type tcp in the display filter toolbar.

NOTE Protocol and field names are usually in lowercase.

DonOt forget to press enter or click on the apply display filter button after entering
the filter expression.

NOTE

test. pcap - Wireshark

File Edit WYew Go Capture Analyze  Statistics  Help

B oW e @ x%a R e«» o237 ¢ |BE &a

Filter: |th ¥  Expression... Clear Apply

Mo, - Time Source Destination Protocol | Info A

1] S2.1ka. 0. & S2.16/5.0. _F 315968 » Ep SN 3 55

12 1.22F282 192.168.0.1 192.1658.0.2 TCP http = 3196 [S¥N, ACK] Seg=0 Ack=
13 1.227328 192.168.0.2 192.1658.0.1 TCP 3196 = http [ACK] Seq=1 Ack=1 Win
14 1.227451 192.168.0.2 192.168.0.1 HTTE SUBSCRIBE Aupnp/service/Layer3For
15 1.229309 192.168.0.1 192.1658.0.2 TCP http = 3196 [ACK] Seq=1 Ack=25& W
17 1.248355 192.168.0.1 192.1658.0.2 TCP 1025 = 5000 [S¥N] Seq=0 Len=0 M55
18 1.248391 192.168.0.2 192.1658.0.1 TCP 000 = 1025 [S¥N, ACK] Seg=0 Ack=
19 1.25801F1 192.168.0.1 192.1658.0.2 HTTF HTTE 1.0 200 OK
20 1.250285 192.1658.0.2 192.1658.0.1 TCP 3196 > http [FIM, ACK] Seg=25& Ac
21 1.2580810 192.168.0.1 192.1658.0.2 TCP http = 3196 [FIN, ACK] Seg=114 Ac
22 1.2580842 192.1658.0.2 192.1658.0.1 TCP 3196 > http [ACK] Seq=257 Ack=11%
23 1.251868 192.1658.0.1 192.1658.0.2 TCP 1025 = 5000 [ACK] Seq=1 Ack=1 Win
24 1.252826 192.168.0.1 192.1658.0.2 TCR http = 3196 [FIN, ACK] Seg=26&ll
23 1.253323 192.168.0.2 192.1658.0.1 TCR 3197 > http [S¥M] Seq=0 Len=0 Ms5
26 1.254502 192.168.0.1 192.1658.0.2 TCR http = 3197 [S¥M, ACK] Seg=0 Ack=
27 1.254532 192.168.0.2 152.1658.0.1 TCR 3197 > http [ACK] Seg=1 Ack=1 Win »

< >

Frame 11 {62 bytes on wire, &2 hytes captured)

Ethernet II, Src: 192.168.0.2 {00:0b:5d:20:cd:02), Dst: Metgear_2d:75:%a (00:09:5b:2d:75:9a)
# Internet Protocol, Src: 192.168.0.2 (192.168.0.2), Dst: 192.168.0.1 (192.168.0.1)
Transmission Control Protocol, Src Port: 3196 (31963, Dst Port: http (2803, Seq: O, Len: O

D000 00 0% 5b 2d 75 9a 00 Ob  5d 20 cd 02 OB OO0 45 00 co[-u... ] .. LE.
0010 Q0 30 18 48 40 00 80 06 6l 2c cO a@ 00 02 o0 ad LA L
D020 00 01 Oc 7Fc 00 50 3c 3¢ 95 f2 OO OO OO OO0 7O 02 cen [WPEE LLau p.

D030 fa fO 27 e0 00 OO0 02 04 05 b4 01 01 04 02 e i e

|Fi|e: "Dilkest.pcap” 14 KB 00:00:02 |P: 120 D: 103 M 0 [Expert: Errar]

Figure 61. Filtering on the TCP protocol

As you may have noticed, only packets containing the TCP protocol are now displayed, so packets 1-
10 are hidden and packet number 11 is the first packet displayed.

When using a display filter, all packets remain in the capture file. The display filter
only changes the display of the capture file but not its content!

NOTE

To remove the filter, click on the  [!Clear!] button to the right of the display filter field. All packets
will become visible again.
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Display filters can be very powerful and are discussed in further detail in Building Display Filter
Expressions

ItOs also possible to create display filters with the Display Filter Expression dialog box. More
information about the  Display Filter Expression dialog box is available in  The ODisplay Filter
ExpressionO Dialog Box .

Building Display Filter Expressions

Wireshark provides a display filter language that enables you to precisely control which packets
are displayed. They can be used to check for the presence of a protocol or field, the value of a field,
or even compare two fields to each other. These comparisons can be combined with logical
operators, like andand or, and parentheses into complex expressions.

The following sections will go into the display filter functionality in more detail.

There are many display filter examples on the Wireshark Wiki Display Filter page  at:
https://wiki.wireshark.org/DisplayFilters

Display Filter Fields

The simplest display filter is one that displays a single protocol. To only display packets containing a
particular protocol, type the protocol into WiresharkOs display filter toolbar. For example, to only
display TCP packets, type tcp into WiresharkOs display filter toolbar. Similarly, to only display
packets containing a particular field, type the field into WiresharkOs display filter toolbar. For
example, to only display HTTP requests, type  http.request into WiresharkOs display filter toolbar.

You can filter on any protocol that Wireshark supports. You can also filter on any field that a
dissector adds to the tree view, if the dissector has added an abbreviation for that field. A full list of

the available protocols and fields is available through the menu item View Yinternals YSupported
Protocols .

Comparing Values

You can build display filters that compare values using a number of different comparison
operators. For example, to only display packets to or from the IP address 192.168.0.1, use
ip.addr==192.168.0.1 .

A complete list of available comparison operators is shown in Display Filter comparison operators

English and C-like operators are interchangeable and can be mixed within a filter
string. Beginning in Wireshark 5.0, the English forms of operators (but not field,

TIP i . .
function, or macro names, or the first characters in escape sequences) are case-

insensitive.
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Table 23. Display Filter comparison operators

English
€q

ne

contains

matches

NOTE

All protocol fields have a type.
of how to use them in display filters.

Alias
any_eq
all_ne
all_eq

any_ne

C-like

Description

Equal (any if more than one)
Not equal (all if more than one)
Equal (all if more than one)

Not equal (any if more than
one)

Greater than

Less than

Greater than or equal to
Less than or equal to

Protocol, field or slice contains
a value

Protocol or text field matches a
Perl-compatible regular
expression

Example

ip.src == 10.0.0.5
ip.src 1= 10.0.0.5
ip.src ===10.0.0.5
ip.src I==10.0.0.5

frame.len > 10
frame.len < 128
frame.len ge 0x100
frame.len <= 0x20

sip.To contains "al762"

http.host matches
"acme\\.(org|com|net)"

The meaning of != (all not equal) was changed in Wireshark 3.6. Before it used to

mean "any not equal".

Display Filter Field Types

Unsigned integer

Display Filter Field Types

provides a list of the types with examples

Can be 8, 16, 24, 32, or 64 bits. You can express integers in decimal, octal, hexadecimal or binary.
The following display filters are equivalent:

ip.len le 1500

ip.len le 02734

ip.len le Ox5dc

ip.lenle 0b10111011100

Signed integer

Can be 8, 16, 24, 32, or 64 bits. As with unsigned integers you can use decimal, octal, hexadecimal

or binary.
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Boolean

Can be 1 or True, O or False.

A Boolean field is present regardless if its value is true or false. For example, tcp.flags.syn
present in all TCP packets containing the flag, whether the SYN flag is 0 or 1. To only match TCP
packets with the SYN flag set, you need to use tcp.flags.syn == or tcp.flags.syn == True

Ethernet address

6 bytes separated by a colon (:), dot (.), or dash (-) with one or two bytes between separators:
eth.dst == ff:ff:ff:ff:ff:ff

eth.dst == ff-ff-ff-ff-ff-ff

eth.dst == ffff.ffff.ffff

IPv4 address
ip.addr == 192.168.0.1

Classless InterDomain Routing (CIDR) notation can be used to test if an IPv4 address is in a
certain subnet. For example, this display filter will find all packets in the 129.111 Class-B
network:

ip.addr == 129.111.0.0/16

IPv6 address
ipv6.addr ==::1

As with IPv4 addresses, IPv6 addresses can match a subnet.

Text string

http.request.uri == "https://www.wireshark.org/"

Strings are a sequence of bytes. Functions like lower() use ASCII, otherwise no particular

encoding is assumed. String literals are specified with double quotes. Characters can also be
specified using escape sequences as in C or C++:

Table 24. Display Filter Escape Sequences in Character and String Literals

\ single quote
\" double quote
\ backslash

\a audible bell
\b backspace

\f form feed

\n line feed
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\r carriage return

\t horizontal tab

\v vertical tab

\dad arbitrary octal value

\xhh arbitrary hexadecimal value
\uhhhh Unicode codepoint U+hhhh
\Uhhhhhhhh Unicode codepoint U+hhhhhhhh

where hand d are hex and octal numerical digits respectively:
dns.gry.name contains "www.\x77\x69\x72\x65\x73\x68\x61\x72\x6b.org"

Alternatively, a raw string syntax can be used. Such strings are prefixed with r or Rand treat
backslash as a literal character.

http.user_agent matches r"\(X11;"

Paired directional ("smart" or "curly") double quotes can be used in lieu of straight double
quotes. This is mostly to handle example filters copied from webpages that helpfully replace
straight quotes, but it possible to include straight double quotes unescaped in directional double

quote enclosed raw string literals. A right directional double quote can be escaped in a string

literal opened by a left directional double quote.

Date and time
frame.time == "Sep 26, 2004 23:18:04.954975"

ntp.xmt ge "2020-07-04 12:34:56"

The value of an absolute time field is expressed as a string, using one of the two formats above.
Fractional seconds can be omitted or specified up to nanosecond precision; extra trailing zeros

are allowed but not other digits. The string cannot take a time zone suffix, and is always parsed

as in the local time zone, even for fields that are displayed in UTC.

In the first format, the abbreviated month names must be in English regardless of locale. In the
second format, any number of time fields may be omitted, in the order from least significant
(seconds) to most, but at least the entire date must be specified:

frame.time < "2022-01-01"

In the second format, a T may appear between the date and time as in ISO 8601, but not when
less significant times are dropped.

Some Examples
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